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10DT wMé 7 103R Q! 4 536 M1 2 776-5 Hi 3 23651 El 3 
10K89 Al 3 1068 F2 2 537 M1 2 776-7 Hi 3 23652 El 3 
11DT M4 7 126 N2 2 537M Mi 2 778R Jl 3 23653.—s«éE 3 
12DT M4 ? 126CK N2 2 542 Al 3 778R-20 3] 3 23654 El 3 
15CG M4 7 126K N2 2 547 01 2 779 )] 3 23655 E} 3 
I5YMS Di 3 127A F2 2 547-2 Ol 2 779-5 J} 3 23656 El 3 
16YMS Di 3 149YX = RI} 2 547-3 Ol 2 779-10 J) 3 23657 El 3 
17K12.—=«— All 3 150 M2 2 548 Bl 2 779-17. J] 3 23658 El 3 
17PL N2 2 150M M2 2 548K Bl 2 779R Jl 3 23667 E} 3 
17YMS DI! 3 150P N2 2 549 01 2 799R-5 J} 3 23668 El 3 
18YMS Dl 3 150S M4 6 549-3 Ol 2 799R-10 Ji 3 23670 El 3 
20K9 A3 3 150DK M4 & 558 O01 2 799R-17 J) 3 23673 El 3 
21RC G4 2 153 E2 3 558-3 01 2 780 Gl 2 23680 El 3 
22PL N2 2 153K75 Al 3 564 E2 3 780-5 Gl 2 23681 El 3 
23YD6 G2 2 154 Q] 4 566 01 2 780-6 Gl 2 23683 El 3 
25CG M4 7 154YX—- R} ! 567 A2 2 785 G) 3 23686 El 3 
25RC G4 2 156 Ql 4 568 A2 2 785-5 Gl 3 23800 Ol 2 
25YK75 Al 3 167A N3 2 592 A3 3 790 Gl 2 23856 E 3 
27YD6 G2 2 167AK WN3 2 592K A3 3 790-5 Gl 2 23858 El 3 
30SB Al 3 174 H2 2 596A A4 2 790-8 Gl 2 23859 El 3 
795 Gl 3 
30YMS DI 3 304 G2 2 596AK Ad 2 23860 El 3 
31YD6 G2 2 304PR G3 2 597A Ad 2 795-5 G1 3 23861 El 3 
31YMS OD! 3 305 G2 2 597AK Ad 2 795-8 G1 3 23862 E 3 
33Yx RI 1 310 M3 3 610 Kl 2 800 1 3 23863 El 3 
34YD6 G2 2 310M M3 3 610K KI 2 1408 M4 3 23864 El 3 
35 Q1 4 311 M3 3 612 KI 2 1827X =A} 4 23868 El 3 
35Yx Ri ] 312 M3 3 612K KI 2 1828Xx Al 4 23869 El 3 
35YOS4 F2 2 315 A3 3 653 Nl 2 2064 M2 2 23870 El 3 
36 Q1 4 315K A3 3 653CK NI 2 2065 Q1 3 23871 El 3 
36YOS4 F2 2 330A Fl 2 653C N] 2 2211X~—s RJ l 23872 El 3 
38YD6 G2 2 336 E2 2 677 Cl 3 2498X Al 3 23873 El 3 
39YD6 G2 2 337 E2 2 677K Cl 3 2539X Al 3 23874 El 3 
40 Ql 4 346 A3 3 677-2 Cl 3 2569X Rl ] 23875 El 3 
40YD6 G2 5 346K A3 3 677-2K Cl 3 5011B M4 7 23876 El 3 
45 1 4 348 B2 2 724 D1 2 5014 N2 2 23917. G3 2 
51YX Ry 1 348K B2 2 724K Dl 2 5019 R1 1 23918 G3 2 
53YD6 G2 2 353 H3 2 725 D1 2 5021 Bl 2 23932 G3 2 
56YD6 G2 2 350 M2 2 725K D1 2 5022 M3 3 23943 F2 2 
59YD6 G2 2 350M M2 2 726 D1 2 5023 M4 7 23944 F2 2 
358 H2 2 726K D1 2 5028 M4 7 23945 F2 2 
60 Ql 3 358R H2 2 727 G4 2 5031 M3 3 2394 F2 2 
60K Q1 3 360 E2 3 750 J2 3 5032 D1 3 SPS F2 2 
61 Q! 3 361 E2 3 754 H1 3 5034 N2 2 23948 F2 2 
610S4 =F2 2 364 M3 4 755 H} 3 5037 M4 7 23949 F2 2 
64 M2 2 366 H2 2 756 HI 3 5037K M4 7 23950 F2 2 
648 M2 2 368 A3 3 758 H1 3 5039 Ni 2 23972 A3 3 
64M M2 2 368K A3 3 758R HI 3 5041 G2 2 24152 Bl 2 
65YD6 G2 2 371 J3 2 758RK Hi 3 5043 M1 2 24153 Bl 2 
65 Q) 3 371R J3 2 760 G} 3 5056A M4 6 24154 + Bl 2 
66YD6 G2 2 374 H2 2 766 H] 3 5078 H1 3 24155 B] 2 
67YD6 G2 2 378 H2 2 7 a 3 
5518 M4 Bl 2 
690S4  F?2 2 378R H2 2 768R H1 3 10435 J2 : Sas Bl 2 
70 Q1 2 379 J3 2 770A J2 3 10467 j2 3 24158 Bl 2 
7OYD6 G2 2 379R J3 2 770A-25 J? 3 10507 J2 3 24159 Bl 2 
71 Ql 2 384 H2 2 771 J] 3 14017. M4 8 24160 Bl 2 
72 Q1 2 386 H2 2 7715 J} 3 15099 M4 6 24161 Bl 2 
73 Ql 2 400A Pl 2 771-10 = jj 3 23299 ~—Bl 2 24162 Bl 2 
74 Q1 2 440 E3 2 771-17. J) 3 23393 A? 2 24163 Bl 2 
75 Q1 3 500 El 3 771R J} 3 23401 A2 2 24560 N2 2 
75K Q1 3 503 El 2 gIERS Jl 3 23444 N2 2 24606 M2 2 
1R-10 3] 3 
75YX El 3 504X M4 6 771R-17 Ji 3 23499 A? 2 A2 2 
76YX EF} 3 505 FZ» 2 772 j2 3 23543  A2 amor E] 3 
79 Q1 2 508 Al 3 774 H] 3 23640 ~=s 3 25102 El 3 
JOYX E} 3 508K Al 3 774-5 H1 3 23641 +=] 3 25103 El 3 
90 Q) 3 510 Al 3 774-7 =i 3 23642 =o‘ 3 25104 ~=«E} 3 
91 Q! 3 513 M4 0 774-10 Hi} 3 23643 = £} 3 25105 ~—s El 3 
100 M2 2 514D M1 2 774-25 Hi} 3 23644 ~—s El 3 25106 +=: 3 
100M M2 2 528B Al 3 774-35 Hi 3 23645 = El 3 25107.—s El 3 
100P N2 2 528BK Al 3 774-50 Hl 3 23646 El 3 25111 ~+2=«E 3 
100DK M4 8 532S M4 6 776 H1 3 23650 E} 3 25112 El 3 
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25113 Fl 3 25237 El 3 26564 L3 1 39152 Ma 5 44836 Jl 3 
25114 El 3 25238 El 3 26565 L3 1 39217 4N3 2 44852 Kl 2 
25115 El 3 25239 El 3 26566 L3 1 39676 Al 3 44858 M4 5 
25116 El 3 25240 El 3 26567 L3 1 39695 Al 3 44911 D1 3 
25117 El 3 25241 El 3 26569 L3 ] 39753 F2 2 44935 Kl 2 
25118 El 3 25393 O1 2 26570 L3 1 39754 F2 2 44936 Kl 2 
25119 El 3 25394 Ol 2 26572 L3 1 39755 F2 2 44937 Kl 2 
| 25123 E) 3 25395 O1 2 26586 L3 2 39756 F2 2 44938 Kl 2 
25124 El 3 25396 01 2 26587 Li 4 39757 F2 2 44940 K | 2 
25125 El 3 25397 ol 2 26590 L3 2 39758 F2 2 44941 Kl 2 

| 
| 25126 El 3 25398 Ol 2 26591 Ll 4 39759 F2 2 44943 K1 2 
| 25127 El 3 25399 Ol 2 26592 Ll 4 39760 F2 2 44944 K1 2 
25128 El 3 25400 Ol 2 26593 L3 2 39782 i? 2 44945 Kl 2 
25129 Fl 3 25401 O1 2 26594 L1 4 39784 L2 2 44946 Kl 2 
25133 El 3 275402 O1 ? 276595 L3 4 39844 L? Zz 45101 M4 8 
25134 El 3 25403 Ol 2 26596 L3 2 39968 L2 2 45273 Dl 3 
25135 El 3 25404 O1 2 | 26599 L3 2 39969 L2 2 45275 D1 3 
5 25136 El 3 25475 M4 5 26600 Ll 4 40030 Pl 2 45277 D1 3 
25137 El 3 25461 M4 5 26603 Ll 4 40063 Pl 2 45571 Rl 1 
| 25138 Fl 3 25581 O1 2 26604 L1 4 40076 Pl 2 45908 Ll 3 
25139 El 3 25582 Ol 2 26605 Ll 4 40077 P} 2 45920 Ll 4 
25140 El 3 25583 O1 2 26606 L3 2 40078 Pl 2 45921 Li 4 
25141 El 3 25584 Ol 2 26607 L3 2 40158 Pl 2 45922 L1 4 
25144 El 3 25585 O1 2 26608 L3 2 41137 Gl 4 45923 Ll 4 
25145 El 3 25586 QO] 2 26610 L3 2 41138 Gl 4 45924 LI 4 
| 25146 El 3 25587 O1 2 26623 L3 2 41139 Gil 4 45925 Li 4 
25147, El 3 25588 O1 2 26624 L3 2 41172 Dl 3 45926 Ll 4 
25148 El 3 25621 M4 5 26625 L3 2 41173 Dl 2 45927 Ll 4 
25149 El 3 25625 M4 5 26630 L3 2 41174 D1 3 45928 Ll 4 
25150 El 3 25629 M4 4 26631 L3 2 41224 N3 2 45929 L3 2 
25151 El 3 25643 M4 6 26632 L3 2 41472 Gl 4 : 45930 L3 2 
25153 El 3 25646 M4 6 26633 L3 2 41473 Gl 4 | 45931 L1 4 
25154 El 3 25653 M4 5 26634 L3 2 42277 Bl 2 45932 Ll 4 
25155 El 3 25656 M4 5 26635 L1 4 42315 Gl 4 45933 L1 4 
| 25156 El 3 25675 Gl 4 26662 R1 1 42331 G2? 2 45937 L3 1 
25157 El 3 25676 Gil 4 26665 L3 2 42334 G2 2 46285 O1 2 
25158 El 3 25677 Gl 4 26680 L3 2 42335 G2 2 46460 N3 2 
25159 El 3 25695 Gl 4 26702 13) 42336 G2 2 46893 Fl 2 
25163 El 3 25698 Gl 4 26720 ~=L3 1 42352 G2 2 46894 FI 2 
25164 El 3 25700 Gl 4 26721 L3 l 42385 A3 3 46895 Fl 2 
25165 El 3 25707 Gl 4 26722 L3 1 42404 G4 2 46896 Fl 2 
| 25166 El 3 25708 Gl 4 26723 L3 1 42414 L3 2 46897 Fl 2 
25167 El 3 25709 Gl 4 26724 L3 1 42415 Rl ] 46898 Fl 2 
’ 25168 El 3 25741 M4 5 26725 L3 1 42819 A3 3 46899 Fl 2 
25169 El 3 25742 M4 6 26726 L3 1 42977 A2 2 46900 Fl 2 
25170 El 3 25747 RI l 26730 L3 l 43000 M2 2 46902 N3 2 
25171 El 3 25939 Gl 4 26732 L3 l 43001 M2 2 47128 E3 2 
25174 El 3 25940 Gl 4 26740 L3 2 43067 A3 3 47696 Fl 2 
25175 El 3 25953 M4 5 26744 L3 2 43119 A2 2 47699 Fl 2 
25176 El 3 25957 M4 5 26745 L3 2 43130 A3 3 48294 82 2 
25177 El 3 26115 L3 2 26747 L3 2 44417 Ji 3 48813 E3 2 
) 25178 El 3 26132 Bl 2 26749 L3 a 44418 Ji 3 48972 Ll 4 
25179 El 3 26305 L2 2 26762 L3 2 44419 J} 3 48973 Li 4 
| 25180 El 3 26306 L2 2 26767 L3 2 44420 J] 3 48974 L1 4 
25181 El 3 26310 L2 2 26770 L3 1 44421 Jl 3 48975 Ll 4 
25183 El 3 26311 L2 rs 26771 L3 1 44422 Jt 3 48976 L1 4 
25184 El 3 26315 L2 2 26772 L3 1 44423 J) 3 49401 E3 2 
25185 El 3 26316 L? 2 26790 L3 2 44424 J! 3 49402 E3 2 
25186 El 3 26317 L2 2 26793 Mi 2 44425 Jl 3 49403 ES 2 
25187 El 3 26318 L2 2 27000 L3 2 44426 Jl 3 49526 B2 2 
| 25188 El 3 26319 L2 2 27001 L3 2 44427 Jl 3 49566 Nl 2 
| 25189 E1 3 | 26320 L2 2 27002 L3 2 44478 J) 3 49567 N1 2 
25193 El 3 | 26505 L1 4 27003 L3 2 44429 Jl 3 49763 eG! 4 
25194 E1 3 | 26507 Ll 4 27006 L3 1 44431 Ji 3 49764 cl 4 
25195 El 3 26508 L1 4 27007 L3 1 44657 A3 3 49765 C1 4 
25196 El 3 26510 Ll 4 27008 L3 l 44808 Ji 3 49766 Cl 4 
25197 El 3 26511 Ll 4 27009 L3 1 44809 18 3 49767 Ct 4 
25198 El 3 26512 Li 4 27020 L3 2 44810 J1 3 49768 cl 4 
25199 El 3 26513 Ll 4 27021 L3 2 44811 J] 3 49769 cl 4 
25200 El 3 | 26514 L 4 27022 L3 2 44812 J1 3 49770 Cc! 4 
| | 25201 El 3 26515 L1 4 27023 L3 1 44813 J1 3 49771 ag | 4 
| 25213 El 3 26516 Li 4 27024 L3 1 44814 J1 3 49772 cl 4 
25214 El 3 26517 Ll 4 27025 L3 1 44815 jl 3 49773 cl 4 
25215 El 3 26518 L1 4 27030 L3 2 44816 J1 3 49774 cl 4 
25716 El 3 26519 L1 4 27176 Dl 3 44817 J1 3 49775 cl 4 
25217 El 3 26520 Li 4 27578 L3 2 44818 J1 3 49776 cy 4 
25218 El 3 26521 L1 4 27684 Mi 2 44819 Jl 3 49777 cl 4 
25719 FE] 3 26528 L3 1 27846 N? z 44820 Jl 3 49778 Cl 4 
959273 Fl 3 36529 L1 3 38398 O1 2 44871 J1 3 49779 cl 4 
25224 El 3 26531 Ll 4 38399 ol 2 44822 J1 3 49780 cl 4 
25225 El 3 26532 Ll 4 38400 Ol 2 44823 41 3 49781 cl 4 
25226 Fl 3 26534 Ll 4 389909 M4 5 44825 J} 3 49782 Cl 4 
7 f } 25227, El 3 26536 Ll 4 39003 Li 4 44826 i. 49783 cl 4 
“es 25228 El 3 26537 Ll 4 39004 Ll 4 44827 J} 3 49784 cl 4 
25229 El 3 26548 L3 1 39005 L1 4 44828 Jl 3 49785 cl 4 
25230 Fl 3 26549 L3 l 39006 Ll 4 44830 Ji 3 49786 Cl 4 
25231 El 3 26560 L3 1 39007 L1 4 44831 jt 3 49787 cl 4 
25234 #«£1 3 | 26561 L3 1 39008 =Li1 4 44832 J1 3 49844 Ci 4 
25235 El 3 26562 L3 J 39109 WN2 2 44833 Ji 3 49929 #81 2 
25236 El 3 26563 ca 1 39120 Ml 2 44835 Jl 3 50025 M4 6 
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‘ [ROCKWELL 


* 84" * 10%" = 12" SPEEDMATIC 


for use throughout Industry and the Construction Trades 





SS 

















Each with all of 

the Speedmatic safety, 
convenience and 

performance features 

that have made Porter-Cable 

famous as manufacturers 

of the world’s finest 





portable power saws! 





1. Comfortable Top-Handle Design—specially designed and 
Ipcated for greater operator control. Features trigger switch 
for instant on-off power control. 

2. Precision Ball Bearings—heavy-duty, oversize bearings 
THROUGHOUT; grease packed at factory for longer, 
trouble-free service. 

3. Heavy-Duty Base—for full support and greater stability 
on all cutting operations. 

4. High-Speed Steel Blade—designed and tensioned specifi- 
cally for the higher speeds of Porter-Cable Saws. 

5. Safety ‘‘No-Drag"’ Guard—featured on all models except 
508; has exclusive miter-lip on leading edge prevents jam- 
ming at start of any cut and eliminates “drag” during the 
cut. Positive action of new coil spring returns guard to start- 
ing position immediately after cut is completed. 

6. Sawdust Ejector—built into guard, directs nuisance saw- 
dust back and away from operator when sawing. 

7. External Gear Lubricator—keeps gear chamber well lubri- 
cated without having to dismantle saw. Simple twist of cup 
ring injects grease onto gear and pinion. 

8. Helical Gearing—precision machined and hardened for 
greater tooth strength, larger contact area, peak performance 
and longer life. 

9. Removable Pinion Gear—machined as a separate unit and 
not as a part of the armature shaft. Should the need arise, 
you only replace the gear and not the complete armature. 









10.Totally Failure-Protected Motor—cuts down-time and mini- 
mizes troublesome servicing problems. Armature windings 
feature a new scientifically developed high temperature 
coating and bonding unaffected by frequent, prolonged 
overload, harmful abrasives, moisture conditions or other 
causes of motor failure. All commutator-coil connections 
are welded making them stronger and more resistant to heat 
than conventional soldered leads. All motors are compen- 
sated pole type-extra windings coupled with a 16-pole field 
rather than a 2-pole field for smoother drive, additional 
power and longer life, 


11. Precision Angle Segment—on most models is quick and 
easy to set for accurate bevel cutting from 0° to 45°. Weight 
of saw is held by heavy die castings at any depth or angle 
setting. 

12. Single Line Cutting—only one sighting line to follow on 
any cut—whether straight, angle or bevel, 


13. Auxiliary Front Blade Guard—covers front of blade for 
greater operator protection, especially during shallow depth 
cutting operations. 


14. Aluminum Alloy Housing—rugged and strong, yet light-in- 
weight for non-tiring use of saw over long periods of time. 


15, Complete Line of Accessories—including saw blades, 
abrasive wheels, rip guides and protractor gauges, Available 
for extra versatility, convenience and safety. 
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ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY. 


ROCKWELL 8° = 


Model 508—8” 
with | 
‘gunn Safety | 
) Swing 
Guard 





Model 542—12" 











AND CONSTRUCTIC 





= BUA" = 1014” AND 12” SPEEDMATIC SAWS 


Four famous Speedmatics— 
the saws that have set the standards 
for the Industry! 


Each model—from the high speed 508: 8” with Safety 
Swing Guard, especially ideal for use with abrasive 
blades, to the rugged 542: 12”, with its big 42&” cutting 
capacity—offers all of the Speedmatic safety conven- 
ience and performance features that have made Porter- 
Cable famous as manufacturers of the world’s finest 
portable power saws. 






8” AND 814” SAW KITS 
| Includes Model 508 or 528B Saw, 
20K9 Rip Guide and 
Carrying Case 
(10K89 for 508; 52816 for 528B). 
| Model 508K—8” Saw Kit 
| Model 528BK—8'%” Saw Kit 


CATALOG LISTING AND SPECIFICATIONS 


Model No. 508 528B 510 542 
Motor Amps 9° hI rr | 13 | 15 
No Load Speed (RPM) | 7000 | 6300 | 4800 


ie 
Blade Diameter 


(estose)| (8 82550 oe) (B12006C) 





45° 3%” 
Capacity— —— eo = 

90° 2H" | 24° |) “Sh raroeane 

Bearings = | Ball | _ Ball Ball | Ball 

Length Ps | ue 1744" 


Motors—Universal Type, 115 Voit, 25. 60 Cycle, AC-DC. 


STANDARD EQUIPMENT 


All Models —Basic Machine, Combination Saw Blade (*s” 
diam. round hole for Models 508 and 5288: *;” diam. round 
hole for Models 510 and 542), 154YX Gear Lubricant, 3-Con- 
ductor Cord and Operating Manual. Model 508 also includes 
1786X Blade Wrench and 1740X Allen Wrench. Model 528B 
includes 1931X Blade Wrench and 2874X Jackshait Wrench. 
Model 510 includes 1786X Blade Wrench, 20K9 Rip Guide 
and 39695 Carrying Case. Model 542 includes 24617 Blade 
Wrench, 17K12 Rip Guide and 39676 Carrying Case. 


ACCESSORY EQUIPMENT 


No, 2539X Arbor Adapter. Used to mount diamond hole saw 
blades to *s” arbor saws. 

No, 2498X Arbor Adapter. Lised to mount 7: " 
blades to °s" arbor saws. 

No. 30SB Solid Lock-Up Screw. For Model 528B. Converts 
Kickproof Clutch to Solid Blade Lock up. For use with 
abrasive blades. 

Carrying Cases—Constructed of heavy gauge steel with 
welded corners for added strength. 

No. 10K89. For Model 508: No. 52816. For Model 5288 

No. 39676. For Model 542: No. 39695. For Model 510 

No. 25YK75 Protractor Gauge. For straight or angle cut-off 
work. Adjustable 75° r. or I. 

No. 153K75 Cross-Cut Guide. For accurate 90° cross-culling. 
Rip Guides—For fast, accurate ripping to uniform widths. 

No. 20K9. For Models 528B, 510 and 508. 

No, 17K12. For Model 542. 


Weight (Lbs. 


round hole saw 
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RC POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 
~ ROCKWELL CIRCULAR SAW ACCESSORIES 
HIGH QUALITY ROCKWELL Na 


SAW BLADES FOR FAST, 
EFFICIENT CUTTING 


Available in a wide variety of types 
and arbor sizes (to fit most all make 













oe e. 




















saws). Made of fine steel with prop- , ~ eee = < acme! 
. erly shaped and spaced teeth for fast, Carbide-Tipped Blades—Easily cuts Cross-Cut Blades—Ideal for fast, smooth 
efficient cutting; tempered to the cor- “problem materials” such as Masonite, cross-culting. 
! rect degree of hardness to stay sharp Formica, Asbestos, etc. NUMBER DIA. IN. | HOLE, IN. 
longer. NUMBER DIA. IN. | HOLE, IN. BG6O0OSCC........... | 6 % 
BG6255CC........... 6% % 
B6505CC........... 6% Vp 
BIGOBCE oi .5<ank- 7 Ms 
BI2856CS et 7% Ya 
BISOECC),. scan. 7% “y 
BS00SCC:. 1.20. 5 % 


BY% 










Thin Rim Blades—For Finish cutting of 
woods, especially plywood. (aT aye we 
NUMBER DIA. IN. | HOLE, IN. All-Purpose Blade—Special hardened 


























BESO5TR..........] 6% | % steel teeth for difficult sawing condi- 
= Slag teareees za | tions. Cross-cut or rip. — , — 
oe ee } 8 Ae ll ; aD. star ; , 
SnER DIADIN. | HOLE. IN. Fine Tooth Blades Fat ply woon cutting 
BBOOSAP........... 8 % ——_NumBer___ DIA. IN. _|_ HOLE, IN._ 
BASO0BFT sco iccceses 
B4503B............ 
BS875FT........... 
BFOOGET osnc<wcewns 
- a\\ ; 
e | 
\ 
, , \ 
Planer Blades—Used for obtaining ex- . ~~ ‘ 
tremely smooth end grain cuts on cabi- ee = ies ets i 
net or trim work. Rip Blades—Specially designed for fast :. 
NUMBER DIA. IN. | HOLE, IN, ripping of all types of lumber. fies ali | 
Dee | NUMBER) ~—~—«=OTA IN. ~—sMHHOOLE, IN. Bhs 2 go sc a ee 
~ pe  ia ce Al ae ——————s— EE | oCMetal Cutting Blade—For cutting most 
B6505P............ 6% vg BOOS issn tener ses 6 7% light gauge metals; also Transite and 
B7005P > BOGOR vesveecascts 6% Ya . 
gepeereszeo |e 7 B6S5O5R............ | 6% %y Fiberglas. 
Reena tnestn | fey % B7O0SRE ee. 7 % —__—_____ ——__—_— — 
te eeteeenees aaa Us B7255R............ | 7% Yq —_—_ NUMBER) DIAL IN. | HOLE, IN. 
BS00S5P..........-. Sins 2 B7SOBR)so.5skks 7% % B6375MC.......... | 6% | % 
Oe SSP iackivetesnns 8°4 } % BBOOS5R.... 8 Ye TER ES SS Te a i aE o> ae ee _ 
BIZOOCP......seeces 12 Ye : B8255R............ Bu | % 
B1lO256R........... 10% Va 
B12006R........... 12 Ye 






- = atentacnidilllinigky 
Flooring Blade—Especially ideal for siz- 
ing hardwood flooring. 


(_- — “4 . 


Combination Blades—For general rip- 











ping an cross-cutting. ae POS ary NUMBER DIA. IN. | HOLE, IN. 
ON EN eT Bary yp arene antec: i "* " use or com- SS TS 
NUMBER DIA. IN. HOLE, IN. : 
a positions and non-ferrous metals; “GL” SOE Bitczses rans: a se 
| oe used for stone and plastic; “BL” used 
Yp for iron and steel, No. 1827X Fiat File. 8” round edge. For 
te NUMBER —_—=S|~dDIA. IN. | HOLE, IN. beveling cutting edges on saw teetn., 
%s BG6OOSRL........... 6. oan 4, No. 1828X Round File. For rounding 
Ya B6OOSGL.........., 6 Yn and sharpening gullets between saw 
th B6O0O5BL........... 6 | *s teeth 
B7OOS5RL..,,....... 7 y en adhe 
it BZ ROBGK ReReas¥y p40 | ‘hs No. 5019 50’ Extension Cord. 14-Gauge, 
% BSOOSAL..ccc| 8 | |e 3-Conductor. 
diamond BBOOSGL........... an eos : nsion Cord. 16- 
diamond ROOOSBLecieic  Bs |) iM No, 25747 100° Exte 
- ) : : Gauge, 3-Conductor. 
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ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


ROCKWELL 634” AND 74” WORM DRIVE SAWS 
CHECK THESE ROCKWELL FEATURES 





1. D-Handle Design—Specially contoured for push-type cut- 
ting, the utmost in operator comfort and control. 


2. Lightweight Magnesium Housing—Specially designed and 
constructed for maximum strength and rigidity at a mini- 
mum (lighter-than-aluminum) weight. 


3. Extra Powerful Motor—full 13 amp rated on the Model 568 
—plenty of power for every job plus a reserve to compensate 
for overloads, Motor is high temperature insulated—motor is 
unaffected by frequent, prolonged overload; abrasive, heat 
and moisture conditions; and other causes of failure. Cuts 
down time and minimizes troublesome servicing problems. 


4. Replaceable Components—accidently drop the saw; break 
a handle? No problem. Simply replace the broken part—not 
the complete unit. Handles, gearing and bearings of the 567 
and 568 are interchangeable. 


5. Ball Bearings—Heavy duty, oversize, arbor ball bearings, 
grease packed at the factory for a lifetime of trouble-free 
service. 


6. ‘No Drag” Telescoping Saw Guard—with exclusive “miter- 
lip,” construction—no jamming or binding during operation 
even on compound miter cuts, 


7. Safety Kickproof Clutch (standard equipment on the 568; 
accessory equipment for 567) —Adjustable to any degree of 
slip, fully protects user, machine and work. 


8. Sturdy Steel Base—For full support and greater stability 
during operation. Aluminum base available as accessory for 
568, if preferred. 


9. Top-Side Oil Fill-with hex-head plug—for simplified Jubri- 
cation of worm gear drive. 


10. Positive Control Levers—Extra large, “man-size" controls 
for quick and easy depth or angle adjustments. 


11. Big Capacity—No comparable saws offer more. Model 568 
74%” Saw cuts stock 21%»” at 90°; a full 246” at 45°. 


12. Worm Gear Drive—Oversize, rugged gearing for maxi- 
mum transmission of high torque power to blade. 


13. Dual-Use Saw Arbor—both models accommodate dia- 
mond hole saw blades; can be easily converted for use with 
54” round hole blades. 





Model 568-714” 


5 


Created to meet the demand of builders, contrac- 
tors and heavy industrial users for rugged, truly 
lightweight, high-torque worm drive saws. 

More than capable of taking the abuse of tough 
construction jobs that ordinary saws can not with- 
stand. 


CATALOG LISTING AND SPECIFICATIONS 

~ Model No. | 567 568 
Motor Amps. 

~ No Load Speed (RPM) 

- Blade Diameter 










Capacity ———- 
ay 21542" 





Bearings 
Length 





Weight (Lbs.) 





Motors—Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


STANDARD EQUIPMENT 


Both Models —Basic Machine, Combination Saw Blade (dia- 
mond hole), 1931X Blade Wrench, 35YX Lubricant, 3-Con- 
ductor Cord and Operating Manual. Model 567 also includes 
42977 Diamond Hole Blade Adapter. 


ACCESSORY EQUIPMENT 
No. 24770 Aluminum Base. For Model 568 Saw only. Re- 
places steel base furnished with machine. 


No. 23393 Inner Flange. For Model 568 Saw only. Used to 
mount °s” round hole saw blades to saw. 


No. 42977 Arbor Adapter. For Model 567 Saw only. Use to 
mount diamond hole saw blades to saw. 


No. 23499 KickProof Clutch. For Model 567 Saw. Converts 
solid blade lock up to KickProof clutch. 


No. 25YK75 Protractor Gauge. For straight or angle cut-off 
work, Adjustable to 75° r. or], 


No. 153K75 Cross-Cut Guide. For accurate 90° cross-cutting. 
No. 23401 Rip Guide. For fast ripping uniform widths. 


Carrying Cases—Constructed of heavy gauge steel with weld- 
ed corners for added strength. 


No. 43119-—For Model 567; No. 23543—For Model 568. 
For Saw Blades and Other Accessories Refer to Section Al , Page 4. 
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: ROCKWELL 


64 +° Th + 84" +104" HEAVY DUTY 


The most powerful builders’ saws in their 
class with totally failure-protected 
motors... all ball bearing construction 
...new modern styling. 


PLUS 


= External gear lubricator (grease cup) 
= Man-size control knobs with accurately cali- 
brated depth and angle adjustment scales 


= Heavy-duty machined base 
# Single line cutting 
8 Offset design motor housing 


= Balanced, top handle design 
with built-in trigger switch 


= Safety kickproof clutch 

= Telescoping saw guard 

= Auxiliary front blade shield 

= Built-in sawdust ejector 

= Lightweight aluminum construction 
# Cord strain-relief protector 

= Picture window blade visibility 

= High speed steel saw blade 

® Helical gear drive 


... AND MORE! 
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ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 

ROCKWELL 6%” = 744” = 8%" = 10%” HEAVY DUTY BUILDERS’ SAW 
ROCKWELL | rs : | 

QUALITY CONSTRUCTION 


... OFTEN IMITATED BUT 
NEVER EQUALLED 








“Nad 


Heavy-duty machined base — provides 
full support and greater stability for all 
cuts. 











Totally failure-protected motor—a proven 
Porter-Cable concept in motor protec- 
tion that takes over where others leave 
off! High temperature insulated motor 
is unaffected by frequent prolonged 
overload, heat and moisture conditions 
or other causes of failure. Cults down 
time; minimizes troublesome servicing 
problems. 

All ball bearing construction—heavy- 
duty, over-size ball bearings through- 
out, grease packed and sealed at the 
factory for smoother, frictionless oper- 
ation; longer trouble-free service. 


single line cutting—one sighting line to 
follow on any cut—straight, angle or 
bevel, 

Balanced, top-handle design with built- 
in trigger switch—specially designed and 
located for easy, one-hand operation. 
Offers greater operator comfort on ev- 
ery cut—in any position! Trigger switch 
—insulated for maximum user protec- 
lion—provides instant, on-off power 
control. 





= 


External gear lubricator (grease cup)— 
to simplify oiling of gear and pinion. A 
simple twist of the cup ring injects 
grease into the gear chamber—nothing 
to dismantle. 





i-- Fe, . — an = ie 
. ‘Re. — "i 
Man-size control knobs with accurately 
calibrated depth and angle adjustment 
scales—make it quick and easy to set-up 
the saw for depth and accurate 0° to 
45° angle cutting operations. The angle 
adjustment segment, base and depth 
adjustments are machined die-castings 
for maximum rigidity, accuracy and 
longevity. 


- 





Auxiliary front blade shield—covers front 
of blade for “added” operator protec- 
lion, especially during shallow depth 
cutting operations. 

Lightweight aluminum construction—ex- 
ceptionally strong, yet featherlight to 
permit non-tiring use over long periods 
of time. 













WY) a 


Picture window blade visibility—permils 
the operalor to safely see and recheck 
the saw for accuracy as the cut is be- 
Ing made, 





safety kickproof clutch (on 300 Series 
saws only)—adjustable to any degree of 
slip... eliminates dangerous kick back; 
fully protects user, machine and work. 





Telescoping saw guard — features EX- 
CLUSIVE MITER-LIP CONSTRUC- 
TION on leading edge to prevent jam- 
ming and eliminate “drag" while cut- 
ling even on miter cuts. 


Cord strain-relief protector — U. L. ap- 
proved %-conductor cord features 
“strain-relief protector at the saw to 
prevent kinking and dangerous wear. 
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ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 





ROCKWELL 6%" = TA . oA " 10%" HEAVY DUTY BUILDERS’ SAW 


Model 368—81,4,” 





CHOOSE FROM FOUR HEAVY DUTY MODELS! 


A builders’ saw with the right combination of power and 
capacity for your particular cutting job! 

Each answers the present day demand for a modern 
low-cost builders’ saw with the performance advantages 
needed for every type of cutting job whether hour-after- 
hour construction work or light trim work. 


HEAVY DUTY 

BUILDERS’ SAW KITS 

Includes Model 315, 346, 368 or 592 
Saw plus Rip Guide (20K9 for 346, 
315 & 592; 23972 for 368) and Carry- 
ing Case (43067 for 346 and 315; 
44657 for 368; 42380 for 592). 


Model 346K—6%." Saw Kit 
Model 315K— 7 ”" Saw Kit 
Model 368K—8%4" Saw Kit 
Model 592K—1034" Saw Kit 











_ Model No. 
Motor Amps eles LESS |S es 
No Loed Speed mem) | seo | “sao | “sto [sta 
1 10%" 
f f] : 34," 
C t | m.. 
naa | 45° | | Ca 21544" 
Bearings Ball Ball | Ball | Ball 
Length O|P Lean ELE Rize 44” 
Net 12 . 18 
Weight (Lbs. 
ight (Lbs.) — 2 





Motors—Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


STANDARD EQUIPMENT 


All Models—Basic Machine, Combination Saw Blade (5s” 
diam. round hole for Models 315, 346 and 368; *%” diam. 
round hole for Model 592), Blade Wrench (1931X for Models 
315, 346 and 368; 1786X for Model 592), 154YX Gear Lubri- 
cant, 3-Conductor Cord and Operating Manual. Models 315, 
346 and 368 also include 2874X Jack Shaft Wrench and 30SB 
Solid Lock-Up Screw. 


ACCESSORY EQUIPMENT 


Wrap-Around Type Bases—Replacements for standard type 
bases furnished with 300 Series Saws. 

No. 42819—For Models 346 and 315; No. 43130—For Model 368 
No. 2498X Arbor Adapter—Used to mount *:” round hole saw 
blades to 58” arbor saws. 

No. 2539X Arbor Adapter—Used to mount diamond hole saw 
blades to 58” arbor saws. 

Rip Guides—For fast, accurate ripping to uniform widths. 

No, 23972—For Model 368 

No. 20K9—For Models 346, 315 and 592 

No. 25YK75 Protractor Guage—for straight or angle cut-off 
work. Adjustable 75° r, or]. 

No. 153K75 Cross-Cut Guide—For accurate 90° cross-cutting. 
Carrying Cases—Heavy guage steel No. 43067 Case also fea- 
tures new “Fold-away” Lid for ready access to saw and ac- 
cessories. 

No. 44657—For Model 368; No. 43067—For Models 346 and 315 
No, 42385—For Model 592 

No. 30SB Solid Lock Up Screw—Included with Models 315, 
346 and 368 Saws. Converts Kick Proof Clutch to Solid Blade 
Lock Up. For use with abrasive blades. 
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HIGH QUALITY ROCKWELL 
SAW BLADES FOR FAST, 
EFFICIENT CUTTING 


Available in a wide variety of types 
and arbor sizes (to fit most all make 
saws). Made of fine steel with prop- 
erly shaped and spaced teeth for fast, 
efficient cutting; tempered to the cor- 
rect degree of hardness to stay sharp 
longer. 





Thin Rim Blades—For Finish patting ai 


woods, especially plywood. 






NUMBER DIA. IN.| HOLE, IN. 
B6SOSTR....... -| 8% Va 
BsS55 TR ls ; Ya 
BB00STR. . . ...| 8 





Planer Blades—Used for obtaining ex- 
tremely smooth end grain cuts on cabi- 
net or trim work. 


NUMBER (DIA. IN. | HOLE, IN. 
BGOOSP............ | 6 | fa 
B6255P.......000-. Bi “A 
BGSOSP22...5222:; | 6% | Ve 
B7OO5P............ 7 Ms 
BI255P 5 .cses0i0c: 7 Ys 
B7505P..........- 2 Ya 





eombination Blades—For general rip- 
ping an cross-cutting. 


NUMBER DIA. IN. | HOLE, IN. 
B4503C............ 1 eo 
B6OOSC............ 6 | 
B62Z65C. scree 6A | 
BGSOSC so sctess- ore 64 | % 
BE7BSC2 ero. 6% | % 
BZO005 Cs leruine rat 7 ‘% 
B728SCiWicnsssoes 7s Ya 
B7SOSC ac. anr eves 7% % 
BBOOSC.......... 8 Ye 
BS255C).osiseG 8% | ts 
B10256C: ons. ace -| 10% | % 
B12006C........... 12 Y% 







BLG675DC..........- | 
BL750DC........-» 








ROCKWELL PORTABLE POWER TOOLS 
ROCKWELL CIRCULAR SAW BEC SURES 





Carbide- Tipped Blades— Easily cuts 
“problem materials” such as Masonite, 
Formica, Asbestos, etc. 


SS a —— 






NUMBER | DIAL IN. | HOLE, IN. 
B6OOSCT........... (ae) me 
BID0SCI ss... | 7 % 
BBOOSCT 8 | 


All- purpose Blades Special hardened 
steel teeth for difficult sawing condi- 
tions. Cross-cut or rip. 
“NUMBER _ | DIA. IN, || 
BS00S5AP.. 


HOLE, IN. 





—_ =, 





Rip Blades-Specially desiened for fast 
ripping of all types of lumber, 


NUMBER ~ 









| DIA. IN. | HOLE, IN. 
BG6OOS5R............ | ie 7% 
BG6255R.......0:-:: 614 a 
BGSOSR i nccsccass 644 $8 
B7O05R..........., 7 | ™% 
B725SR wide se: 7a Ya 
B7505R............ 7% Ya 
BSOOSR............ 8 5; 
BA25SR ooo 6 ia: BY, a 
BlOZS6R........... 10% | My 
B12006R........... | 12 | Vy 
alee fea 
Lachine ar 1p Pay eDp 
‘ee = a 4. ae 
be We ere Sh pre he aa 
AB SP RIES BEET 
PT LE ITT tS VB ey 
(PE IST eee Iai GL ae gag SM 
aa ee oa Ar pe eet 
rye he, . a) es om - } i ; - r 
* nt led 





AbtasWe Blades—"RL used aa com- 
positions and non-ferrous metals; "GL" 
used for stone and plastic; “BL” used 
for iron and steel, 





NUMBER DIAL IN. HOLE, IN, 
BG6OOS5RL........... DerCree ve 
BG6OOS5GL........... | 6 ay 
B6OO5BL...... vars 6 | Ya 
B7OOS5RL...........- 7 Yu 
B7JOOSGL.,......000 | 7 Ya 
B7OOS5BL........ alt 7 Ya 
BBOOS5RL........... 8 | Ya 
BBOOSGL........... | 8 Vy 
B8OO5BL. AE Sepa 8 | Ya 
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Cross-Cut Blades—Ideal for fast, smoot 
Cross- cutting. 









NUMBER DIA. IN. HOLE, IN. 
BG6OO5CC........... | 6 Ya 
BG6255CC........... | 614 Ye 
B6505CC........... 614 Ya 
B7OOS5CC.. ee 1 ae Ya 
B7255CC.......0655 74 Ya 
B7505CC........... 7 Ya 
BBOOSCC........... 


8 
BY 
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Fine Tooth Blades—For plywood cutting. 
NUMBER DIA. IN. | HOLE, IN. 


a 


Metal Cutting Blade—For autHne most 
light gauge metals; also Transite and 
Fiberglas. 






B6375MC erate cee 





Flooring Blade -Rapectaliyii ideal for siz- 
ing hardwood flooring. 





No. 1827X Flat File. 8” round edge. For 
beveling cutting edges on saw teeth. 


No. 1828X Round File. For rounding 
and sharpening gullets between saw 
teeth, 


No. 5019 50’ Extension Cord. 14-Gauge, 
3-Conductor, 


No. 25747 100’ Extension Cord. 16- 
Gauge, 3-Conductor. 








ROCKWELL 
64%" & TA" 


with exclusive 
Safetymatic 
Push Button 
Blade Brake 





World’s only portable power saw with a 
built-in manually operated blade brake. 


Permits the operator to safely stop the saw blade in 
| seconds ... more completely protects users against 
accidents from dangerous blade coasting! 








ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 


ROCKWELL 6%” AND 744” HEAVY DUTY SAWS 





ROCKWELL 
SAFETY, CONVENIENCE 
AND PERFORMANCE 
FEATURES 









Exclusive Safetymatic Push-Button Brake 
—a time saving convenient, manual op- 
erated brake system! Simple push-but- 
ton action permits you to safely stop 
the saw blades in seconds...eliminates 
dangerous, time-wasting blade coasting. 





Totally Failure-Protected Motor—a proven 
Porter-Cable concept in motor protec- 
tion that takes over where others leave 
off! High temperature insulated motor 
is unaffected by frequent, prolonged 
overload: abrasive, heat and moisture 
conditions; and other causes of motor 
failure. Cuts down time and minimizes 
troublesome servicing problems. 


PLUS—Trigger Switch—for instant on-off 
contro) = Kickproof Clutch—to eliminate 
dangerous kickback .. . fully protect 
operator « Safety “‘No Drag" Telescop- 
ing Guard—with exclusive miter-lip con- 
struction to prevent jamming... elimi- 
nate “drag” »# Auxiliary Safety Shield—to 
cover front of blade during shallow, 
depth cutting operations « Single-Line 
Cutting—one sighting line to follow on 
any cut—straight, angle, bevel = External 
Gear Lubricator—io simplify oiling of 
gear and pinion =» Precision Ball Bear- 
ings—heavy-duty, oversize ball bearings 
for a lifetime of trouble-free service « 
Helical Gears—with more contact area 
and more strength for better operating 
performance and longer life =» Wide 
Wrap-Around Base—for full support and 
greater stability while cutting ® Offset 
Design Motor Housing—to permit use of 
either base side for “auxiliary fence’ 
culling = Aluminum Construction—rug- 
ged and strong, yet light in weight ® 
Built-in Saw Dust Ejector—to direct saw 
dust back and away from operator. 








Model 596A—634," 
with Push-Button Brake 


Model 597A—714," 
with Push-Button Brake 


TWO GREAT 
HEAVY DUTY 
MODELS! 


Each with all of the time honored 
Speedmatic features builders prefer 
. . . plus new safety and perform- 
ance advantages, in the Exclusive 
Safetymatic Blade Brake and Totally 
Failure-Protected Motor, never be- 
fore obtainable on a portable power 
saw—regardless of price! 


—— 
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634° AND 714" SAW KITS 
Includes Model 596A or 597A 
Saw plus 23972 Rip Guide and 
43067 Carrying Case. 

Model 596AK—6%” Saw Kit 
Model 597AK—71),” Saw Kit 


Z 








CATALOG LISTING 
AND SPECIFICATIONS 


Model No. 597A | 596A 
Motor Amps — l2 ; 11 
No. Load Speed : 

(RPM) 5800 5800 


634" 


|| age a 
(B7255C) | (B6755C) 


Blade Diameter 





Capacity 
90° 276” 2"6° 
Bearings Ball j Ball 
Length Bat 11” 
Net 14% 14 
Weight (Lbs. )—_______—__ es 
Shpe. 1B 18 


Motors—Universal Type. 115 Volt, 25-60 Cycle, 
AC-DC. 


STANDARD EQUIPMENT 

Both Models—Basic Machine, Combina- 
tion Saw Blade (5s”" diam. round hole), 
1931X Blade Wrench, 2874X Jack Shaft 
Wrench, 154YX Gear Lubricant, 305B 
Solid Lock-Up Screw, 3-Conductor Cord 
and Operating Manual. 


ROCKWELL 
SAW ACCESSORIES 
FOR EXTRA VERSATILITY 
AND CONVENIENCE 


No. 2498X Arbor Adapter. Used to mount 
‘4 round hole saw blades to 5s” arbor 
Saws. 


No. 2539X Arbor Adapter. Used to mount 


fi 


diamond hole saw blades to 54" arbor 






No. 23972 
Rip Guide. 
For fast, 
accurate ripping 
to uniform widths. 





No. 25YK75 Protractor Gauge. ~__ 
For straight or angle cut-off 
work. Adjustable to 75° r. orl. 


No. 153K75 Cross-Cut Guide. For accu- 
rate 90° cross-cutting, 

No. 43067 Carrying Case. Constructed 
of heavy-gauge steel with all-welded 
corners for added strength. Features 
"Foldaway" Lid for ready access to 
saw and accessories. 


For Saw Blades and Other Accessories, Refer 
to Section A3, Page 4. 
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Features— 


Orbital Blade Cutting Action to re- 
duce heat and excessive blade 
breaking friction for longer blade 
life and faster cutting. 

= Preferred Top-Handle Design with 
auxiliary side handle for better 
control, easier handling in any 
position—even when plunge cut- 
ting. 
Exclusive Magic Circle Base Insert 
to rigidly support blade in true 
alignment for smoother cutting— 
eliminates chipping even on ply- 
woods. 











ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 





ROCKWELL BAYONET SAW 


ROCKWELL QUALITY FEATURES 
FOR ALL-AROUND TOP PERFORMANCE 


\ ad P.) reel] S 









(Left) Orbital Blade Cutting Action—reduces heat and blade 
breaking friction common to saws with conventional up and 
down cutting action. Assures longer blade life and faster 
cutting. 

(Right) Magic Circle Base Insert—rigidly supports blade in 
true alignment for smoother cutting—eliminates chipping 
even on plywoods. Its removable for cutting operations with 
set tooth blades. 


Preferred Top-Handle De- 
sign with auxiliary side 
handle—assures better 


control, easier handling 
of saw in any position— 
even when plunge cut- 

| ting. Trigger switch pro- 
vides “instant” on-off 
power control. 








(Left) King-Size Base—a full 24 square inches—offers full sup- 
port and greater stability for more accurate cutting. 

(Right) Extra Heavy-duty Motor—rated a full 3.5 amp, with all- 
purpose blade speed of 4500 spm, provides plenty of power 
and speed for smoother working, greater sustained cutting 
and safer operation. 





STANDARD EQUIPMENT 


Model 548—Basic Machine; 14832 “Magic Circle" Base Insert; 
26006 Allen Wrench; 3-Conductor Cord; Assorted Blades: 
24154 WC 1%%” 10-tooth; 24152 WC 256.” 6-tooth: 24156 MC 
242” 14-tooth; 24159 174,” Knife Blade; 149YX Blade Mecha- 
nism Lubricant; 35YX Gear Lubricant and Operating Manual, 


® 








Model 548K 
Bayonet Saw Kit 
Includes Model 
548 Saw plus 5021 
Angle Adjusting 
Base, Assortment 
of 6 Wood Cutting 
and 6 Metal Cut- 
ting Blades and 
26132 Carrying 


"od 


to} : 
, 
o 
Cs) ~ 


Mode! 548 Bayonet Saw 


An extra heavy-duty bayonet saw espe- 
cially designed to meet the demanding 
requirements of builders, contractors, 
cabinet makers and other professional 
users, Handles a wide variety of saw- 
ing jobs from intricate inside curving 
to big capacity straight line sawing. 
Cuts metals, plastics and compositions 
as easily as wood. 


CATALOG LISTING AND SPECIFICATIONS 





PAOLO strc 985 oA oso Woo sp-0cx o-hie e'aisioceecaseeace qui pee 548 
Motor: 

3.5 Amp., Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 
NOiLOad :Speeéd:(SPM) wom css pace vince 0 ce 0-00 s0y0% SORES 4500 
SEOKG aero Ma cic ce asar ic Cher ciaretacranatny earatenrale %6", Orbital 


Cutting Capacity. ... Wood—244”; Aluminum—%"; Steel—4” 


, 
- 


CORT Tis Gee cre eae Ball and Needle 
Overall eUengtyy oo ssia anise cicol oo alelS whine Oa Bu 71%" 
NMC GISHE Le ie yaar loa in dopatrerel Oe 6 
SHIpping Weight :( Lbs.) ie oe cecicc ok ow eGo riewe Eo Ce 10 


ACCESSORY EQUIPMENT 
No. 5021 Angle Adjusting Base. Required for angle cutting 
operations. 


No. 26132 Carrying Case. Heavy gauge steel. 


BAYONET SAW BLADES 


Available in single-blade packages or boxes of 10, unless 
otherwise specified. 


ae be Cutti ee 
No. Recommended Use | Width Edger | per 


Inch 
23299 | Cutting Fiberglass—'%4” thick or less 1H” | 1%"? 6 
~ 2a1sz— | Rough cutting Wood —— Say to yal [2 24° 8 
~ SESS 7 x SS Cas ian Sys, 10 
__| Scroll work and general wood cutting 
24155 ee ee 
ee I 
—P Calling brass Bronze, copper and oIner~ — sal 
24155 non-ferrous metals—*/e* to %4* thick %e 2% | 10 





~ ZAI56~—T~Catting brass, bronze, copper and non-ter fous} —% C47 bas Bit SF 
| metals 42” to 4%" thick, angle iron, mild 


~ “24157 ~ | steel sheets and tubing—/2” to 4” thick. Esa 
2158 T~Cutting steel sheets and tubing v2" 
—*zar69—]/2" to 4" thick i rss 
159] Cutting cardboard, cloth, leather and rubber —t—yer 197% 

—ZaI6I— } General woodcutting, also lor Cutting aspnant—j— na 











__, tile; fiber, paper and plastic laminates, tino- 
~ 2AT62 leur, lucite, nylon, plexiglass and rubber 
~ *Z4163- | General wood culling and stroll work 


55944 | Heavy duly, for cutting steel sheel, tubing, 
steel fabricated panels and doors 


77 | Assorted Package of Ten (10) Blades: Contains one: 0s. 
42277 | 24153, 24154°, 24155, 24156, 24157, 24158, 2416], 24162 and 23299, 


“Assorted Package of Three (3) Blades: Contains 1 Nos 24154, 
24157 and 24162. s One (1) each of N 


“May be used on Bayonet Saw with Magic Circle Base Insert. 
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ROCKWELL BAYONET SAW 


__ | 


(Left) Proven Orbital Blade Cutting Action—to reduce heat and 
blade breaking friction (common to saws with conventional 


up and down cutting action). Assures longer blade life... 
faster cutting. 

(Right) Exclusive Magic Circle Blade Support-rigidly supports 
blade in true alignment for smoother, vibration-free cutting— 
eliminates chipping on splinter-prone materials. It's remov- 
able for cutting operations with set tooth blades. 





(Left) New Powerful Motor—industrially rated a full 3.0 amps, 
with an all-purpose blade speed of 3500 strokes per minute 
offers plenty of power and speed for tough job cutting—even 
“power-needing” plunge cutting! 

(Right) Exclusive Built-In Light—an extra convenience feature! 
Saw furnishes its own illumination, independent of the shop 
lighting system. Eliminates nuisance shadows . . . permits 
more accurate guide line cutting. Blower keeps cutting line 
free of dust, automatically. 






ae = 


(Left) Preferred Top-Handle Design—affords maximum control 
for easier guideability and handling—without need of aux- 
iliary handle. Features a shielded slide switch to prevent 
accidental starting. Top-of-handle switch location permits 
thumb-tip, on-off power control. 


(Right) Large Right or Left-Tilt Base—measures a full 17 sq. 


- ¥ - & 
-_ a = 


ins. for maximum stability. It reverses for beveling opera- 


tions—a full 45° right or left. 


STANDARD EQUIPMENT 


Mode! 348—Basic Machine; 14832 “Magic Circle" Base Insert; 
26006 Allen Wrench; 24153 Blade; 3-Conductor Cord and 
Operating Manual. 


ao 
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Model 348K 
Bayonet Saw Kit 
Includes Model 
348 Saw plus 
Assortment of 7 
Blades (1 each: 
24152, 24154, 
24157, 24158, 
24159, 24161 
and 24162), 48294 
Rip Guide and 
49526 Carrying | 


Model 348 Bayonet Saw 


Now! greater cutting efficiency .. . 
more power... added operator con- 
venience—in an all new bayonet saw— 
unmatched in sawing versatility! Han- 
dies a wide variety of sawing jobs 
from intricate curve cutting to big 
capacity straight-line sawing ... in 
wood, metal, plastic and composition 
materials. 


CATALOG LISTING AND SPECIFICATIONS 


MGGEI<MNOG Scie a aleeaias ee es aks celew ele WS Asratateratelnts arene 348 
Motor....., 3.0 Amp. Universal Type, 115 Volt, 25-60 Cycle, 
AC-DC. 
No Load Speed (SPM) ........... SA aia Slat Grats cana a atte 3500 
SRPMS acai araie sian aeacsigtal che alata lec ies le chateaus aN arauealses .%o", Orbital 
Cutting Capacity. ...Wood—214"; Aluminum—"; Steel—%s” 
BQOTINSS Fay ariie on ha ore ew Os cee awe Ow OER .Ball and Bronze 
Ovérall:Length 3.63 sec<csacne ves SEA ROR REPRE LA S 8” 
PeCUWenpne (DSS) a a core eae. cnie sca, eckcn 6 0 access = ec tie lessee 5 
snipping Weleht:(LDS.) ia sa ccsles cas aledlvas wisn ie aprelereates 9 


ACCESSORY EQUIPMENT 


No. 49526 Carrying Case. Heavy gauge steel. 
No. 48294 Rip Guide. For fast ripping to uniform widths. 


BAYONET SAW BLADES 


Available in single-blade packages or boxes of 10, unless 
otherwise specified, 


= ee 


ee 























No. | Recommended Use | wate Cutting Test 
jf | Edge Inch 
23239 i Cutting Fiberglass—t4” thick or less y%” 1%" 6 
_24152_ | Rough cutting wood 1s yr Sane 6 
"24153 | SSS aera eer” 10 
_ —— Scroll work and general wood cutling A a etal 
) Cutting brass, bronze, copper and olbereowll Paces eee a 
08? | non-terrous metals—#4e" to Y%* thick | aH tt 
24155 | Cutting brass, bronze, copper and non-ferrous} %" | 24" | 14 
ier metals “Az” to 4" thick, angle iron, mild — : 
157 | steel sheets and tubing—%42" to 4” thick. wy | ihe 14 











| Cutting steel sheets and tubing [i *e ZY" an 

ah ene RE SANT 7 

Culling cardboard. cloth, leather and rubber | Ax” Ic” | knife 
General woodcutting, also for cutling as halt] %” | 10 

| Wile; fiber, paper and plastic laminates, lino- BES = 

| !eum, lucite, nylon, plexiglass and rubber ye" a | een 

General wood cutting and scroll work Ye 244" 6 

Assorted Package of Ten (10) Blades: Contains one (1) each of Nos. 24152, 

44153, 24194", 24155, 24156, 24157, 24158, 24161, 24162 and 23299. 

Assorted aaa of Three (3) Blades; Contains one (1) each of Nos, 24154, 

























Put a Tiger in Your Hand... 


e ROCKWELL 


with Exclusive Dual - Action Cutting 






NOW! 


Orbital or Reciprocating 
Cutting Action... 

High or Low Speed— 

in any combination 

for the Ultimate in 
Sawing Versatility! 





THE FASTEST CUTTING, MOST POWERFUL, ALL-PURPOSE SAW IN THE WORLD! 






ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 


ROCKWELL TIGER ALL-PURPOSE SAW 
THESE FEATURES 
PUT THE “BITE” IN YOUR 
ROCKWELL TIGER SAW 



































p | 
| 
i 

Pivoting Guide Shoe—offers full support 

and greater stability for more accurate 

culting ... always stays flush with the 

material being cut regardless of saw 

position. Negative angle feature pro- 

vides self feeding of round stock. 

— Power-Packed Motor—industrially rated full 8.0 amp—for smoother working; greater 
sustained cutting even on difficult plunge cutting jobs. The most powerful all- 
purpose saw in the world. 

Hi-Lo Speed Range (on 2-speed model) 
-the right speed range for any mate- 
rial: 2800 SPM for cutting woods, plas- 
lics and composilions; 1900 SPM for 
metals and other hard-to-cut mate- 
rials. Speed selector switch is con- 
— : veniently located below the trigger on- 
Universal Blade Clamp—designed to ac- off awiteh to facilitale speed Chantel 
commodate all popular make blades over. Speed selection in combination 
| Locks blade automatically at proper with action selection makes the Tiger 
: sawing angle for maximum efficiency. the most versatile saw ever. 
‘ 
All Ball and Needle Bearing Construction—lony wear- 
ing needle and precision bal] bearings throughout 
for longer maintenance-free life. 
q Accurately Machined Gears—precision hobbed to 
1 rigid standards in matched sets from high quality 
steel for more efficient power transmission: care- 
! fully heat treated and hardened for more strength, 
| longer life. 









Aluminum Alloy Housing—excepltionally strong, yet 
<= fealher-light for non-tiring use in any position, 
ie even over long periods of operation. 







Heavy Duty Cord with Strain-Relief Protector—long 
Wearing, rubber insulated, 3-conductor cord with 
molded rubber plug, features a secondary liner, 
firmly locked to the saw handle to relieve cord 
strain, prevent kinking and dangerous wear. 






ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 





ROCKWELL TIGER ALL-PURPOSE SAW 
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Exclusive Dual-Action Cutting—gives you 2 toolsin1... 
simply “flick a lever” to change from orbital to re- 
ciprocaling blade motion, for the most efficient cut- 
ting action. Full 1” cutting stroke assures faster 
culting, longer blade life. 


Auxiliary Side Handle—mounts right or left for added control: 
is removable for use in confined areas. 





Model 677-2 
2-Speed Tiger Saw 


Model 677 
1-Speed Tiger Saw 





The fastest, most powerful, all-purpose saw ever! Avail- 
able in 2-speed or single speed models—both featuring 
exclusive dual-action cutting for the ultimate in sawing 
versatility and blade life. Cuts a wide variety of mate- 
rials from soft woods, plastics and compositions to hard 
metals ... will do jobs other type saws can't handle— 
big capacity straight-line sawing, angle cutting, curve 
and scroll cutting, plunge cutting and more. 


TIGER SAW KITS—Includes Model 677 or 677-2 Saw, Assort- 
ment of 5 Blades (1 each: 49763, 49768, 49773, 49784, 49786) 
and 53649 Carrying Case. 


Model 677K—Single Speed Saw Kit 
Model 677-2K—2-Speed Saw Kit 


CATALOG LISTING AND SPECIFICATIONS 












Model No. ye | es 5 ly 
Motor Amps. S80 | S05 
~ Speed (S | 





Length of Stroke - | | 
Bearings | 
= engthi mene | 





= ———_— 


: es 

Weight (Lbs.) SKE a 
Motors—Universal Type, 115 Volt, 25-60 Cycle, AC-OC. ; ) 
STANDARD EQUIPMENT 


Both Models—Basic Machine, Auxiliary Handle, Wood Cut- 
ting Blade, Wrench, 3-Conductor Cord and Operating Manual. 


ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 
ROCKWELL TIGER ALL-PURPOSE SAW 









i 
im 3 
| | ALL PURPOSE SAW BLADES ACCESSORY EQUIPMENT 
a | A blade for every type of sawing application . . . designed No. 53649 Carrying Case. Holds either single or 2-speed 
+ | for use on Rockwell, and most competitive make saws. model and accessory parts. 
A 
FP | Quant Teeth 
uantity Color 
: | No. Per Pkg. Recommended Use Length Has Key 


} Jee 43763 pes craper) | 7 | Silver 
General roughing-in wood including nail-embedded wood. 459 a 

- ews 49764 5 | (Taper) ] Silver 

4 | SR (195 tte: | Geral) | © | Black 
| Scroll cutting hard wood; plywood: pressed wood; plastic; tile; | (Scroll) 


asbestos 6” 
Rm, 19/66 3 (Scroll) ee) Black 
a. - 49767 5 General roughing-in wood including nail-embedded wood; thick catle 7 Orange 
plywood Edge) 


ce § = 19768 190 | Heavy gage (non-ferrous) metals, bar and angle stock; cast alu- 
minum; hard rubber; plastics including laminates; pressed wood 


me 49769 | 19 | Heavy gage (non-ferrous) metals, bar and angle stock; galvanized | 4” 4 Red 
pipe; tubing (over 18 ga.) | | 


49770 10 | Heavy gage (non-ferrous) metals, bar and angle stock; cast iron: 
| sheet steel (over 18 ga.); hard rubber; pressed wood; fiberglas. 






10 Red 












6” 14 Red 


















































































| Heavy gage (non-ferrous) metals; bar and angle stock: cast iron: 
ee =. 5 Dee ee | 49772 sheet aluminum 18 Red 
32 Red 
6” 24 Red 
| i ee = —e Se he 
'e | | Metal scroll; stainless; cast iron; bar and angle stock; galvanized 3” 
; | v7 | 10 | pipe; tubing (over 18 ga.) | (Scroll) 18 Red 
| | | | Metal scroll; stainless: cast iron; bar and angle stock: galvanized 3,” | 
LR A376 10 | pipe; tubing (under 18 ga.) (Scroll) ef toe 
—  —.__CO}OoOu oS 
} | 34% ” 
_ 49777 10 ‘3 10 Yellow 
| : | ay] nay gage Cpon ferro) metals cast aluminum; copper; brass; | (Scroll) 
pede rubber; pressed wood; fiberglas ae 
‘ _ 49778 10 | 3% 
{ 22 eee | | | (Scroll) 14 Yellow 
f wae Te 49779 Fr 10 Heavy gage (non-ferrous) metals; bar and angle stock; stainless: 4” 
, | | galvanized pipe; tubing (over 18 ga.) (Flexible) Ble 
=== === Sees I pee ee eee 
) J, 49780 10 | Heavy gage (non-ferrous) metals, bar and angle stock; cast alu- 14 Blue 
_ minum, copper; brass; galvanized pipe; tubing (over 18 ga.) (Flexible) 
; ———< = | 5 : 
Um eae 4978) 10 Heavy gage (non-ferrous) metals, bar and angle stock; stainless: 6” 
. | | galvanized pipe; tubing (over 18 ga.) (Flexible) 18 oie 
YH ———— SSS eee 
\ Ae? 5 Cutting nail-emb ' 
| | | | g nail-embedded wood (Flexible) 10 Orange 
‘ 10. | General roughing-in \ il- 3" 
| ghing-in wood including nail-embedded wood (Flexible) Orange 
| Heavy) (r 
10 | y gage (non-ferrous) metals; cast aluminum; plywoods, 6” 
pressed wood, nail-embedded wood : (Flexible) Orange 
| 72 EE in a aE 
ee, = 49785 9 | Opening crates, removing siding: : 12” 
| | g ving siding; cutting nail-embedded wood (Flexible) Orange 
BaF Ti tin 49786 10 | Plaster including plaster with metal lath: plasterboard re 


| 
Be oe 49787 10 | Paper, corrugated cardboard; rubber, laminated fiberglas Es nasi Silver ss 


bi Contains (1) No. 49763; (1) No. 49766; (1) No. 49767; (1) No. 49768: 
; Assorted Package of (10) Blades 49844 (1) No. 49781: (1) No, 49724: (1) Nerdaise ; (1) No. 49768; (1) No. 49771; (1) No. 49776; (1) No. 49777; 
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Single Speed 
2-Speed 
Variable Speed 


A model with the right 
combination of power 
and speed to cut 
almost anything... 
anywhere! 


Big Capacity @ Fast Cutting 
Lightweight © Completely Portable 
® Totally Failure-Protected Motors 


Ball and Needle Bearing 
Construction 


» Complete Line of Saw Blades 
plus Saw Stand 
for Extra Flexibility 
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ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY & CONSTRUCTION 


ROCKWELL PORTA-BAND BAND SAWS 


ROCKWELL QUALITY 
FEATURES ASSURE TOP PERFORMANCE 


Big Capacity—Cuts 34s" 
x 448° rectangular 
stock or 33s” diameter 
round stock. Handles 
pipe, channel, castings, 
cable, lath, rod, bar 
stock and more. Ideal 
for tool room or stock 
bin use. 


Fast Cutting—You 
choose the blade and 
set the speed (80 to 240 
SFPM on the Variable 
Speed model) for cut- 
ting any material— 
steel, brass, aluminum, 
copper, even plastics 
and problem materials. 
Save time and work; 
blades last longer. 





| ae 
ee 
n> aes 





Lightweight, Completely Portable—Equipped and ready to 
operate, the Porta-Band weighs only 17 pounds. It's easy and 
non-tiring to use in any position—even in awkward places. 


. Totally Failure-Protected Motors—with high temperature 
coated and bonded armatures—unaffected by frequent, pro- 
longed overload, harmful abrasives, moisture conditions or 
other causes of motor failure. Features welded commutator- 
coil connections that are stronger and more resistant to heal 
than conventional soldered leads. 

® Ball and Needle Bearing Construction—twelve (12) bearings 
in all—positioned at vital wear spots throughout for longer 
trouble-free life. 

™ Unique Electronic Principle (on Variable speed model)— 
provides precise cutting speed regulation at an almost con- 
stant torque curve. Preset speed is maintained even under 
loads without affecting or diminishing the horse power of 
the machine. 


® 
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aA _ Variable Speed 
Model 726: 36 to 240 SFPM 









oe _ Single Speed 
Model 724: 240 SEPM 





Take advantage of the many cost and labor saving 
features offered in these exclusive Rockwell port- 
able electric band saws... and put a Porta-Band to 
work in your operation! 

You'll find a model with the right combination of 
power and speed to cut almost anything—anywhere! 


PORTA-BAND SAW KITS 


Includes Model 726, 725 or 724 Saw plus Assortéd Blades 
and 44911 Carrying Case. 


Model 726K—Variable Speed Saw Kit. 
Model 725K—2-Speed Saw Kit, 
Model 724K—Single Speed Saw Kit. 


STANDARD EQUIPMENT 


All Models—Basic Machine, Blade, 35YX Lubricant, 3-Conduc- 
tor Cord and Operating Manual. 
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ROCKWELL PORTA-BAND BAND SAWS 


CATALOG LISTING AND SPECIFICATIONS 


























Model Nol a 724 
Motor Amps 6.5 
Speed (SFPM) 80 to 240 195Lo—245 Hi 240 
Blade Size 44%," 44,” 44," 
ect. Stock 3% x1 4\%" 3% x 4\%" 3% x 4%" 
Capacity |— _—_—_—___}—_—___ — ——_—_— 
| ound Stock 3%” diam. 3%" diam. 3%" diam. 
: —_ — : —— —E 
Drive Worm Gear Worm Gear Worm Gear 
and Chain and Chain and Chain 
| Bearings Ball and Needle | Ball and Needle | Ball and Needle 
Length 1914” 19%” 
Net 17 
Wt. (Lbs.) = — — 
Shpg. 23 





Motors —Mode! 726: Universal TyH6, 115 Volt, 60 Gycle AC. 


Models 725 and 724: Universal Type, 115 Volt, 60 Cycle, 
AC-DC, 


PORTA-BAND SAW BLADES 


Quan. Thickness | Teeth 


No Per Recommended Use of Material Per 
Pke. to be Cut Inch 












































1SYMS 3 Aluminum: brass, copper, soft bronze, 
magnesium, wood, mild steel and tougher 
steels al slow speed 
16YMS 3 Aluminum, brass, bronze, copper, mag- 
; . nesium, mild steel and tougher steels at 
slow speed. 
17YMS 3 Aluminum, angle iron, cast iron, bronze, 
brass, copper, galvanized pipe, mild steel 
and tougher steel at slow if doit 
| 18YMS 3 Aluminuni. angle iron, cast iron, bronze, 
brass, copper, galvanized pipe, mild steel 
and tougher steel at slow speed also 
electric cable. 
30YMS 3 Angle iron, bronze, brass, copper, galvan- 
os: -~-| ized pipe, thin wall tubing, mild steel 
31YMS 3 and tougher steels at slow speed. 
58522 3 For culling a variety of materials of vary- 
ing thicknesses requiring blade with 18 
: — to 14 or 14 to 10 teeth per inch. 
58523 3 
ALLOY STEEL 
41172 l Aluminung angle iron, cast iron, bronze, 


brass, copper, galvanized pipe, mild steel 
and tougher steel including chrome and 
tungsten steels at slow speed. 










Aluminum, angle iron, cast iron, bronze, 
brass, copper, galvanized pipe, mild steel 
and tougher steel including chrome and 
unsien steels at slow speed also electric 
cable 

















Angle iron, bronze, brass, copper, galvan- 
ized pipe, thin wall tubing, mild steel and 
tougher steel including chrome and tung- 
sten steels at slow speed. 


eee —— 





Angle iron, bronze, brass, copper, galvan- 
ized pipe, thin wall tubing, mild steel and 
tougher steels at slow speed. 





"to 4" 


Vy 





HIGH | SPEED STEEL 


Auoinuat angle iron, cast iron, Renton 
brass, copper, galvanized pipe, mild 
steel and tougher steel including stain- 
less, chrome and uneslen steels plus 
other problem materials at slow speed. 


————— 








5” to %” 
Yr" to 4%” 





*Alternating Tooth Pitch 





ACCESSORY EQUIPMENT 


No. 44911 Carrying Case. For all Porta-Band Saws. Heavy 
gauge steel with welded corners for added strength. 





Model 5032 
Porta-Band Saw Stand 
For Increased Porta-Band Flexibility! 


Converts the Porta-Band Saw to a stationary unit for job 
applications where firm work support is essential for accu- 
rate cutting. ™ Fits all Porta-Band models. @ Increases 
blade life by 50°/o. = Operator can work on other projects 
while material is being cut. Chain type vise holds all 
shapes of materials within the cutting capacity of the saw. 
Clamping tension can be varied from light load for thin wall 
materials to heavy load for solids. Ideal for such applica- 
tions as cable cutting; sawing of concrete, reinforcing rods: 
soil pipe; solid and tubular plastics; copper and brass tubing. 
and more. 


Width: 11”, Length: 19%” (28%%” including Vise Clamp) 
Height: 1042"; Weight: 32 lbs. Legs Not Furnished. 
Standard *;” Dia. Pipe Can Be Used For Stand Legs. 


‘USE THE PORTA-BAND EQUIPPED 
WITH STAND FOR THESE TYPICAL 
wane APPA 


1. Pipe cutting. 


2. Flat stock cutting. Note 
holding ability of vise 
and clamp. 


3. Bulk cutting. 
4 


. Channel stock cutting. 


5. “Wafer cutting” of solid 
bar stock to less than 


lie” in thickness. 





He can provide you with: 


Assistance in your production 
planning. His years of experience 
and technical know-how have 
equipped him to give you expert 
advice on your production prob- 
lems. 

Fast delivery from local stocks. 
Because of his knowledge of local 
markets, he stocks the products 
you need—delivers your orders 
quickly and keeps your working 
capital free. 

Prompt information on new and 
old products. He is in constant 
touch with manufacturers who 
supply him with information on 
new products and developments. 

One source for many types of 
products. One source ordering 
simplifies your purchasing proce- 
dure and reduces your accounting 
costs. 
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ROCKWELL 


Heavy duty 

chain / worm gear drive 

helt sanders with 

exceptional power and capacity 
for production sanding jobs 
throughout industry and 

the construction trades. 








| | 





ROCKWELL 3 x 24” BELT SANDERS 


CHECK THESE ROCKWELL 
QUALITY CONSTRUCTION FEATURES 


> 








1, Preferred 2-Pulley Design—for longer abrasive belt life . 
better belt tracking. No premature abrasive “shelling” or 
belt alignment problems—belt rides over 2 equal size pulleys. 
2. Finger-Tip Belt Tracking—for quick and easy belt align- 
ment. 

3. Unique Belt Tensioning Device—prevents slippage, main- 
tains correct belt tension automatically; facilitates quick 
abrasive belt changes. 

4, Dependable Chain/Worm Gear Drive—assures positive 
non-slip transmission of power to belt. 

5. Heavy-Duty Motors—built specifically for each machine to 
provide the right amount of power for most efficient sanding. 
6. Ball and Needle Bearing Construction—precision ball and 
long-wearing needle bearings positioned at vital wear points 
for long, trouble-free performance. 

7. Positive Control—comfortable contoured D-Handle de- 
sign with front auxiliary knob for positive control in any 
position. 

8. Trigger Switch—for instantaneous on-off power control, 
Features built-in lock button to hold “on” position for con- 
tinuous Operation. 

9. Aluminum Alloy Housings—strong, yet light in weight. 
10. Balanced Design—weight of machine is centered direct- 
ly over work area, rests flush yel firm for more efficient 
sanding. 

11. Powerful Vacuum System—on dustless models—prevents 
belt clogging, assures smoother sanding: longer abrasive 
belt life. 

12. Strain-Relief Protection—io prevent kinking and danger- 
ous wear of cord at handle. 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 





Model A3 
3" x 24” Belt Sander 


Model 503 
3" x 24" Dustless Belt Sander 


Two all-purpose 3” x 24” belt sanders—standard and 
dustless models—ideally suited for heavy duty produc- 
tion surfacing jobs throughout industry and the con- 
Struction trades. Long-wearing ball and needle bearing 
construction, extra-powerful 9 amp motor and depend- 
able chain/worm gear drive typify the extra heavy duly 
features built into these production machines. 


CATALOG LISTING AND SPECIFICATIONS 


Model No. es AS as 503 

Motor Amps ah 9 

No Load Speed (SFPM) | 1600 1180 

Belt Size 2 Dn aix24e 
~ Drive Worm Gear and Chain| Worm Gear and Chain 
~ Bearings Ball and Needle 


Ball and Needle 
Length 1634” (less dust bag) 


Net 14 
Weight (Lbs,) : — x 
Shpg. 20 21 


Motors—Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 





STANDARD EQUIPMENT 


Both Models —Basic Machine, Abrasive Belt, 35YX Gear Lu- 
bricant, 154YX Chain Lubricant, 3-Conductor Cord and Op- 


erating Manual. Model 503 also includes 38BB4 Dust Bag, 
Nozzle and Attachment Parts. 
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ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION - 
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ROCKWELL A x 27” BELT SANDER 


Model 500 
4" y¥ 27" Dustless Belt Sander 





The largest and most powerful belt 
sander in the Rockwell line. Fea- 
tures an extra-large 4° x 27” belt for 
a greater abrasive-to-work contact 
area, plus a powerful 12 amp motor 
and rugged chain/worm gear drive. 
It is an excellent unit for all types 
of heavy duly production surfacing 
jobs—especially broad, flat area sand- 
ing operations. 





CATALOG LISTING 
AND SPECIFICATIONS 


Model No. 2.0.00. 00 0.0. eae eee 500 
Motor.......12 Amp, Universal Type, 
115 Volt, 25-60 Cycle, AC- 
DC. 
No Load Speed (SFPM).. ....1440 
Balt: Size? 2.2 ieee ecw a ee 4x27" 
Drive wacuele ws. Worm Gear and Chain 
Bearings ..........2... Ball and Needle 
Lanter et ere ee eee 18" 
Net Weight (Lbs.) EPP ee ONSET 25 
Shipping Weight (Lbs.) .............34 


STANDARD EQUIPMENT 


Model 500 —Basic Machine, Abrasive 
Belt, 35YX Gear Lubricant, 154YX Chain 
Lubricant, 388B4 Dust Bag, Nozzle and 
Attachment Parts, 3-Conductor Cord 
and Operating Manual. 





BELT SANDER 
ACCESSORIES 





ABRASIVE BELTS 
(10 Belts per carton) 


Aluminum Oxide and Silicon Car- 
bide Belts are available in various 
erits ranging from fine *120-3/0 to 
coarse *24-3. As a general rule use 
Aluminum Oxide Open Coat Belts 
(Type SA) for finishing non-ferrous 
metals, sanding soft woods and 
compositions or removing paint and 
varnish. Use Aluminum Oxide Closed 
Coat Belts (Type A) for ferrous met- 
als such as steel, also hard woods 
and composition. Aluminum Oxide 
Closed Coat Belts (Type M) are 
recommended when grinding or fin- 
ishing metals. Silicon Carbide Belts 
(Type T) should be selected for use 
with slate, marble and other natural 
or cast stone. 






Mesh and Grit Number 
120-3/0° 100-2/0_ B0-1/0 
a | 25111 25112 _ 25113 


| 25101 | 25102 | 25103 — 
arse" = 23868 23869 23870 
wr 23858 alee 23860 


~ [sa_| asias_| 2size_| 25135 
aie A | 25123 | asize [28 
P| esee | 25145 


T 25148 
|_sa_| 25163 | 2sies | 25165 
avenge, | eAimljii2biS3)m(m2sisemnymasiss 
? | Mm |_25i74_| 25175 | 
| A | 2siea | zsiea | 2sies 


|_sa_| 23650 | 23651_| 23652 
vue LA] tee ance] 260 
cu 


Size Type 





2°x2l" 


4327" 








_ MEDIUM 
Mesh and Grit Number 
| 50-1 | 40-1% 
sage | SA_| zeta | astts_ | 2sit6_ 
Taf eon | ios | asi 
244 "421" 23873. 


a_| 25136 | 25137 | 25138 
3x21" SRalenieaieiae 25128 


Size | Type 


Pm [asus [| 
T 25150 


[sa | 2sies | 25167 | 25168 
srxzer | A] 28ts6_|251s7_|_ 25158 


sa_| 25196 | 25197 | 25198 
A 25186 | 25187 | 25188 


|_sa_|_23653 | 23654 | 23655 
esas Be 23643 23645 
La | 2x9 


SA 25226. 25228 
(aaa a [cases | 28207 25218 


3" x27" 


|_| 25236 | 
Lt | 2520 | 











36-2 30-244 24-3 


SA | 25117 | 25118 | 25119 
rysexoie |_SA_| 23874 _[ 23875_| 23876. 


q 23864 


2" x21" 


| 
sa | 25139 | 25140 | 25241 


37x21" 25129 


37x27" 


4°24" 





SA: Aluminum Oxide Open Coat: A: Aluminum Oride 
Closed Coat: M: Aluminum Onde Closed Coat: T: Silicon 
Carbide. Type M Belts have a cloth backing. 


ABRASIVE BELTS, ASSORTED PACKAGE 
—Package of (10) Aluminum Oxide 
Closed Coat (Type A) Belts: (4) =50-1 
Grit: (3] =36-2 Grit and (3) =100-2/0 
Grit. 


Number | 23856 | 79 YX | 26 YX | 75 YX 
Belt Size |2"121" | 3*x21" | 37x24" 








He can provide you with: 


Assistance in your production 
planning. His years of experience 
and technical know-how have 
equipped him to give you expert 
advice on your production prob- ) ah 
lems. | FG. Coa 
Fast delivery from local stocks. / . 
Because of his knowledge of local 
markets, he stocks the products 
you need—delivers your orders 
quickly and keeps your working 
capital free. 
= Prompt information on new and 
old products. He is in constant 
touch with manufacturers who 
supply him with information on 
new products and developments. 
One source for many types of 
products. One source ordering 
simplifies your purchasing proce- 
dure and reduces your accounting 
costs. 
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~ AND CAPACITY 
\. NEEDED FOR 
5 ANY CUSTOM OR 
PRODUCTION 
| SANDING JOB! 














ROCKWELL BELT SANDERS 





QUALITY FEATURES 
THAT ASSURE TOP PERFORMANCE 


rR well] . 
Cs: RockWe,, | 


a oh 
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1, Tracking Mechanism—Features a single knob control for 
quick, easy, perfect belt alignment. 

2. Unique Belt Tensioning Device—Maintains correct belt ten- 
sion automatically. Belts can be changed in seconds. 

3. Positive Drive—Rubber timing belt-spur gear drive is de- 
signed to transmit maximum power with minimum load on 
bearings. 

4. Bearings—Precision ball bearings in addition to long- 
wearing needle bearings at vital wear spots for longer, 
trouble-free life. 

5. Comfortable Handles—Contoured D-handle design with 
front auxiliary knob for positive control in any position, 

6, Trigger Switch—For instantaneous “on-off” control. Fea- 
tures built-in lock button that holds “on” position for con- 
tinuous operation. 

7. Die Cast Aluminum housing—Strong, yet light in weight, 
for non-tiring sander use over long periods of time. 

&. Balanced Design—Weight of machine is centered directly 
over work area, rests flush yet firmly, for more efficient 
sanding. 

9. Powerful Vacuum System—On Models 337 and 360 only. 
Prevents belt clogging, assures smoother sanding; longer 
belt life. 

10, Striker Bar—Made of special heat-treated steel, unique 
channel-shaped strike bar (on some models) extends from 
pulley to pulley, to eliminate belt “rideup”, protect housing. 
11. Heavy-Duty Brushes and Brush Mechanism-—Spring- 
loaded cartridge type brushes are self-adjusting. Specially 
designed for better commutation and peak performance, 
12. Strain-Relief Protection—U-L approved 3-Conductor Cord 
features “strain-relief” protector at handle to prevent kink- 
ing and dangerous wear. 

13. Preferred 2-Pulley Design—For longer abrasive belt life 
.. better belt tracking. No premature abrasive “shelling” or 
belt alignment problems—belt rides over 2 equal size pulleys. 
14. Flush Side Construction—On Models 336, 337 and 564. 
Flush right side permits sanding up to vertical surfaces. 


ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 












Model 336 
3” x 21” Belt Sander 


Model 337 
3" x 21" Dustless 






Light in weight, yet ruggedly built, these two new Rock- 
well belt sanders offer ample power together with high 
quality performance at a price you well can afford. 
Rockwell famous features include—single control track- 
ing mechanism for perfect belt alignment .. . unique ten- 
sioning device that maintains correct belt tension auto- 
matically ... extra strong but light die cast aluminum 
housing for non-tiring sander use . . . centrally located 
motor for good balance, the key to efficient sanding . . . 
preferred 2-pulley design for longer belt life with better 
backing Let us “Performance-Prove” them for you to- 
ay! 


CATALOG LISTING AND SPECIFICATIONS 


Model No. | 336 337 
Motor Amps ay | 


NoLoadSpeed(SFPM) | 1300 ~ 1300 
“Belt Sie rar 


7 Drive 


* . Gear and Belt Gear and Belt 
Bearings Ball and Needle | Ball and Needle 


Length ae NK" ss less dust bag 
Net Weight (Lbs.) i EE | *j)03 
Shipping Weight (Lbs.) | 12% | 13 


Motors—Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


STANDARD EQUIPMENT 


Models 336 and 337—Basic Machine, Abrasive Belt, 3-Con- 
ductor Cord and Operating Manual. Model 337 also includes 
48503 Dust Bag and Nozzle. 
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ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 
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ROCKWELL BELT SAN DERS 





© | Model 153 
= | 3” x 21” Belt Sander 














Model 361 
3" x 24" Belt Sander 


Model 360 
3" x 24” Dustless 


sanding versatility, consider the job proven ‘564’! Need 
extra power for heavy stock removal jobs? Then choose 
the standard ‘361’ or the dustless model ‘360’'—both fea- 
ture a power packed 1.48 HP motor. Need a general, all- 
purpose belt sander? Pick the ‘153’'—3” x 21” sander—its 
lightweight, makes it easy to handle in any work posi- 
tion. Only Rockwell—inventor of the belt sander—offers 
a model that meets the exacting needs of every user! 


a 8 a, {=z fF wm ai« a | 2 i 1* | Sees + | 
, i : : f “ 





If you're looking for a big capacity belt sander with flush 

















less dust bag 


_ Net Weight (Lbs.) a a ae ae 


_ Shipping Weight (Lbs.) fe See] See oS 0 | a 


Motors—Universa! Type, 115 Volt, 25-60 Cycle, AC-DC. 








Model No. EBREa ) ae 1 300 | 564 
_Motor Amps | 6 6. 406° Sree 
Model 564 No Load Speed }(SFPM)| 1425 | 1550] 1500 |} 1500 
4” x 24” Belt Sander Belt Size Teste" | Stxze | xe [4 x24" 
< Drive |, Sait | Seacpet Paso ieee 
x and Balland | Ballan i 
Bearings Bd Re ee 
Length | une | ae Lees 
i 





All Models—Basic Machine, Abrasive Belt, 3-Conductor Cord 
and Operating Manual. Model 360 also includes 39331 Dust 
Bag, Nozzle and Attachment Parts. 


@ 
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ROCKWELL PORTABLE POWER TOOLS 


ROCKWELL BELT SANDER ACCESSORIES 


BELT SANDER Tear 
ACCESSORIES 


Size Type Mesh and Grit Number 
§0-1 | 40-1% 

Se sa | 25118 | 25115 | 25116 
rst [ as 

spree {-SA_| 23871 | 23872 | 23873 





23863 


|-sa_| 25i36_| 25i37_| 25138 
yar LA} 25126 | 25127 | 28128 





_sa_| asics | asier_| 2st 
sugar | A] 251s6_|_2sis7_| 25158 





| ABRASIVE BELTS suzy |_SA_| 25196 | 25197_| 25198 
(10 Belts per carton) | A | 2siss | 25i87 | 2si8s 


Aluminum Oxide and Silicon Car- Ped Ee ee ass 
bide Belts are available in various 4x24" Af mid 2ee 


rits ranging from fine =120-3/0 to 
eee 24.3. As a general rule use ie 
Aluminum Oxide Open Coat Belts | sa | 25226 | 25227 | 25228 
(Type SA) for finishing non-ferrous sap LA] seis] 25217] 2s2is 
Eee i 


metals, sanding soft woods and 


compositions or removing paint and ier S| 28200) We 


varnish. Use Aluminum Oxide Closed 
Coat Belts (Type A) for ferrous met- COARSE 
. als such as steel, also hard woods Sizes) Lctype'l)) Mach aga Gil Wimber 


and composition. Aluminum Oxide 
Closed Coat Belts (Type M) are ae Et BR 
recommended when grinding or fin- 27121" |_sa_| 257 | 2stis_ | asiig 
ishing metals. Silicon Carbide Belts CS aa 


(Type T) should be selected for use ne | sa | 2aera | 23875 | 23876 


with slate, marble and other natural 


or cast stone. hr Ere TE 

es Oe Es 

FINE im ssia7> | oe 

Mesh and Grit Number al bs 
120-3/0 80-1/0 SA | 25169 | 25171 

toe Lsa_] esi | osti2 | sii srczgr | [CAL sts 

| a | 23858 | 23859 23860 3127" 25199 | 25200 | 25201 

; al 


|_sa_| 25133 | 25134 | 25135 
yeypje Ss | A] 2523 | 25ize_| 25125 saA_| 23656 | 23657 | 23658 
jm | 2sies_ | 25145 _| 47124" aA_| 2366 | 


23686 
+ - | a | 25153 | 25158 | 25155 25231 
eANS Vow ol pital esis | eae LAL sig TT 










Size 


: 25195 : 

3°27 | sa_| 25193 | 2si9¢_| SA: Aluminum Oxide Open Coat; A: Aluminum Oxide 
| A | 25183 | 25184 | 25185 Closed Coat; M: Aluminum Oxide Closed Coat. T: Silicon 

q Pl =a ee aaa Carbide. Type M Belts have a cloth backing 


aerzge LL A__| 23660 | 23641 | 23642 ABRASIVE BELTS, ASSORTED PACKAGE 
|_m | 23667 | 23668 | —Package of (10) Aluminum Oxide 


| T | 23680 | 23681 | Closed Coat (Type A) Belts: (4) #50-1 
t; (3) #36-2 # 
{ sa | 25223 | 25224 | 25225 aoe (3) Grit and (3) #100-2/0 
qrazgye | AI 2sziz_ | aszia_| sais 
Tm | 25234 | 25235, Number | 23856 | 79x | 76 ¥x | 75 YX 
rT aseae [235 gut she tara | war [wee | ear 


@ : 








A portable abrasive belt finishing machine for jobs no other type sander can handle 


Pertect for everything trom 
paint removal and metal filing to feather edging on any Surtace 


oe _— 
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ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 





ROCKWELL FLEXANDER ELECTRIC CONTOUR SANDER 





1. Positive Self-Tracking Mechanism—Patented design elimi- 
nates need for any belt centering. 

2. Evenly Balanced—Adjustable handle slides up and down 
for comfortable positioning. 

3. Maximum Visibility-No “hidden spots." User can see all 
work being done while sander is in use. 

4, Heavy-Duty 9.5 Amp Motor—Industrially Rated to cut 
downtime and minimize troublesome servicing problems. 

5. Strain Relief Protection—UL approved 3-conductor cord 
features “strain relief” protector at handle to prevent kink- 
ing and dangerous wear of cord. 

6. Versatile Front Pulley—The front tire of the Model 440 may 
be used on doglegs or sculptured areas in place of abrasive 
cones. 

7. Industrial Switch—Sealed, dust-free industrial switch elim- 
inates possibility of failure causing dust getting into switch 
mechanism. 

&. Dust Deflector—Located on top of tracking mechanism, the 
dust deflector directs dust away from work. 

9. Bearings—Precision ball bearings in addition to long wear- 
ing needle bearings at vital wear spots for longer trouble- 
free life. 


(Left) Two Platens Available—One steel platen for flat sur- 
faces, one flexible shoe platen for pre-finishing and for 
rounded contours. 

(Right) Easily Removable Belts—Merely push pulley in and 
twist to lock—this reduces belt tension making it easy to 
remove or install belts or platens, 


@ 














Here's another Rockwell exclusive...a sander that does 
jobs no other tool can handle. The flexander is perfect 
for everything from paint removal, plastic and metal 
filing, to feather edging on any surface. This unique 
machine is ideal for curved areas and work in concave 
doglegs. It will belt file plastic and steel and block the 
filled area like a body file. It will cut plastics while soft 
without loading (eliminating the dust generated by air 
files or oscillating boards). The Rockwell Flexander will 
do 90% of the grinding jobs handled by conventional 
angle sanders, such as stripping paint, rust, grinding 
welds, doglegs or pillars. See your Rockwell dealer today 
and ask him for a demonstration of this truly remarkable 
machine! 


CATALOG LISTING AND SPECIFICATIONS © 


PU CRIOE RINGS rete Reosel  MRe i g Phhe vis R eraser tran pizhal a taiavas abeiiataten 440 
BDO cise rater rar ates aie ale aloe ea Cea eo ee ee bE 
LOE LA TINS srg ge PT oe asa ra ei nic oc nur ovis we Min eee 9.5 
PCE SRO lee aiedie: o's 6 feeds wa aS see ag Ses bis es .2x33%" 
gee TTT Eo od Ua A rp A ge a I eS Bl Sy 2,500 
RTI G oleae vy pce\anie vaterelew ner aks Peta Pha otal ae cevatghereteet Ball 
a CRSA ATAey See FR ee tent eininsie maitre opur Gear 
MINER poy ac rare clic ererena ge a leven ies agar oa ete 18%" 
Net Weight (Lbs.) ........ 2 SS et, EO A vy PT ... 94 
SUDPINS WEIENE TLDS ee cue eee staan imate rete 12 


STANDARD EQUIPMENT 


Model 440—Basic Machine, 3-Conductor Cord, Abrasive Belt, 
2 Platens (one steel, one flexible), and Operating Manual. 


ABRASIVE BELTS (10 Belts per carton) 


Aluminum Oxide Resin Bond Belts (Type M) are available in 
various grits ranging from fine #80 to coarse #36 and are 
recommended when finishing metals. 











MESH AND GRIT NUMBER 










SIZE TYPE 
2x33," 49402 | 49403 | 49401 


M : Aluminum Oxide Resin Bond. Type M belts have a cloth backing. 





PLATENS 
STEEL (PART NO.) FLEXIBLE (PART NO.) 
48813 47128 Ce 
2 








¢ 





| ROCKWELL 


Nae 





with Exclusive 
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ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 





Full 12,000 OPM Pad Speed 
(with vibration-free 4," diam. 
orbit)—For smoother, swirl- 
free finishing; faster sanding. 


Trouble-Free, Direct Motor-To- 
Pad Design—No loss of power 
through belts or gears; no 


| belts to wear or gears to 


service. 


Lightweight Construction—For 


non-tiring use in any posi- 


tion; weighs only 354 pounds. 


|} Compact In Size—Measures 


Font 


} only 448" x42" x7"—for use 


in confined areas; no pro- 
truding parts to interfere. 


| Palm-Grip Design—For sim- 


plied, one-hand operation; 


| positive control. 


Unmatched Versatility—Only 


with the Speed-Bloc can you | 


do underside finishing jobs 


with complete ease ...do|f&§ 


contour sanding jobs previ- 


ously possible only by hand | 


sand overhead sur- 


| faces... and more! 


All Ball Bearing Construction 
—For years of trouble-free 
service. 


| Economical—444" x 445" pad 


size—a standard 9” x 11” 
sheet of sandpaper provides 


four sheets for the Speed- | 
| Bloc. 


Removable Pad Feature—Per- 


mits mounting of accessory | 


sponge rubber and rubbing 
pads for extra flexibility. 


Interference-Free—Offset pad 
construction for 4-way flush 
sanding. 


Thumb-Actuated Sliding 
switch—For operating-hand 
power control. 


Extra Heavy-Duty—2.0 amp 
motor for maximum power. 


Spring-Type Abrasive Clamp- 
ing Device—With stronger 


holding power; for single or | ~ 
| multiple sheet use; easier 
| abrasive changes. 





ELL SPEED-BLOC SANDER 
A FISTFUL OF POWER FOR ALL-ROUND 
FAST, EFFICIENT SWIRL-FREE FINISHING! 














A heavy-duty, high- 
speed, direct-drive fin- 
ishing sander with ex- 
ceptional versatility. 
Exclusive palm-grip 
styling in combination 
with the sander's over- 
all compact, light- 
weight design, now 
brings positive one- 
hand control with free- 
dom from fatigue to 
each and every sand- 
ing operation—includ- 
ing many applications 
not possible on con- 
ventional machines. 





MODEL 330A 






CATALOG LISTING AND SPECIFICATIONS 


LCT COS TOC ce ee nee i ie 330A 
PVR ica setae rane ie as a al alas Sasa ae ala era fara was eine? al a RST H-D 
WARIO A emery raat ofecere sais eo: 2.0 Amp, Universal Type, 115 Volt, 
25-60 Cycle, AC-DC. 
ERI ares eng eo Oreik Ska Wiss boer'e'a le thlove Se wah Roe R I Wal pairs .Direct 
Fat) TPES | cians Gree 7 eee ae ae 12,000 OPM 
BT ET dae 0 a een SCRE i, vie ie 
SPINE Ul SLES cae eae oe aren Gee Cod eee 4c” x 414" 
Abrasive Paper Size........4 1” x 514" (44 standard sheet) 
BSOBTINGS Aloe ircstey otek: winvetncponineeswiwce vier aiuvate-anelera necator All Ball 
NOt WEE CUD Greta ye has 5 oan nga « ave.c.0.araecensacuers ees 34 
SPINS Wt (LS) ry easiaa cate elise co an ocr oe Seg eo 5 


STANDARD EQUIPMENT 


Model 330A-—Basic Machine, 8’ Cord, Abrasive Sheet and 
Operating Manual. 


ACCESSORY EQUIPMENT 


No. 46900 Assorted Package of 25 Abrasive Sheets. Alumi- 


num Oxide Open Coat in various mesh and grit numbers. 
Size 442" x 5%", 


No. 47699 Rubbing Pad—Used to rub finishing compounds 


into furniture or wood paneling. Felt pad is mounted on 
metal back-up plate. 


No. 47696 Sponge Rubber Pad—This flexible sponge pad is 
designed for fine grit sanding of irregular or curved surfaces. 
Also useful for finishing rounded stock edges. 


ABRASIVE SHEETS (25 Sheets per package) ; 
Aluminum Oxide Open Coat Abrasive Sheets in various 
grits from extra-fine #280-8/0 to coarse #60-14. All 442” x 
54” size. | 

























No. | GE RAR Grit No. | Finish 
ji) pia ohieee | eee 
a 

6896 7 2 #120-3/0 fe coe 
— 46897 wi 00.2 /O a 

: ae . Tay - Medium 
oe a 





























All Purpose 

Model 106B 

for a wide variety of 
finishing jobs from 
smoothing wallboard 
joints to rubbing and 
polishing fine furniture! 


Dustless 
Model 127A 
with efficient vacuum 
system to pick up 
nuisance dust... 
particularly suited for 
sheet rock and drywall 
sanding applications. 
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High Speed, Direct Drive Model 505 guaranteed to out-perform all other heavy- 
duty finishing sanders, in speed of stock removal and swirl-free finishing results! 
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ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 





ROCKWELL FINISHING SANDERS 


ROCKWELL QUALITY 
CONSTRUCTION FEATURES 





1. Dependable Drive (trouble-free, direct 
“motor-to-pad" design on the ‘505' or 
“non-slip” timing belt/gear drive on the 
127A and 106B finishing sanders)—for 
transmission of maximum power to pad 
with less load on bearings, for faster, 
more efficient sanding. 

2. Orbital Action—pad moves through 
circular orbit for scratch-free finishing 
with or against wood grains. 

3. Interference-Free Side Construction— 
for flush sanding up close to vertical 
surfaces and in other confined areas. 

4. Ball Bearing Construction—for years 
of dependable, trouble-free operation. 
5S. Balance Design—weight of motor 
equally proportioned over the sanding 
pad for stabilized control on all sanding 
jobs. 

6. Unique Abrasive Clamp Mechanism— 
for stronger abrasive sheet holding pow- 
er.,. easier abrasive paper changing. 
7. Full Grip, Top-Side Handle with front 
auxiliary knob for positive control of 
sander in all working positions. 

8. Trigger Switch On-Off Power Control 
with built-in lock button for continuous 
use. 

9. Lightweight Aluminum Alloy Housings 
—strong, yet light in weight for non-tir- 
ing use of sander over long period of 
time in various work /ositions. 

10. Cord-Strain Relief—3-Conductor cord 
features ‘strain-relief’ protector at 
handle to prevent kinking and danger- 
ous wear. 





Model 505 
Finishing Sander 


Model 106B 
Finishing Sander 


Model 127A 
Dustless Finishing Sander 


Three great heavy-duty sanders for 
smooth, scratch-free finishing of a 
wide variety of materials. Includes 
the all-purpose ‘106B’; the dustless 
‘127A’, with its highly efficient dust 
vacuum system, especially suited for 
drywall and sheet rock sanding ap- 
plications, plus the high-speed, direct 
drive ‘505’. By far the best high-pro- 
duction finishing sander made, the 
‘'505' features a full 44” x 934” sand- 
ing pad... . exira heavy duty 3 amp 
motor for maximum power .. . full 
10,000 OPM pad speed for faster 
sanding... and more! 


STANDARD EQUIPMENT 


All Models—Basic Machine, Abrasive 
Sheet, 3-Conductor Cord and Operating 
Manual. Models 106B and 127A include 
204X wrench, Model 127A also includes 
68054 Dust Bag and Bag Support. 
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CATALOG LISTING 

AND SPECIFICATIONS 

[i068 [127A 
Ls Ear 2 

44" x 9%" 3 


Mod el No, 505 
Motor Amps 


Pad Size ‘ x Ty" 1344" x 1h" 

Abrasive 32/5" 2 9” 
Paper Size 

Speed (OPM | ao 209 

Orbit Diam. ie 


Orive [tesa & Bet Gari 
Bearings Loren Ball Ball 


Length 114" 947 gy" 
less gent bay 


Welght ee i ol i EE 


Tr i a ae 


Motors—Universa/ Type, 115 Volt, 25-60 


Cycle, AC-DC 


FINISHING SANDER 
ACCESSORIES 


ABRASIVE SHEETS 
(10 Sheets per package) 
Aluminum Oxide Open Coat Abrasive 
Sheels are available in various grits 
ranging from fine #150-4/0 to coarse 
#40-1%% 


FINE 
Size | Mesh and Grit Number 
150-4/0 120-3/0 
_39758 








MEDIUM — 
Size Mesh Grit Number 
= 100-2/0 80-1/0 
4145" x 11" | 39757 39756 


3" x 9" £32957 


23946 






COARSE _ 


| 0-1/2 | 50-1 
: 39755 | 39754 | 


| 23944 | 










ABRASIVE SHEETS, 
ASSORTED PACKAGE 


Package of (10) Aluminum Oxide Open 
Coat Abrasive Sheets in an assortment 
of Mesh and Grit numbers. 


No. 35Y0S4 Felt Rubbing Pad. For 
Models 106B and 127A. For rubbing fin- 
ishing compounds into wood furniture 
and paneling. 


No. 36Y0S4 Sponge Rubber Pad. For 
Models 106B and 127A. For fine finish- 
sanding of irregular and curved sur- 
faces and edges. 


No. 610S4 Lamb's Wool Polishing Pad. 
For Models 106B and 127A. For “hand- 
finish” polishing of furniture and panel- 
ing. 


No. 69054 Dust Bag. Extra large. Re- 
places standard bag furnished with 
127A sander. For use on drywall or 
sheet rack sanding applications. 
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HORIZONTAL "GRINDER 


12 ALL NEW MODELS 
FOR INDUSTRY AND 


THE CONSTRUCTION TRADES 
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ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 





NEW ROCKWELL SANDERS AND GRINDERS 


SUPERIOR TO ANY OTHER SANDER OR 
GRINDER ON THE MARKET TODAY! 





1. Removable Armature Pinion Gear*—Should gear be 
stripped, only the gear has to be replaced and not the com- 
plete armature. 

2. Full Ball Bearing Design—Extra heavy duty ball bearings 
throughout at both spindle and armature, insuring perfect 
running accuracy and unlimited life. 

3. Coated Armature—Exposed wires to commutator com- 
pletely rope-wrapped, preventing burnout. 

4. Hardened Bevel Gears=For extra life and quiet overall 
performance. 

5. Man-Sized Rear Handle—With instant release safety 
switch for fatigue-free operation, Bell shaped end assures 
positive gripping ability in any handling position. 

6. Heavy-Duty Motor—Each model designed to produce above 
normal power under the most extreme loads for fast produc- 
tion results. 

7. Circuit Breaker—Extra heavy-duty models equipped with 
automatic circuit breaker for overload protection. 

8. Housing and Brush Protectors—Hardened steel shields and 
inserts protect motor housing and brush holders from damage 
by dropping or foreign particles (extra heavy-duty models). 
8. Brush and Commutator Cover—Allows for instant periodic 
inspection. 

10. Heavy Duty 20.0 Amp Switch—For maximum life and 
durability. 

11. Cord Strain-Relief Protector—3-Conductor Cord features 
“strain-relief” protector at handle to prevent kinking and 
dangerous wear. 

12. Auxiliary Handle=Fits either side of gear housing for 
greatest comfort and control. 

13. Tool Rest*—Non-marring tool rest made of hardened 
rubber for casting protection. Rest can be removed to allow 
for suspension eye bolt for greater balance. 

14. Air Flow—Fan and vent opening designed for high veloci- 
ty air flow to keep motor coo! and free of grit, dust. 


*Not on Model 760 





Model 760 
Horizontal Grinder 











= 2 att a al c 
Here's the product with a difference! Why? Hardened 
helical gears give the 760 greater strength, longer life; 
all ball bearing design insures perfect running accuracy; 
heavy-duty motor takes the toughest loads; comfortable 
handle with extra heavy-duty 20 amp switch reduces 
operator fatigue. Prove it today ... Ask for a demon- 
stration! 


CATALOG LISTING AND SPECIFICATIONS 


Catalog Number | #60 
Mo Load Speec . : = ies ; ole 
i Li 
Viotor Amp 
for Wh : * 
wien 
Bearin _Bz 
af _ = ei: ltl 
i eat Tas) va"-] 1)" RE 
ENB in i 1 
__Net Weight(Lbs,) _l9¥ 
— shipping Weigh : Vg 


Motors—Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


STANDARD EQUIPMENT 


Model 760—Basic Machine with 3-Conductor Cord, 52689 6” 
Wheel Guard, 52688 6” x 1" x 9s" Bore Grinding Wheel, 52568 
Outer Flange Washer, 52573 Spindle Nut, 53676 Spanner 
Wrench and Operating Manual. 


ACCESSORY EQUIPMENT 
For Model 760 6” Horizontal Grinder 


No. 53851 Tuck Pointing Kit-For use with the Mode! 760 to 
remove old mortar between brick and stone structures. In- 
cludes No. 53854 8” x 4” 24 grit S.C. Wheel, No. 53853 wheel 
guard, No. 53681 spacer. 

No. 53688 Grinding Wheel—Ior general foundry, welding and 
casting applicalions. 6” x 1” x %” bore—36 grit A.O. 6050 
RPM. 

No. 53676 Spanner Wrench 

No. 54345 Lubricant—6 oz. tube for gearing of Model 760. 
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ROCKWELL PORTABLE POWER TOOTS FOR INDUSTRY AND CONSTRUCTION 
NEW ROCKWELL SANDERS AND GRINDERS 


Model 785-5 
Angle Grinder 





Model 795 
Angle Grinder 





Want superior construction and performance? The right 
speed for each job? Longest possible life? Ease of han- 
dling? Complete safety? Rockwell 7” and 9” angle grind- 
ers are the best you can buy! Each grinder has features 
that make them something special—features such as all 
ball bearing design, hardened bevel gears, fatigue-free 
handle, heavy-duty motor, extra heavy-duty switch, re- 
movable armature pinion, housing and brush protectors. 
Put these grinders to work for you today! 


CATALOG LISTING AND SPECIFICATIONS 
795-5 | _ 795-8 


Catalog Number 


—No load Speed | 6000 | sooo | so00 | son0 |  gooc 

fens | eup | on |x | xi KHD 
_Motor Amp t=) ES] 

Shaft Diameter 1 "" 4" a": 1 i 

ata ote ate ate ate 

Shipping ¥ | ooy | 20% | 29% | aay | pay 


Motors— Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


STANDARD EQUIPMENT 


All Models—Basic Machine, 3-Conductor Cord, 51261 Auxil- 
iary Handle, 51744 Auxiliary Handle Bolt, 10413 Tool Rest, 
41139 Spanner Wrench, 41138 Center Wheel Retaining Nut, 
25571 Pad Spacer Washer and Operating Manual. Models 
785, 795—25939 7” x “6” Depressed Center Wheel, 25666 
Disc Support Backup Pad, 51745 Wheel Guard. Models 785-5, 
795-5—25940 9” x #6” Depressed Center Wheel, 25673 Disc 
Support Backup Pad, 51746 Wheel Guard. Model 795-8—52523 
7” x 4%” Depressed Center Wheel, 25666 Disc Support Back- 
up Pad, 51745 Wheel Guard. All Extra Heavy-Duty Grinders— 
49374 Motor Protector, 51284 Motor Housing Shield, 51676 
Brush Cap Shield. 


Model 780-5 
Disc Sander 


Model 790 
Disc Sander 





Whatever your sanding application, Rockwell 7” and 9” 
disc sanders will perform better than any other disc 
sander available... for seven good reasons. Rockwell 
disc sanders include such features as rugged heavy-duty 
motors, man-sized rear handle, full ball bearing design, 
easily-removable armature pinion, hardened bevel gears, 
long-life heavy-duty switch, brush and housing protec- 
tors. Prove it for yourself—on your toughest job—and see 
what we mean! 


CATALOG LISTING AND SPECIFICATIONS 


Catalog Number 


0 re ' Pt 


Gear Drive 


Shaft Diameter thre iP pk 7? ies i? Re 1 ag 


‘ . . 


Motors—Universa/ Type, 115 Volt, 25-60 Cycle, AC-DC. 


STANDARD EQUIPMENT 


All Models—Basic Machine, 3-Conductor Cord, 51261 Auxil- 
iary Handle,51744 Auxiliary Handle Bolt, 10413 Tool Rest, 
41139 Spanner Wrench, 25571 Pad Spacer Washer and Operat- 
ing Manual. Models 780 and 780-6—25673 Pad, 41138 Retain- 
ing Nut and 10521 7” Disc. Model 780:5—25673 Pad, 41138 
Retaining Nut, 10521 7” and 10522 9” Discs. Models 790 and 
790-8—41134 7” Backup Pad and 41137 Abrasive Retaining 
Nut. Model 790-5—41134 7” and 41135 9” Backup Pads and 
41137 Abrasive Nut. All Extra Heavy-Duty Models also In- 
clude 49374 Motor Protector, 51284 Motor Housing Shield 
and 51676 Brush Cap Shield. 
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ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 





NEW ROCKWELL SANDERS AND GRINDERS 


ACCESSORY EQUIPMENT 


For Angle Grinders and Disc Sanders 





DEPRESSED CENTER WHEELS 

For all grinders and sanders. All wheels 
have sufficient flexibility for smoothing 
and blending. Nos. 52523 and 53692 are 
for use with 8000 RPM units. Nos, 25939 
and 25940 are for use with 5000 and 
6000 RPM units. 

No. 25939—7" x 6" 24 grit reinforced 
A.O. 7100 RPM. 

No, 52523-—7" x 4" 24 grit reinforced 
A.O. 8000 RPM. 

No. 25940—9” x 4,” 24 grit reinforced 
A.O. 5500 RPM. 

No. 53692-—7" x 44” 16 grit reinforced 
5.C. 8500 RPM for concrete. 





DEPRESSED CENTER 

WHEEL SUPPORT PADS 

No. 54565 3” Cushion Type—Includes 
25666 pad; 41138 clamp nut. For use 
with all 7" depressed center wheels. 
Noa 54566 4” Cushion Type. Includes 
25673 pad; 41138 clamp nut; 25571 
spacer. For use with all 9” depressed 
center wheels, 


WHEEL GUARD ASSEMBLY 

Used with above depressed center 
wheels. 

No. 54342. 7” guard; No. 54343. 9” 
guard. 





FLARING CUP WHEELS 

For all right angle sanders and grinders 
composed of %” x 11” threaded spin- 
dies. Ideal for fast stock removal on all 
metal grinding applications. 

No. 25698°—4"—"53” x 11” threads 24 
grit A.O. 9070 RPM. 


@ 





No. 53696—5"—5s" x 11” threads 16 grit 
A.O. 7260 RPM. 
No, 53697-—6"—5s” x 11” threads 16 grit 
A.O. 6000 RPM. 


No. 25700°—4"—5s" x 11” threads 14 
grit 5.C, 9070 RPM for concrete. 

No. 53698—5"—°%" x 11” threads 14 grit 
S.C. 7260 RPM for concrete. 

No. 53699-6"—53" x 11” threads 14 grit 
S.C. 6000 RPM for concrete. 


"Recommended foruse with 8000 RPM Sanders 
and Grinders. 





FLARING CUP WHEEL GUARDS 

For safe use of flaring cup wheels. 

No. 42315 For 4” flared cup grinding 
wheels. 

No. 53719 For 5” flared cup grinding 
wheels, 

No. 53721 For 6” flared cup grinding 
wheels. 





WIRE CUP BRUSH 

For use with all sanders and grinders 
having %3” x 11” thread spindles with 
speeds up to and including 6000 RPM. 
For removing rust, scale, and all clean- 
ing applications including paint re- 
moval, 

No. 25695-5" diameter 5” x 11” 
threads (.020") knot type. 





SANDING DISCS BACK-UP PADS 

For use with all numbered grit abrasive 
discs on all sanders and grinders hav- 
ing %” x 11” threaded spindles. 

No. 41472 includes 41134—7” back-up 
pad; 41137 retaining nut; 41139 spanner 
wrench. 


No. 41473 includes 41135—-9” back-up 
pad; 41137 retaining nut; 41139 spanner 
wrench, 





EASY CHANGE BACK-UP PADS 
Eliminates use of wrench to replace 
abrasive discs for all sanders and 
grinders having 5” x 11” threaded 
spindles. Also for use with light weight 
plastic bonded backing discs. 

No. 53790 includes 10520—4%2”" backing 
pad and 53820 abrasive retaining nut. 
No. 53792 includes 10440—6%4" backing 
pad and 53820 abrasive retaining nut. 





FLEXIBLE BACKING DISCS 

Phenolic plastic discs provide greater 
flexibility and cooler operation for 
most sanding applications. 

No. 55604-6%4" diameter with de- 
pressed center. For use with 53790 or 
54566 flexible backing pads. 

No. 55605-8%” diameter with de- 
pressed center. For use with 53790 or 
54566 flexible backing pads, nested 
with the 55604 6%.” flexible backing 
pad. 

7” SANDING DISC 


No. 25675—36 grit; No. 25676—50 grit: 
No. 25677—80 grit, 


9” SANDING DISC 
No. 25707—36 grit; No. 25708—50 grit; 
No. 25709—80 grit. 


CUP GRINDING WHEEL ADAPTER 
No. 54339. For adapting %2” bore cup 
wheels for all 5s” x 
and grinders. 


11” thread sanders 





SPANNER WRENCHES | 
No. 41139. For use with 41137 and 
41136 clamp nuts. 





REPLACEMENT CLAMP NUTS 

For use with sander and grinder acces- 
sories. 

No. 41137 Short—for abrasive disc 
back-up pads, 

No. 41138 Long—for depressed center 
wheels support pads, 

No. 53820. For use with wrenchless 
flexible backing pads. 


LUBRICANT 


No. 53454. 6 oz. tube for gearing of all 
sanders and grinders. 
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with motor-over-pad Hesign 
for better control; easier handling! 
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Extra-Powerful 
for all types of 
finishing jobs where 

stationary equipment 
cannot be used 





: 
: 
, 
! 


; 
i 
7 
"| 
' 








—_ 


as D — ' al > - 


= 


ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 


ROCKWELL POLISHER AND SANDER 


CHECK THESE 
SANDER AND POLISHER 
PERFORMANCE og 


=e Sian 


= Ss Nei 
Motor-Over-Pad Design—for Hette: con- 
trol; easier handling. Weight of motor 
delivers pressure to the work surface 
naturally, reducing operator fatigue. 
Extra Powerful Motor—full 4 amp indus- 
trially rated for heavy-duty production 
sanding or polishing jobs. 

Helical Gearing—specifically engineered 
for each machine; transmits the right 
combination of power and speed to the 
pad for more efficient operation. 
Lightweight—units weigh only 5% 
pounds! Use the sander or polisher in 
any position, even over long periods of 
time, without tiring. 

Ball Bearing Construction—high-load, 
ball thrust bearings positioned at vital 
wear points take the strains of heavy- 
duty operations. 

Extra Job Flexibility—using low cost ac- 
cessories, the sander and polisher can 
be adapted to do a wide variety of extra 
jobs from drilling to general cleaning. 


The Model 304 Sander can even 
be converted into a power paint 
remover that offers controlled 
disc sanding for fast, easy, uni- 
form removal of old paint and 
varnish! Vertical and horizontal 
adjustment controls assure flat, 
even removal flush to overhang 
or vertical walls—without dan- 
ger of gouging or marring the 
work surface! It is especially 
ideal for removing old paint 
from clapboard siding! 

To order Paint Remover At- 
tachment, specify: 

No. 5041 Paint Remover Attach- 
ment. Includes #36 Grit Tung- 
sten Carbide Disc, Sponge Rub- 
ber Back-Up Pad, Retaining Nut, 
Wrench and Instructions. 











Model 305 
7” Polisher 


A light weight, heavy duty 7” polish- 
er with unique motor-over-pad de- 
sign for easy effortless control on all 
polishing jobs. Offers an all-purpose 
speed of 2,000 rpm—ideally suited for 
efficient buffing, polishing, rubbing 
and general cleaning jobs. 


CATALOG LISTING 
AND SPECIFICATIONS 


PAQUGETINGOS Cassticasiie's pin Me's 916 bea be 305 
Motor........ 4 Amp., Universal Type, 

115 Volt, 25-60 Cycle, AC-DC. 
or Ca G Gt US ACEC OR oC 2000 
RO OT a An SR ee ee fl 
UT EL ip, ae lh eA sre gy oa 58”—11 RM 
IIVG Te ettely crelertniviere cinceies Helical Gear 
Lyttle eens etek Holpw inte a: 1144” 
Net Weight (Lbs.)................. 5% 
Shipping Weight (Lbs.)............... 9g 


STANDARD EQUIPMENT 


Model 305—Basic Machine with Auxili- 
ary Handle, 3-Conductor Cord, 42321 
Back-Up Pad, 5D6 Disc Retaining Nut, 
42352 842" Diam. Lambs Wool Buff, 
158D6 Wrench, 1740X Wrench and 
Operating Manual. 








Model 304 
7” Disc Sander 


For a wide variety of finishing jobs 
on woods and metals—especially pro- 
duction line sanding operations 
where stationary equipment cannot 
be used, but fast, accurate finishing 
is required. Can be adapted to do 
buffing, polishing, general cleaning 
and grinding operations—even power 
paint removing chores. 


CATALOG LISTING 
AND SPECIFICATIONS 


Modal (NOic sss Sa aloe ns des wrateieet 304 
Motor........ 4 Amp., Universal Type, 

115 Volt, 25-60 Cycle, AC-DC. 
Sheed RPM) saccccceic senses eee aes 4000 
Pad Diameter. cic cccsnaecse wens ses Hig! 
SUAS SIZO es oc bcc ees ns 56”—11 RM 
BOTIVE Sv c-vwice save ce ewes Helical Gear 
LeTHU seni bc acksweeveeaewee-e emcees 1142” 
Net Weight: (GBs) 6:66:60 sictess detrei 5% 
Shipping Weight (Lbs.)............... 9 


STANDARD EQUIPMENT 

Model 304—Basic Machine with Auxili- 
ary Handle, 3-Conductor Cord, 42321 
Back-Up-Pad, 5D6 Disc Retaining Nut, 
(3) Abrasive Discs, 1740X Wrench, 
158D6 Wrench and Operating Manual. 


ACCESSORY EQUIPMENT 


No. 42352 Lambs Wool Buff. 814” 
diameter. 


No. 66YD6 Buffing Back-Up Pad. 
Requires 70YD6 Adapter for 


mounting, 


No. 7OYD6 Adapter. For mounting 


wire and grinding wheels. 


No. 65YD6 Wire Wheel. 6” diameter. 
No. 33 Gauge (Fine) Wire. Requires 


70YD6 Adapter for mounting. 


No. 67YD6 Grinding Wheel. 4” di- 
ameter No. 80 Grit, Grade G. Re- 
quires 70YD6 Adapter for mount- 


ing. 


No. 53YD6 Cleaning Pad. 7” diam- 


eter Pile Fabric, 


No. 27YD6 Depressed Center Wheel. 
\Y%" thick. Includes 


7” diameter x 
support pad and flange nut. 


No. 34YD6 Drill Chuck. 4,” capac- 


ity, 3-jaw type. With key. 


No. 59YD6 Bench Stand. For sta- 


tionary use of sander or polisher. 


No. 56YD6 Extension Handle. For 
stand-up use of sander or pol- 
isher. 


ABRASIVE DISCS 
(Package of 12) 


Aluminum Oxide Open Coat 


Mesh and Grit No. 
#80-1/0 | #36-2 | #20-3% 


[20108 _[s9¥06. 
[a6 [42395 


ABRASIVE DISCS, 
ASSORTED PACKAGES 
Package of (12) Aluminum Oxide 
Open Coat Abrasive Discs. Con- 
tains (8) # 20-344” Grit, (2) #36—2 

Grit and (2) #80-—1/0 Grit. 


Number 


6" Diameter 





7" Diameter 


No. 23YD6 Abrasive Disc Back-Up 
Pad. For use with 6” diameter 
abrasive discs. 
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Cut paint removal time 
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wire brush, 
liquid remover, 
blow torch! 
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ELL PORTABLE POWER 


TIME AND WORK SAVING 
PERFORMANCE ADVANTAGES 





Sa a. ee , eee) 
(Left) Lightweight and Portable—weighs only 11 pounds com- 
plete! Can be used from ladders or scaffolds with non-tiring 
ease! 

(Right) Vertical and Horizontal Adjustment Controls—permits 
precise disc adjustment for depth of surface removal and 
flush sanding. Guide rods assure continued “flat disc” sand- 
ing and provide uniform removal of old paint. 

Extra Powerful Motor—full 4 amp industrially rated furnishes 
more than enough power for tough resurfacing jobs. 

Helical Gearing—transmits more torque than conventional 
gear drives for rugged, heavy-duty applications. 

Ball Bearing Construction—high-load ball thrus! bearings to 
take the strains of heavy duty operation; and assure longer 
trouble-free performance. 


Side Handle Design 

with Auxiliary Grip— 

for positive control 

| in any position. Fea- 

tures trigger switch 

with built-in lock 

, button to hold on-po- 

(es sition for continuous 
2a Operation. 


Versatile—paint removing head is detachable: machine can 
be converted to conventional disc sander USing 6” diameter 
abrasive discs. Permits use on wide range of finishing jobs 
from heavy stock removal to extremely fin® finishing. 
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Now, controlled disc sanding for fast, easy uniform re- 
moval of old paint and varnish. Easy to use and com- 
pletely fool-proof, the Power Paint Remover removes 
paint twice as fast as any other paint removing method 
—hand scraper, blow torch, wire brush, liquid remover. 
Vertical and horizontal adjustment controls for depth 
of surface removal and flush sanding, assure flat even 
removal flush to vertical walls and overhangs—without 
danger of gouging or marring of the work surface. Its 
special long life tungsten carbide disc will handle a wide 
variety of materials from wood to compositions—every 
problem material that cannot be handled by conven- 
tional abrasive discs! Uses include clapboard refinishing, 
porch deck and boat resurfacing, rust and old paint re- 
moval from steel surfaces and more. 


CATALOG LISTING AND SPECIFICATIONS 


dente h LA, a BRS WEP Sie OPT On eee ee eos Wee AUER ufer bits 
Motor 4 Amp., Universal Type, 115 Volt, 25-60 Cycle, 
AC-DC. 

Speed (RPM) ....... AANA NEY SNCS RIAN IY RTA: 4000 
PAO bien ce rere arate allele tetas avatals .6” Dia., Tungsten Carbide 
SSUDB IC SIZES gsc gaa ase Tai oats bP RO 50”-11 RH 
DIVO ype rv ctkinine viene Miata Delelate stesso GL CAIMsear 
Demet nsries eerie ts Sreratatat wisi aeraiiuhg teva a/aCs’avalnca ta RG ace laletale ck ne 
NSU Welton (Dee) oo caiea arate cise clostatina eelslev « RAPE ert 
shipping Weight (Lbs:) > 2.7. se ecvetccvewaeey. walaue eratete 14 


STANDARD EQUIPMENT 

Model 304PR—Basic Machine, 5041 Paint Removal Attach- 
ment with 23918 #36 Grit Tungsten Carbide Disc, 23547 
Sponge Rubber Back-Up Pad, 23530 Disc Retaining Nut, 
23939 Wrench and Operating Manual. 


ACCESSORY EQUIPMENT 


No. 5041 Paint Removing Attachment Only. Includes No. 36 
Grit Tungsten Carbide Disc, Back-Up Pad, Retaining Nut 
and Wrench. 


Tungsten Carbide Discs. All 6” diameter. 


No. 23917—46 Grit; No. 23918—#36 Grit; 
No. 23932—+24 Grit 











i Does away with tedious “chisel and hammer” scraping! 
Ideal for removing rust and mineral deposits 
from ship hulls, storage tanks, pipelines and more! 
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ROCKWELL 


HERE’S A POWERFUL WORKHORSE 
FOR THE BIG CLEANING JOBS: 





1, Lightweight—basic machine less cutters, weighs only 18 
pounds. 

2. Corrosion-Proof Housing — lightweight aluminum alloy 
smoothly ground, wire brushed and anodized. 

3. D-Handle Design—with trigger switch and lock-button, for 
better control. Front handle is non-metallic, will not transmit 
heat. 

4, Safety Cutter Guard—designed as an integral part of 
machine, covers more than 180° of the cutter work head for 
added operator safety. 

5. Cooler Operating—with extra large vents at sides and back; 
designed to draw maximum air across motor. 

6. Simplified Lubrication System—no dismantling necessary; 
removable plug simplifies lubricant chamber inspection and 
refilling. 

7. Fast Cutting—84 hardened steel cutters revolve a full 2000 
rpm for fast chipping and cleaning. 


PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION ~ 
ROCKWELL CHIPPER/CLEANER 





Model 727 
Chipper/Cleaner 


A performer that can't be beat when it comes to flexi- 
bility! 

Ideal for removing heavy accumulations of rust and 
mineral deposits from ship hulls, storage tanks, pipe 
lines and ovens...also for cleaning concrete forms... 
re-conditioning butane tanks...and more. 


CATALOG LISTING AND SPECIFICATIONS 


POG ING haa gala ave wowia 'a'-alais(cyeretn@n erie miers ease eOialewatkiamcn 727 
Motor... «55:2 ,..Universal Type, 115 Volt, 25-60 Cycle, AC-DC 
NO LOG! SDOOd (REND isc ss coc wares ace Keee casa ean 2000 
INGOs OTIGHCOUNS Fis. or oie is WoSive ciceacueneeis 84, Hardened Steel 
DPIWOE caresses ars avec nCksas ono ea talsia“ereeWale's Helical Gear, 7:1 Ratio 
LTT oe aN SAP 8 pee, eee On ene ee Fag me Ball 
OQVGTRT ESIC Focal cc ota oss os 0 nie Go b10 ewe ae a-e wesw wore 13%” 
NGC WOIRNE CUS) 5 oe sees ncac tk bsceee obese 18 (less cutters) 
Shipping Weight (Lbs.) ....... 50 {including case and cutters) 


STANDARD EQUIPMENT 


Model 727—Basic Machine, 3-Conductor Cord, (2) 42404 Cut- 
ter Bundles, 25RC Carrying Case and Operating Manual. 


ACCESSORY EQUIPMENT 


No. 42404 Cutter Bundle. Consists of 42 hardened steel cut- 
lers. 


No. 21RC Cutter. Single hardened steel cutter only. 
No. 25RC Carrying Case. 
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19 Models for Industry 

<> igi Me 3 Uh! Bee. and the Construction Trades 
a Vie 4 TT) a Pistol Grip, Spade or D-Handle 
a 20 "4 \ aii [4-5 /16,-3/ 57 

ee L | 1/2" Capacity 

a Fee ae f 330 to 5000 RPM Speeds 
With Reversing Option 

on 1/2" Capacity Models 








ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


ROCKWELL HEAVY DUTY DRILLS 


ROCKWELL HEAVY DUTY DRILLS... 
DESIGNED WITH THE USER IN MIND! 





Powerful Motors—full 6.5 amp on spade; and 6.0 amp on 

D-handle drills—the most powerful on any heavy duty drill 

line! Built to rigid specification and featuring: 

= Self-Adjusting Spring-Loaded Cartridge-Type Brushes—for 
better commutation. 

= Precision Machine-Wound Armatures with resin coated and 
bonded wire to withstand high overload temperatures. 


= Welded Commutator/Coil Connections—far more stronger 
and more resistant to heat than conventional soldered 
leads. 

= Efficient Cooling System—12-blade fan works in conjunc- 
tion with flow-thru venting to maintain lower motor op- 
erating temperatures for better efficiency. 

Accurately Machined Reduction Gears—precision-hobbed to 

rigid standards in matched sets from high quality steel for 

more efficient power transmission; carefully heat treated 

and hardened for more strength, longer life. 

Heavy-Duty Switch—a full 16.0 amp rated, double-pole type— 

for extra-long switch life. 


Ball and Needle Bearing Construction—long wearing needle 
and precision ball bearings position throughout at vital wear 
points assure better and trouble-free drill performance. 
Multi-Position Handle (on spade handle drills)—with extra- 
long switch handle and auxiliary pipe handle to afford maxi- 
mum leverage for big hole drilling applications. 


Interlock Reversing Switch— 
an extra safety feature on = 
all reversing drill models, 
prevents the possibility of 
accidentally reversing the 
drill while the motor is 
running ...is conveniently 
located near the trigger to 
facilitate use. 





Low-Profile Design—on D- 
handle models—chuck flush 
to gear case permits drill- 
ing in tight spots—flush to 
vertical or horizontal sur- 
faces. 
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ROCKWE noch were 


1, Full 3.5 Amp Motors—offer power-plus for your most de- 
manding drilling applications. 

2. Heavy-Duty Industrial Drill Chucks—famous, high-quality, 
Jacob's 3-Jaw Chucks for positive, non-slip gripping power. 
3. Ball and Needle Bearing Construction—long wearing nee- 
dle and precision ball bearings position throughout at vital 
wear points assure longer trouble-free drill performance. 

4. Light Weight Aluminum Alloy Housings—exceptionally 
strong, yet featherlight for non-tiring use of drill, especially 
over long periods of operation. 

5. Heavy-Duty Switch—a full 16.0 amp rated, double-pole 
type—for extra-long switch life. 

6. Heavy-Duty Cord with External Cord Strain-Relief Protector 
—long-wearing, rubber insulated, 3-conductor cord with 
trouble-free molded plug, features a secondary liner firmly 
locked to the drill handle to relieve cord strain, prevent 
kinking and dangerous wear. 

7. Accurately Machined Reduction Gears—precision-hobbed 
to rigid standards in matched sets from high quality steel 
for more efficient power transmission; carefully heat treated 
and hardened for more strength, longer life. 


All-Position Grip with 
Full-Control Trigger - 
comfortable to hold; 
easier to handle in a 
variety of positions... 
extra long, sturdy metal 


trigger assures positive, 
single or multiple finger 
on-off power control re- 
gardless of the user's 
grip position, Built-in 


lock button holds ‘on 
position for continuous 
drilling applications. 


STANDARD EQUIPMENT 


All Drills—Basic Machine, 3-Conductor Cord and Operating 
Manual. 774 Series Models—16DL3 Chuck and 12DL3 Chuck 
Key. Model 754—26225 Chuck, 12DL3 Chuck Key and Aux- 
iliary Handle. Model 755—-26227 Chuck, 26226 Chuck Key and 
Auxiliary Handle. 776 Series Models—48858 Chuck and 
48859 Chuck Key. Models 756 and 766—24545 Chuck, 24546 
Chuck Key and Auxiliary Handle. 758 and 768 Series Models 
~44495 Chuck, 24546 Chuck Key and Auxiliary Handle. 
Model 758RK also includes No. 5078 Rt. Angle Drill Attach- 
ment and No, 53649 Carrying Case. 


Motors—Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 
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ROCKWELL PORTABLE POWER T TOOLS FOR INDUSTRY AND CONSTRUC 


ROCKWELL HEAVY DUTY DRILLS 


19 ALL-NEW DRILLS 
FOR INDUSTRY AND CONSTRUCTION 


An all-new line of heavy duty industrial drills in a va- 
riety of styles, chuck capacities and speeds to meet every 
production drilling requirement. Quality constructed 
throughout with ball and needle bearings, precision 
chucks, heavy duty motors, etc. Guaranteed to out-per- 
ee all other comparable capacity drills or your money 

ack! 
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~pade Handle 
Drilling 
Capacity 


ete Motor 
ih mpS:\Steel_Wood Wood 













| 
Gear | ae = 
Reduc- Bearings Length 
tion 


pease Shpg._ 









Ps Dl | ! 
= Drilling Gear —— 
(apm) che: | caret | ns 
BE a ES 
toa fsa age Bla Reale] TS] TH 





4o" HEAVY DUTY DRILLS 
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Mode! 758RK 
Includes No. 53649 
Steel Carrying Case 





1," HEAVY DUTY RIGHT ANGLE DRILL KIT. For tight spot 
drilling; head and chuck require only 5‘<” clearance. Angle 
head mounts two ways to give low speed for big hole drilling 
or high speed for small hole drilling; can be removed for 
regular (500 RPM) drilling. Features powerful 6.0 amp motor, 
full ball bearing head, ball and needle bearing drill, reversing 
switch and more, 


aa | Drilling | i 
Low | High | “"°* [Steet Wood] a 


7SERK Saree Galland Neede| 154" ] 18 | 20 
Note: Mode! 5078 Rt. An le Drill Attach. can be ordered separately for 
use with Models 758 and /68 445" Drills. 
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He can provide you with: 


Assistance in your production 
planning. His years of experience 
and technical know-how have 
equipped him to give you expert 
advice on your production prob- 


lems. 

Fast delivery from local stocks. 
Because of his knowledge of local 
markets, he stocks the products 
you need—delivers your orders 
quickly and keeps your working 
capital free. 

Prompt information on new and 
old products. He is in constant 
touch with manufacturers who 
supply him with information on 
new products and developments. 

One source for many types of 
products. One source ordering 
simplifies your purchasing proce- 
dure and reduces your accounting 
costs. 
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Model 374 
14”—1700 RPM 


Model 366 
34""—1000 RPM 


Model 174 
1/4,“—1700 RPM (Special) 








Model 358 
14"—560 RPM 







Model 378 
14“—560 RPM 













Model 384 | | 
14“—0 to 1700 RPM VARIABLE SPEED 


Model 386 
34°—0 to 1000 RPM VARIABLE SPEED 

















14" STANDARD DRILLS—D-Handle 


A ball bearing equipped, 42” 
capacity D-handle drill 
priced under $60! 

Provides 

the positive, 

in-line 

control 

needed for 

accurate drilling of holes up to '%" in steel, 1” in wood. 
Features a power-packed 5 amp motor that drives a heavy 
duty industrial chuck through a high torque double reduc- 
tion gear drive .and more. 
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14," VARIABLE SPEED DRILL (0 to 1700 RPM) , h 


Economically priced, it has a powerful 3 amp motor, plus 

offers an infinite choice of speeds from 0 to 1700 RPM that 

makes it ideal for an unlimited variety of building trades 

applications. Quality features include—siow-start trigger 
control that eliminates bit slipping... double reduction gear 
| drive ... famous Jacob's chuck... ball and needle bearing 
| construction . . . lightweight aluminum alloy housing... 
and mue h more. 
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14" STANDARD DRILLS 
Spade Handle 

Now a '5"—550 RPM standard 
spade handle drill with 
all of the stamina 
and rugged 
CONSITUCTION 
features of 

a heavy duty drill— 
double reduction gear drive ... 

full 5 amp industrially rated motor. . 
ball bearing equipped . 

high quality Jacob's chuck . 
lightweight aluminum alloy housings | 
and more. 
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Yq_” VARIABLE SPEED DRILL (0to1000RPM) 


Offers all the same fine features as the 4” Model 384. Pro- 
vides increased capacity with added torque for those appli- 
cations bes! done at slower speeds. 


Drilling Cear | a 
Speed | Motor oa | Reduc- Bearings Length 
(RPM) | Amps. tion 
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14 STANDARD DRILL—Pistol Grip AAS 
A 1,” capacity drill, i ~ 
with an all-purpose drilling ! 
speed of 1700 RPM, > 
for a wide at" 
variety of wood . 

and metal drilling 
applications throughout the 
building trades. Features ball and needle bearing 
construction ... high quality Jacob's chuck .. . lightweight 
aluminum alloy housing... reduction gear drive... 
external brush inspection feature... and more. 
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14" SPECIAL DRILL—Pistol Grip 
An economy priced 4” drill for light intermittent drilling 
applications, Offers a full 2.8 amp motor in combination with 
lwo-stage reduction gearing to take your toughest jobs in 
stride and keep on drilling. 


: | ~ Drilling | Gear , eight — 
cepa rey Capacity Reduc- | Bearings me 
Ee ‘[Steei] Wood | "0" : Net | Shpg. 
| 1700] 28 | “*| 4" j2-Stage | Bronze | gr | 4 | 5K 

STANDARD EQUIPMENT 


All Drills-Basic Machine, 3-Conductor Cord and Operating 
Manual. Models 174, 374 and 384—47580 Chuck and 47515 
Chuck Key. Models 366 and 386—25365 Chuck and 25366 
Chuck Key. Model 358-43113 Chuck, 25366 Chuck Key and 





i 34° STANDARD DRILL 
Pistol Grip 
| A low-priced *4” 
| 1000 RPM pistol 
drill with the same < 
i quality features 
x} as the 1,” Model 374. 
Boasts a full 30 amp industrially rated motor, 
ball and needle bearing construction plus many other 
features you'd expect to find only i in a heavy duty drill, 
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Auxiliary Handle. Model 378—49419 Chuck, 25366 Chuck Key 
and Auxiliary Handle. 
Motors—Universa/ Type, 115 Volt, 25-60 Cycle, AC-DC. 
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ROCKWELL 







with simple twist-collar conversion 
for rapid changeover 
from drilling to screw fastening 





ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 





ROCKWELL FASTENER DRILL 
Economical, Drilling/Fastening Flexibility! 





Simple Twist-Collar Conversion for rapid change over from 
drilling to screw fastening. 


Power Packed 3 Amp 
Motor with high torque 
double reduction gear 
drive and all-purpose 


1000 RPM speed for 
tough drilling and fas- 
tening applications. 


In-Handle Reversing Switch—no projecting reversing switch 
box to interfere with flush fastening or drilling operations. 
Reversing switch is positioned below the trigger switch, 
flush with the handle profile to facilitate use; prevent acci- 
dental reversing. 

Ball and Needie Bearing Construction—precision ball and 
needle bearings, positioned throughout at vital wear points 
to assure long-lasting, trouble-free performance. 

Short Length Design (measures only 944” long) assures posi- 
tive contro] for maximum drilling and driving efficiency. 
Aluminum Alloy Construction—excepltionally strong, yet light 
in weight (only 4 bs.) permits non-tiring use of fastener drill 
over long periods of time. 

Heavy-Duty Cord with Strain-Relief Protector—long-wearing, 
rubber insulated, 3-conductor cord with trouble-free molded 
plug. features a secondary liner firmly locked to the drill 
handle to relieve cord strain, prevent kinking and dangerous 
wear. 
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Mode! 353 Fastener Drill 


It's a drill .. . it’s a screwdriver—two versatile tools in 
one! As a fastening tool, it offers the power and torque 
requirements to drive No. 10 Wood Screws or No, 12 
Self-Tapping Machine Screws and Nuts. Positive clutch 
allows bit to idle while finding screw slot; rotates only 
when operator exerts pressure. As a drill, it offers 36” 
drilling capacity in metal and %4” in wood. It's a real 
economy tool for combination or singular drilling/driving 
applications. 


CATALOG LISTING AND SPECIFICATIONS 


WADUGI TING Sra rascis igit's a S5/e)ars G7 oid ie e's e's ofa avern bial oA lol bie(a bral Ocarerae 353 
Motor....... 3.0 Amp, Universal Type, 115 Volt, 25-60 Cycle, 
AC-DC. 
SO oes coerce ese ehiws bea es ale NcasAicai La) ees otp iki dieh lavareca ere acess 1000 RPM 
GOOTARROGLCTION oie io-csoietssesa:aie b-aleie eoalatern (8 a'e a usecase etadd 2-Stage 
Drilling -Canscity s..7 coh cote 3 unhoreals 36” Steel; %"” Wood 
Fastening Capacity............ No. 10 x 1344” Wood Screws; 
No, 12 Self-Tapping Machine Screws and Nuts 
SOE OT Siecos Cure eee eA See ee Ball and Needle 
Length ...... Fs re SR Beet I AE a MAPPER foi Sy: Bs 
Neti Welent:(Ls:) morass a niece oe occas. v. bee chime a ib owed ureintelen 4 
Shipping Weight: (Lbs) oes arcscoo as owe Sle ewe ee eT 5 


STANDARD EQUIPMENT 


Basic Machine with Reversing Switch; Drill Clutch Assem- 
bly; 25366 Chuck Key; 44827 Bit and Finder Sleeve (for No. 
10F-12R Slotted Head Screws); 3-Conductor Cord and Oper- 
ating Manual. 


ACCESSORY EQUIPMENT 






POWER BITS WITH 
FINDER SLEEVE COMPLETE 
FOR SLOTTED HEAD SCREWS 












BIT HOLDERS—\%” Hex. 
For Use with Insert Bits 


Catalog Type Length 
No. 










Screw Bit and 
Size Finder 
Range Sleeve 


6F-8R 44825 | 3%” 
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16 =12 Capacity Screwdrivers 
with clutch, speed and reversing options, 
to meet your specific job requirement 
and improve productivity 















+18 Capacity Screwdriver for big capacity 
fastening applications up to 42” self tapping machine 
screws and nuts and 4” self-drilling fasteners. 













2-18 Capacity Screwdriver (44° Square Drive) 
for fastening applications involving large 
special type, self-drilling fasteners. 
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ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 















Power-Packed Motors—full 3.5 amp in- 
dustrially rated on No. 12 capacity 
models; high torque 6.0 amp motor on 
No. 18 capacity screwdriver—the most 
powerful heavy-duty screwdrivers in 
the industry! Each built to rigid speci- 
fications and featuring: 
a Self-Adjusting Spring-Loaded Car- 
tridge-Type Brushes—for better com- 
mutation 


ge Precision Machine-Wound Armatures 
—with unique winding technique to 
assure identical electrical and physi- 
cal coil characteristics from molor 
to motor. Features resin coated and 
bonded wire to withstand high over- 
load temperatures, 

a Welded Commutator/Coil Connections 
—far more stronger and more resist- 
ant to heat than conventional solder- 
ed leads. 


a Efficient Cooling System—fan works in 
conjunction with flow-thru venting 
{Oo maintain lower motor operating 
temperatures for better efficiency. 





In-Handle Reversing Switch (on revers- 
ing models)—no projecting reversing 
switch box to interfere with operation 
when flush fastening. Reversing slide 
switch is positioned near the trigger 
switch, flush with the handle profile, to 
facilitate use; prevent accidental re- 
versing, 
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ROCKWELL HEAVY DUTY SCREWDRIVERS 





In-Line Grip with Full Control Trig- 
ger Switch (on No. 12 capacity mod- 
els)—automatically positions the 
users hand in-line with the bit for 
maximum driving efficiency 
extra-long trigger switch assures 
positive on-off power control. Fea- 
tures lock-button to hold “on” po- 
sition for continuous fastening ap- 
plications. 

No. 18 Capacity Screwdriver fea- 
tures D-handle design to provide 
the additional straight-line driving 
thrust needed for bigger capacity 
fastening applications. 












Job-Tested and Proven Clutch Design 
The same adjustable and positive 
clutches as used on high-quality Rock- 
well Air Tools that have been job- 
tested and proven for more than 20 
years in industry. 

Aluminum Alloy Housing—exceptionally 
strong, yet feather light for non-tiring 
use of screwdriver, especially over long 
periods of operation. 

Ball and Needle Bearing Construction— 
long wearing needle and precision ball 
bearings, positioned throughout at vital 
wear points, assure long lasting, trou- 
ble-free screwdriver performance 
Accurately Machined Reduction Gears— 
precision-hobbed to rigid standards in 
matched sets from high quality steel 
for more efficient power transmission; 
carefully heat treated and hardened for 
more strength, longer life 


Heavy Duty Cord with 
External Cord Strain- 
Relief Protector—long- 
wearing, rubber insu- 
lated, 3-conductor 
cord with trouble-free 
molded plug features a 
secondary liner, firmly 
locked to the screw- 
driver handle to re- 
lieve cord strain, pre- 
vent kinking and dan- 
gerous wear. 


ys) 


A HEAVY DUTY 
SCREWDRIVER FOR EVERY 
FASTENING JOB! 


From rugged, continuous duty appli- 
cations involving No. 12 wood or 4” 
machine screws to the higher power 
and torque requirements of bigger 
capacity 4” self-tapping machine 
screws or No. 18 wood screws, if 
your job is fastening, you'll find a 
Rockwell Screwdriver with clutch, 
speed and reversing options to meet 
your specific job requirement. Each 
constructed to uncompromising 
quality standards and guaranteed to 
outperform any other comparable 


screwdriver or your money back. 


STANDARD EQUIPMENT 


All Models—Basic Machine, 3-Conductor 
Cord and Operating Manual. 77 and 
779 Series Models—44427 Finder and 
44426 Bilt. Model 778R—50928 Service 
Drive Bit Holder, (1 ea.) 44827 and 
44828 Bit and Finder Sleeve. Model 
778R-20—50929 and 50930 Sockets. 


SECOND JAWS sainaceie 
FIRST ISS ADJUSTI 
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Adjustable Clutch Models are recom- 
mended for use on materials of uniform 
density. The adjustable clutch will con- 
sistently repeat specific torque settings 
and disengage when the screw or nut 
is set. It has two sets of jaws. The first 
set is held apart by light spring pres- 
sure. This permits the motor and gears 
to revolve without rotating the bit until 
the operator exerts sufficient forward 
pressure to close the gap and engage 
the jaws. The second set of jaws is held 
together by heavier spring pressure. 
These jaws disengage and ratchet 
when resistance to turning of the work 
exceeds the spring setting. The oper- 
ator can permit the clutch to ratchet 
which will give a slight impacting ac- 
tion that tends to continue tightening. 
Output torque can be increased or de- 
creased by turning the adjusting nut 
which controls spring compression. 


MOTORS 


Positive Clutch Models are recommend- 
ed for applications in which torque re- 
quirements may vary such as on mate- 
rials of different densities or for driv- 
ing screws of varying sizes. The posi- 
tive clutch has one set of jaws held 
apart by light spring pressure. The out- 
put of this clutch is largely dependent 
upon the pressure exerted by the oper- 
ator and the length of time he permits 
the jaws to remain in engagement. He 
can further tighten by easing back on 
the tool, permitting an impacting action 
due to ratcheting of the clutch jaws. 

















5. 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCT! 








No. 12 Capacity 
Heavy-Duty Screwdrivers with Adjustable Clutch 
| _ Self 
Tappi 

Machine 


Screws 
and Nuts 
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Motor—Universal Type, 115 Volt, 25-60 = AC.DC. 





Weight (Lbs,) 







Wood 
‘| Screws 















No, 12 Capacity 
Heavy-Duty Screwdrivers with Positive Clutch 


seh Motor] Wood lee 
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No, screws Screws 

and Nuts 
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No. 18 Capacity ~ 
Heavy-Duty Screwdrivers 
with Adjustable Clutch and Reversing Switch 


Tans ing 
Machine 
Screws 
|} and Nuts 





Model 778R-20 (34” Kausean, Drive) is spocifically recom; 
mended for fastening applications involving large, special 
type, self-drilling fasteners. 

















BITS AND FINDERS 
FOR SLOTTED HEAD SCREWS 







POWER BITS 



















AND FINDERS POWER BITS | 
All 1°46” Long | with Finder Sleeve Complete! 
“4” Hex Drive as Hex Drive 








Bit and 
Finder | 












Finder 





Length 
Bit Only 
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BITS FOR 
SOCKET HEAD O 
SCREWS 
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POWER BITS 
Ail 1'%44" Long 
i." Hex Drive 


INSERT 
BITS 


POWER BITS , 
An 1" Long 


“a” Hex Drive 


| SRSLS mi MaBAEUC. | 


BIT HOLDERS 
4" Hex 
For Use With Insert Bits 


NUTRUNNER ADAPTERS 
V4” Hex Drive 
4” Male Square Extension Stl 
For Use With Nutrunner Sockets For use with 
~ rotary finders, 
bit holders 
and nutrunner 
adapters. 


No. 50928 Service Drive Bit Holder. For No. 18 Capacity 
Screwdrivers. "s” Square Drive (Female). For use with “4” 
Hex Insert Bits. 

Sockets—For No, 18 Capacity Screwdrivers, 74” 
Drive. For Hex Head Self-Drilling Screws. 

No, 50929. %\);" Across Flats. For driving No. 10 and 12 Self 
Drilling Screws. 
No. 50930. “3” 
Screws. 


Square 


Across Flats. For driving 4” Self Drilling 
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He can provide you with: 


" Assistance in your production 
planning. His years of experience 
and technical know-how have 
equipped him to give you expert 
advice on your production prob- 
lems. 

Fast delivery from local stocks. 
Because of his knowledge of local 
markets, he stocks the products 
you need—delivers your orders 
quickly and keeps your working 
capital free. 

Prompt information on new and 
old products. He is in constant 
touch with manufacturers who 
supply him with information on 
new products and developments. 
“ One source for many types of 
products. One source ordering 
simplifies your purchasing proce- 
dure and reduces your accounting 
costs. 














HEAVY-DUTY DRYWALL SCREWDRIVERS 


The only dust-protected drywall screwdrivers 
on the market! 

[deal for applications involving 

wall board, lathing, acoustical tile 

and other drywall materials. 
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EXTRA HEAVY-DUTY FASTENER DRIVER 
The only fastener driver with a non-marking 
straddle type depth locator... 

especially useful when installing 
corrugated roofing and siding. 

Has all the power and accuracy you need 

for fastening electrical conduit boxes, 

door casings, interior walls of truck bodies... 
and more! 


1. Short-Length Design with In-Line Grip—Up to 3” shorter 
than other competitive models with magnetic bit holder 
as standard equipment ... short-length design automatically 
positions the users hand in-line with the bit for maximum 
driving efficiency. Extra-long trigger switch assures posi- 
tive on-off power control and features a double-pole type 
switch, rated a full 16 amp. Features Jock-button to hold 
“on" position for continuous fastening applications. 

2. Power-Packed Motors—3.5 amps on drywall screwdrivers; 
full 4.0 amp industrially rated on fastenerdriverthe high- 
est performing screwdrivers and fastener driver available! 
3. In-Handle Reversing Switch — no projecting reversing 
switch box-to interfere with operation when flush fastening. 
Reversing slide switch is positioned below the trigger 
switch, flush with the handle profile to facilitate use; prevent 
accidental reversing. 

4. Ball and Needle Bearing Construction — long wearing 
needle and precision ball bearings, positioned throughout 
at vital wear points, assure long lasting, trouble-free per- 
formance. 

3. Heavy Duty Cord with External Cord Strain-Relief Protector 
—long-wearing, rubber insulated, 3-conductor cord with 
trouble-free molded plug features a secondary liner, firmly 
locked to the handle to relieve cord strain, prevent kinking 
and dangerous wear. 

6. Accurately Machined Reduction Gears—precision-hobbed 
to rigid standards in matched sets from high quality steel 
for more efficient power transmission; carefully heat treated 
and hardened for more strength, longer life. 

7. Self-Adjusting Spring-Loaded Cartridge-Type Brushes — 
for better commutation. 

8. Precision Machine-Wound Armatures—with unique wind- 
ing technique to assure identical electrical and physical coil 
characteristics from motor to motor, Features resin coated 
and bonded wire to withstand high overload temperatures. 
9. Welded Commutator/Coil Connections—far more stronger 
and more resistant to heat than conventional soldered leads. 
10. Efficient Cooling System—fan works in conjunction with 
flow-thru venting to maintain lower motor operating tem- 
peratures for better efficiency. 


Interchangeable Accessories for Greater Versatility— 
For instance, Rockwell bit holders, nutsetters and 
depth locators can be used on either the drywall 
screwdrivers or the fastener driver. Simply change 


the nose piece and select the driver accessory to fit 
your need. 













(Left) Quick Change Depth Adjustment Control—quick and 


easy to adjust to any depth position; features “lug-locking" 
mechanism to accurately maintain setting. 

(Right) Non-Marking Depth Locator—easily removed for re- 
versing operations . . . eliminates necessity of having to 
reset depth control after reversing operations. 


EXCLUSIVE NOSE ASSEMBLY— 
‘MOST ADVANCED IN THE INDUSTRY 


DRYWALL SCREWDRIVER 


1. Specially Designed ‘“‘Labyrinth’’ Depth Locator— 
Depth locator and bit holder protected against dust; 
screwdriver operates more efficiently and with less 
down time. 

2. Virtually Zero Bit Runout—Exclusive nose assem- 
bly design with superior bearing support construc- 
tion practically eliminates bit runout; bit will not 
“wobble”, 

3. Aluminum Alloy Nose Housing—Lightweight, to re- 
duce operator fatigue. Does not dissipate magnetism 
from shield as in the case of screwdrivers with steel 
housings. 

4. Non-Marking Nose Piece—Wil! not mark the fin- 
ished work; removable for reversing operations. 


FASTENER DRIVER 


1. Virtually Zero Bit Runout—Exclusive nose assem- 
bly design with superior bearing support construc- 
tion practically eliminates bit runout; bit will not 
“wobble”, 

2. Non-Marking Straddle Type Depth Locator—Allows 
you to drive between “ridges” of corrugated material 
with complete accuracy and without marring the fin- 
ished surface. Increased visibility and better chip 
clearance are additional advantages. 

3. Aluminum Alloy Nose Housing—Lightweight, to re- 
duce operator fatigue. 

4. Non-Marking Nose Piece—Will not mark the fin- 
ished work; removable for reversing operations. 
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ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 





ROCKWELL DRYWALL SCREWDRIVERS AND FASTENER DRIVER 


MODEL 770A 
Heavy-Duty 
Drywall Screwdriver 


Here, at last, are heavy-duty drywall screwdrivers that 
are completely protected from damage-causing Gypsum 
dust! The exclusive nose assembly design of these screw- 
drivers practically eliminates bit runout; together with 
the non-marking nose piece and aluminum alloy housing, 
the new 770A and 770A-25 screwdrivers are unsurpassed 
for any drywall fastening operation. These precision 
tools drive self-drilling screws to an exact pre-set depth 
above or below the surface with absolute uniformity— 
prevents marring or damaging of the materials surface. 
Rockwell drywall screwdrivers have a bit holder avail- 
able for converting magnetic screwdriver to non-mag- 
netic unit. This bit holder is for those special applica- 
tions where magnetic holding power is not required. 


CATALOG LISTING AND SPECIFICATIONS 


Motor | Type Bearing Length aa Lbs. 

Amps Inches 

1700 3.5 Magnetic | Ball and Needle 9% 

2500 3.5 Magnetic | Ball and Needle 9% ai 
Motor— Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


STANDARD EQUIPMENT 


Both Models — Basic Machine, 10435 Non-Marking Dust 
Shielded Depth Locator, 54583 No. 2 Phillips Limited Clear- 
ance Bit, 55408 Magnetic Bit Holder, 10’ 3-Conductor Cord 
and Operating Manual. 









MODEL 772 
Extra Heavy-Duty 
Fastener Driver 


. an aria powered fastenee driver espe- 


Ld 


Introducing . 
cially designed for driving drill screws {including 4 
sizes) and other hard-to-drive fasteners and screws! 
Rockwell's new 772 extra heavy-duty fastener driver in- 
cludes a powerful 4.0 amp motor to enable you to fasten 
any corrugated material without worrying about “ridges”’ 
or “peaks” interfering with the work . . . and fasten it 
with no damage to the surface! 

Among the many outstanding features of the 772 is the 
forward support bearing construction which practically 
eliminates bit “‘wobble” for more accurate fastener driv- 
ing... short-length design . . . in-handle reversing switch 

. ball and needle bearings . .. and much more. 


CATALOG LISTING AND ai aieactacl 


Model 
No. 





malate Type, 115 Volt, 25-60 Cycle, AC-DC. 


STANDARD EQUIPMENT 


Model 772—Basic Machine, 10467 Non-Marking Straddle 
Type Depth Locator, 10507 Non-Marking “O” Type Depth 
Locator, 54102 #8” Nutsetter, 10’ 3-Conductor Cord and Op- 
erating Manual. 


ACCESSORIES 


1. No. 53627. Magnetic Bit Holder 

2. No. 54272. Non-Magnetic Bit Holder 

3. No. 44817. No. 2 Phillips Insert Bit 

4. No. 54583. No. 2 Phillips Limited Clearance Insert Bit 


5. Nutsetter. No. 54209 14"; No, 54208 *i6"; No. 54102 °.": 


No, 54585 


i," (Magnetic); No. 55895 «" (Magnetic): No. 57350° .” 


Extra-Long (Magnetic), For use with 57488 Depth Locator; No. 55896 ° 5” (Magnetic) 
6. No. 10467. Non-Marking Straddile Type Depth Locator 


7. No. 10507. Non-Marking “*O"' Type Depth Locator 

8. No. 10435. Non-Marking Dust Shielded Depth Locator 

9. No. 54408. Magnetic Bit Holder with Dust Shield (For use with 10435 
Depth Locator) For drywall applications. 


No. 54578. Non-Magnetic Bit Holder with Oust Shield (For use 
ath 10435 Depth Dacetary For drywall applications. 


11. No. 57488. Extra-Long Limited Clearance Depth Locator 








He can provide you with: 


= Assistance in your production 
planning. His years of experience 
and technical know-how have 
equipped him to give you expert 
advice on your production prob- 
lems. 

Fast delivery from local stocks. 
Because of his knowledge of local 
markets, he stocks the products 
you need—delivers your orders 
quickly and keeps your working 
capital free. 

Prompt information on new and 
old products. He is in constant 
touch with manufacturers who 
supply him with information on 
new products and developments. 

One source for many types of 
products. One source ordering 
simplifies your purchasing proce- 
dure and reduces your accounting 
costs. 
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ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 
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ROCKWELL SCREWDRIVER LINE (STANDARD) 





1, Powerful 3.0 Amp Motor with double 
reduction gear drive. Offers more 
power and torque than many competi- 
tive “heavy duty" screwdrivers. Han- 
dies everything from delicate assem- 
blies to the high torque requirements 
of No. 10 wood or No. 12 machine 
screws. 

2. Ball and Needle Bearing Construction 
—long wearing needle and precision 
ball bearing, positioned throughout at 
vital wear points, assure long lasting 
trouble-free performance. 

3. Job-Proven Clutch Design—the same 
adjustable and positive clutches as 
used on high-quality Rockwell Air 
Tools that have been job-tested and 
proven for more than 20 years in indus- 
iry. 

4, In-Line Grip—automatically positions 
the user's hand in line with the bit for 
maximum driving efficiency. 

5. In-Handle Reversing Switch (on re- 
versing models)—no projecting revers- 
ing switch box to interfere with opera- 
tion when flush fastening. Reversing 
slide switch is positioned near the trig- 
ger switch, flush with the handle pro- 
file, to facilitate use; prevent accidental 
reversing, 

6. Aluminum Alloy Housing—exception- 
ally strong, yet feather light for non- 
tiring use of screwdriver, especially 
over long periods of operation. 

7. Cord Strain Relief—3-conductor cord 
features “strain relief’ protector at 
handle to prevent kinking and dan- 
gerous wear. 








No. 10 Capacity. 
Standard Screwdriver 
with Adjustable Clutch 


hi No. 10 Capacity 


Standard Screwdriver 
with Positive Clutch 


Four No. 10 Capacity Standard 
Screwdrivers with Positive or Ad- 
justable Clutch and Reversing Op- 
lions for a wide variety of power 
fastening applications throughout 
the building trades. 


ADJUSTABLE CLUTCH MODELS—rec- 
ommended for use on materials of uni- 
form density, will consistently repeat 
specific torque settings and disengage 
when the screw or nut is set. 


POSITIVE CLUTCH MODELS-—recom- 
mended for applications in which 
torque requirements may vary such as 
on materials of different densities or 
for driving screws of varying sizes. 


CATALOG LISTING 
AND SPECIFICATIONS 
siete, om) 


Reversing Model No. | ~~ 37iR 379R 








c ity Sell Tapping , 
Meaty Marking Grrewe a2 #| #1 
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STANDARD EQUIPMENT 

All Models—Basic Machine, 44425 Find- 
er, 44424 Bit, 3-Conductor Cord and 
Operating Manual. Models 371R and 
379R also include Reversing Switch. 
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ROCKWELL 
JOB PROVEN 
SCREWDRIVER 
ACCESSORIES 


BITS AND FINDERS 
FOR SLOTTED HEAD SCREWS 










‘ 
INSERT 







POWER BITS 








AND FINDERS BITS 

All 1'%4,¢" Long | All 

14" Hex Drive | 1%" Long 
Screw t———- — “4” Hex 
Size Bit Drive 
3F-4R | 44417 

__4F-5R 44419 | 44420 | 

5F-6R 44419 44421 44819 
6F-BR 44422 44423 | 44820 
BF-10R 444274 ; 44821 
1OF-12R 44426 44822 
12F-14R 44428 | 44823 





POWER BITS 
| with Finder Sleeve Complete 
14" Hex Drive | 


Roplace- 
Length ment 
| | Bit Only 


INSERT 


POWER BITS BITS 


4" Hex Drive AN Vpn | 


Hex Drive 
44811 | | 
44812 


BITS FOR SOCKET HEAD SCREWS O 


Screw Size 


Number 






Standard 
Magnetic 


——s 


NUTRUNNER. 
ADAPTERS 


4" Hex Drive 
14" Male 


Square Extension 
For Use With 
utrunner Sockets |] 


| ‘Number 





For use with 
rotary finders, 
bit holders 
and nutrunner 
adapters. 
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Drill up to 50% Faster than any competitive hammer drill! 


MODEL 610 : “Se 
%” Capacity . 
in Concrete... ~> 


40,000 Impacts 
Per Minute 
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MODEL 612 
%”’ Capacity 
in Concrete... 
24,000 Impacts 
Per Minute 





















ROCKWELL 
ROCKWELL HAMMER DRILLS 


UNMATCHED ROCKWELL 
QUALITY FEATURES! 


—~s FP 
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(Left) Most Powerful Motors Available-8.0 amps on spade 
handle model, 4.0 amps on pistol grip model—more power 
than any other heavy duty hammer drill line. 

(Right) Lightweight Model 610—packed with power, this 
model weighs only 5%2 Ibs., making it especially suited for 
overhead drilling. 





Extra Versatility—simple ‘twist-of-the-wrist" motion on the 
actuating collar lets you change instantly from percussion 


drilling to conventional drilling. 


Unique In-Line Grip—with full » 
control trigger switch on | = 
Model 610, automatically po- |. —. 
sitions user's hand in line | 
with bitfor maximum drilling })) = 
efficiency. Extra long trigger Fi 
switch assures positive on- ee ‘ . 
off power control. CE es £ 
Multi-Position Handle (On Spade Handle Drill) — this feature, 
plus extra long switch handle and auxiliary pipe handle 
afford maximum leverage for big hole drilling jobs. 

All Ball and Needle Bearing Construction—long wearing needle 
and precision ball bearings, positioned throughout at vital 
wear points, assure long, trouble-free drill performance. 
Heavy Duty Industrial Drill Chucks—famous, high quality 
Jacob's 3-Jaw Chucks provide positive, non-slip gripping 
power. 


ROCKWELL QUALITY EXTRAS 


Special heat-treated shafts... extra wide helical 
gearing ... simple impact mechanism (that oper- 


ates without springs) featuring detachable steel 
cams, case hardened to minimize wear... heavy 
duty cord with external cord strain-relief pro- 
tector. 


ACCESSORY EQUIPMENT 


Percussion Type Carbide Tipped Bits—New fast drilling, long 
lasting bits with special steel shanks and high quality car- 
bide tips. Proven to outperform all other drill bits. 


44944 | 44945 | 44946 | 44852 
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PORTABLE POWER TOOLS FOR BUILDERS 





Model 612 


Model 610 





Now! You can drill bigger holes, faster, in masonry, 
brick, tile and similar materials than with any other com- 
parable priced hammer drill in the world! Here's why. 

Model 610 contains a powerful 4 amp motor that de- 
livers 40,000 impacts per minute ... bores a %%” hole 
through 2” concrete 50% faster than any competitive 
hammer drill. Model 612, with its extra powerful 8 amp 
motor, delivers 24,000 impacts per minute... percussion 
drills a %4” hole in concrete more than 33% faster than 
any similar competitive model. 

You get extra big chuck capacity, too—a 9s” chuck on 
Model 610, a 42” chuck on Model 612 to handle big jobs 
easier and quicker. 

Here's the perfect team for any installation, anchor- 
ing or fastening job! 


HAMMER DRILL KITS 

Model 612K. 

Includes 612 Hammer Drill 

> (%4” Capacity in Concrete), 

m 51312 Carrying Case and 44852 


4" Diameter x 6” 

Carbide-tipped Bit. 

22 Ibs. 

Model 610K. 

Includes 610 Hammer Drill 

(48” Capacity in Concrete), 

51311 Carrying Case and 44945 34” Diameter x 4” 
Carbide-tipped Bit. 10 lbs. 


CATALOG LISTING AND SPECIFICATIONS 





Miodel Number 610 612 
_Motor Amps _ aes OS 8.0 
_Capacity—Concrete res a % 
_Capacity—Steel ae ores | Y, 
_Capacity—Wood are ae 1 
_Idle Speed, RPM Sera 1500 

Impacts Per Min. (No Load) 24,000 
_ Bearings Ball and Needle 
_ Gear Reduction | 2Stage | _—2-Stage 
_Length Mees roigris aaa 1514" 
_Net Weight (Lbs). eae wy eel Lv) 
Shipping Weight(tbs.) | ay 14 


Motors—Universal type, 115 volt, 25-60 cycle, AC-DC. 
STANDARD EQUIPMENT 


Both Models—Basic Machine, 26006 Wrench, Depth Gauge 
Rod, 3-Conductor Cord and Plug, and Operating Manual. 
Model 612-44495 Chuck, 24546 Chuck Key, 46874 Auxiliary 
Handle. Model 610—25365 Chuck, 25366 Chuck Key. 
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Lightweight! Powerful! Versatile! 

Handle a wide variety of jons! 

Offer more power per pound than any other 
comparable rotary Hammers! 












MUDEL 
ROTARY HAMMER 
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MODEL BU 
DEMOLITION 
HAMMER 
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ROCKWELL 
KANGO HAMMER 
OPERATIONAL AND 
PERFORMANCE 
FEATURES 


ie 5 
—— = = 
“ ry a 
a" se . — ——_—— = 


Proven Hammering Mechanism with Full 
Idle Running—rugged electro-pneumatic 
principle for powerful high impact 
hammering with the added advantage 
of full idle running! Disengage the tool 
from the work and hammering action 
stops... eliminates unnecessary wear 
and vibration. 


VE ase , ie 
Effective Shock-Absorbing Design—plus, 
the benefit of air cushioning inherent 
to the Kango hammer mechanism— 
minimizes vibration, permits use of 
hammer over long periods of time with- 
out excessive fatigue to the operator. 


— — 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 
ROCKWELL KANGO HAMMERS 
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Light in Weight—-each hammer weighs 
less than 22 pounds for non-tiring use 
in any position, 






In-Line Motor Position—combines the 
benefits of low-maintenance direct 
drive with centralized weight for better 
balance. In-line motor position also 
adds to length of hammer—allows user 
to stand erect with his face well away 
from the work—a feature especially 
important on demolition chores. 


Sealed Oil Mist Lubrication System— 
automatically circulates lubricant to 
every part of the hammer mechanism 
(including the rotary drive on the Mod- 
el 750). Because of extra large built-in 
reservoir, lubricant needs checking 
only once a week—not every 2-4 hours 
as with other hammers. 


Auxiliary Nose Handle—included as 
standard equipment—affords better con- 
trol when working horizontally with 
any cutting tool—especially on jobs 
where leverage is required. 

Dust Sealed Construction—the unique 
“mobile socket" feature of Kango’'s 
hammering mechanism prevents entry 
of external dust—prolonging hammer 
life. Further protection against harmful 
abrasive action from dirt, concrete 
dust, etc., is provided by sheathing the 
nose of the socket with a protective 
rubber sleeve. 


Burn-Out Protected Motor Construction— 
motor windings are epoxy resin im- 
pregnated .. . entire field coils are 
mounted in a glass-filled nylon sleeve. 
The armature is spring mounted and 
features a patented encapsulated form 
of construction ... the shaft is fully 
insulated through the use of a moulded- 
on epoxy resin sleeve. Even the brush 
holder cartridges are separately in- 
sulated and are mounted in glass-filled 
nylon housings. Inner and outer brush 
caps provide an additional safety mar- 
gin. Brushes have built-in stops to 
prevent armature burn-out. A new type 
shaft seal prevents oil from entering 
the motor from the hammering mechan- 
ism. 











Universal Tool Socket with Snap Down 
Retainer Latch—for positive cutter tool 
retention. Hammers accommodate both 
locked shank and free-turning tools. 
The Model 750 also accommodates drill 
holder shank for use with drills where 
fully automatic power rotation ts re- 
quired. 





Special Double Pole Type Switch—rubber 
mounted and enclosed in an insulated 
chamber. Specially designed remote 
operating linkage activates switch from 
the hammer handle. Built-in lock but- 
ton holds “on" position for continuous 
operation. 


Ball and Needle Bearing Construction— 
reduces wear and minimizes friction. 


Heavy Duty Cord with External Cord 
Strain-Relief Protection — relieves cord 
strain; prevents cord kinking and dan- 
gerous Wear. 





Accurate Depth Gauge—On Model 750 
only—adjusts to any length within the 
capacity of the drill for multiple depth 
drilling operations, primarily for ma- 
sonry fastener devices. 


Safety Overload Clutch—built in to ro- 
lary drive of the Model 750—affords 
fuel protection to operator and/or 
machine in event of drill jamming. 
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ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 
ROCKWELL KANGO HAMMERS 





The Model 750 Rotary Hammer com- 
bines Rockwell Kango's proven elec- 
tro-pneumatic principle for hard, 
hi-impact hammering with fully 
automatic power rotation. 

Insert a drill and direct power 
augments the hammer blows driving 
drills (from 15/32” to 2” in diameter) 
smoothly through the toughest con- 
crete. Safety Overload Clutch built- 
in to the rotary drive affords full 
protection to the operator and/or 
machine in event of drill jamming. 

Fit a point and in a moment, with- 
out adjustment by the operator, it 
becomes a rugged cutting tool, acti- 
vated solely by powerful hammering 
blows, without rotation. 


CATALOG LISTING 
AND SPECIFICATIONS 


Model NO... ¢scesdetein ree cae sie a 200 
Motor .750 Watt, 7 Amp., Universal Type, 
115 Volt, 25-60 Cycle, AC-DC 

Impacts per Minute....1800 (Drilling); 
2000 (Hammering Only) 


Drilling Speed.........-.----.- 250 RPM 
Drilling Capacity... -... 1545” Minimum; 

2” Maximum (w/Spiral Drill) 
Bearings .:..<6 <ascceaee Ball and Needle 
Overall Length |.......<..... sehen 25%" 
Net Weight (Lbs.)...21 (Hammer Only) 
Shipping Weight (Lbs.)...........-.. 59 


STANDARD EQUIPMENT 


Model 750—Basic Machine, Depth 
Gauge 1034’ 3-Conductor Cord, 45908 
Drill Holder, 26529 Drill Ejector, 46202 
Side Handle, 46203 Forward Handle, 
46206 Allen Key, 46207 Oil Filter Plug 
Wrench, 26662 Oil, Instruction Manual, 
and 46208 Metal Carrying Case. 


The answer to the present day need 
for a low cost general purpose ham- 
mer with the performance advan- 
tages needed for fast, efficient oper- 
ation over a wide range of hammer- 
ing applications. For tough, heavy- 
duty demolition work; also drilling, 
digging, trenching, surfacing, tamp- 
ing, chipping, edging, chenneling, 
slotting and similar operations where 
automatic cutting tool rotation is not 
essential. The Model 800 combines 
Rockwell Kango’s proven electro- 
pneumatic principle for hard hi-im- 
pact hammering with such new oper- 
ational and performance features as 
burn-out protected motor, effective 
shock absorbing design, sealed oil 
mist lubrication, ball and needle 
bearing construction, and more! 


CATALOG LISTING 
AND SPECIFICATIONS 


Model NO iiajaitisccccarnteislilslawinaia = ncag- a's 800 
MOtotiaisraisie en taiaica:s 800 Watt, 7.4 Amp., 
Universal Type, 115 Volt, 

25-60 Cycle, AC-DC 


Speed ssa scacisixis 1800 Blows per Minute 
Drilling Capacity....... 1544” Minimum 

34,” Maximum (w/Star Drill End) 
BearingS scicascceneces Ball and Needle 
Overall Length .......... Gites ees 25° 
Net Weight (Lbs.). .2014 (Hammer Only) 
Shipping Weight (Lbs.).............. 59 


STANDARD EQUIPMENT 


Model 800—Basic Machine, 10's’ 3-Con- 
ductor Cord, 53318 Forward Handle, 
46206 Allen Key, 46207 Oil Filler Plug 
Wrench, 26662 Oil, Instruction Manual 
and 58514 Metal Carrying Case. 
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MODEL 750 
ACCESSORY EQUIPMENT 


eS") 


No. 45908 Drill Holder. Included as 
standard equipment with Model 750 
Hammer. For use with all Spiral Car- 
bide-Tipped Drills. 


SS 


No. 54053 “‘B”’ Taper Drill Holder. Used 
with “B" taper shank spiral carbide- 
tipped drills. 

SSS 
No. 26529 Drill Ejector. For use with 
Nos. 45908 and 54053 Drill Holders. 


SSS SSS SS 


SPIRAL CARBIDE-TIPPED DRILLS 


For use with No. 45908 Drill Holder on 
Model 750 Hammer. Diameters and 
overall drill lengths are listed below: 
effective drilling length of each drill is 
1” less. Drills under 42” diameter are 
not recommended for use with Madel 
750 Hammer. 










OVERALL 
NUMBER DIAMETER LENGTH 
58284 4" 10” 
58285 v2" 16” 
58286 ¥a" 10” 
58287 Ya" 16” 
58288 %* 10° 
58289 34° 16” 
58290 ya” 10" 
58291 vs” 16” 
58292 sf 10” 
58293 o 16” 
58294 sf 10” 
58295 . 16” 
58296 . 10” 
58297 ¥ 16” 
58298 . 10” 
58299 3 16° 
58300 c 10"* 
58301 : 10°* 






58302 


*For additional drilling depth capacity, use with 
39003 or 39004 Universal Drill Holders. 


CARBIDE-TIPPED CORE BITS 
(Order by Components) 


— 
No. 55713—Starter Drill 


—" 


No. 55719~—2” Starter Drill Holder 
No. 55720—21-” Starter Drill Holder 
No. 55721-3” Starter Drill Holder 


err se Ohi BOs Se 


No. 55714—2” Core Bit Body 
No. 55715—2'2” Core Bit Body 
No. 55716—3” Core Bit Body 


————— 


No. 54074—Shank Assembly Complete. 
Includes 54051 Nut and 54073 Shank 
No. 54051—Replacement Shank Nut 
No. 54073—Replacement Shank 









i : =... # se rh te ee Be at 


CIO Nt” OM Cy Oe ie. pe 


TBH Sadie ng eu 








. : — = 





ROCKWELL KANGO HAMMERS 


MODEL 800 
ACCESSORY EQUIPMENT 


——— 





No. 53317 Chuck with Turning Wrench 
(and No. 26529 Drill Ejector). For use 
with all Star Drills on Model 800 Ham- 
mer. 

MODEL 750 and 800 
ACCESSORY EQUIPMENT 


"tN 
STAR DRILLS 
NUMBER DIAMETER LENGTH 





"See Star Drill Ends 


STAR DRILL ENDS 


Use with 39003, 39004 or 39005 Univer- 
sa] Drill Holder for drilling 134", 1%” 
or 2” diameter holes. 


DIAMETER 





UNIVERSAL DRILL HOLDERS 


For use as extensions with carbide- 
lipped core bits, spiral carbide-tipped 
drills 1%%” diameter and larger, star 
drills and star drill ends 15,4" diameter 
and larger. 


NUMBER LENGTH ”~” 


39003 10” 
39004 16° 
39005 24°" 












No. 48976 Spade. For trenching of 
earth, clay, etc. 6” x 4” size; 18” long. 


= (8 


No. 45932 Roller Bush Hammering Tool. 
Complete with No. 26635 Roller Head. 
For fast, efficient bush hammering. 
No. 26635 Replacement Roller Bush 
Hammering Head. 





a sas? 
No. 26600 Bush Hammering Disc. For 
use with No. 45933 Holder. For surfac- 
ing and roughing concrete and brick. 
No. 45933 Bush Hammering Disc Hold- 
er. Use with No. 26600 Disc. 





TAMPING TOOL : 
PADS AND SHANKS 


Use in any combination for tamping 
mixes with low water content. 





BULL POINTS 


For demolition drilling. 


NUMBER LENGTH 
45920 12” 
45921 18" 


CONCRETE CHISELS 


For chipping, edging, channeling, etc. 


NUMBER LENGTH 
45922 12" 


45923 18” 





ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 





COMBS AND COMB HOLDERS 


Use in any combination for grooving, 
scaling and concrete cutting. Combs 
are double-edged and can be reversed 
in Comb Holders to double cutting- 
edge life. 


Combs (Package of 12) 


APPLICATION 
Slotting, Grooving 
Cut-Outs 


Slotting, Chipping 
Edging, Channeling 


NUMBER TYPE 
















Coarse 


Concrete 
Cutting 
Comb Holders 


NUMBER TYPE LENGTH 
Locked Shank (Non-Rotating) 






Free Turning Shank 





CHANNELING BITS AND 
BIT HOLDERS 


Use in any combination for channeling 
brick, concrete, building block, etc. 
Where precise depth control is essen- 
tial, use Guided Type Bit Holder with 
Channeling Bit. 





CHANNELING BITS 


HANNELING BIT HOLDERS 


45926 | Conventional 
45927 | Guided Type 


No. 26594 Bit Ejector. For removing 
Channeling Bits from Bit Holder. 










No. 58517 Floor Cleaning Tool. For re- 
moving dirt, grease, paint, old floor 
tile, etc. 


a 


ELECTRODE DRIVERS 


For driving ground rods. 


NUMBER | SIZE (Electrode) 


55342 %" 
55343 %e" 
55344 jC 


For use above 32°F.: 
No. 26115 Gallon Can 
No. 26662 Pint Can 


For use below 32°F.: 
No. 42415 Pint Can 
No. 42414 Gallon Can 
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Take advantage 

of the modern convenience 
this thoroughbred 
workhorse offers— 

save time, money 

and labor by 

putting it to work 

for you. 
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ROCKWELL KANGO MODEL H BREAKER 


CHECK THE MANY 
ADVANTAGES OVER 
AIR COMPRESSOR TYPE 
SYSTEMS 


Lower Cost—performs as well as a 65 |b. 
air hammer with compressor and hoses 
yet costs about a third as much. Lower 
freight, operating and maintenance ex- 
pense too! 

Free Movement—no compressor or hoses 
to haul around, just plug into any 
handy house current power supply. 
Quiet Operation—much quieter than 
comparable pneumatic equipment. Op- 
erate near hospitals and schools with 
minimum noise. 


No Fumes, Less Dust—ideal for closed- 
in Operation. 

Reliability-rugged electro-pneumatic 
principle delivers day-in, day-out 
power over the years for even your 
toughest jobs. 





Versatile—performs equally well on 
breaking or hammering jobs. Typical 
applications include cutting asphalt, 
breaking concrete, digging packed 
earth, cutting frozen ground, tamping 
back fill and more. 


, 
 ® 





Model H 
Breaker 


Now, big shattering power in a truly 
portable breaker for cutting asphalt, 
breaking concrete, digging packed 
earth, cutting frozen ground, tamp- 
ing back fill and more. Operates on a 
rugged electro-pneumatic principle 
that delivers a hard, hi-impact punch 
for big hammering and breaking jobs, 
without the need of a separate air 
compressor system. The light, flexi- 
ble cable connected to any normal 
house current power supply (main 
line or portable 3 KW generator) 
gives you complete freedom to work 
anywhere. 


CATALOG LISTING 
AND SPECIFICATIONS 


ModeliNo:: pais wwccusse ecaannecece. H 
Motor. .1400-1500 Watt, Universal Type, 
115 Volt, 25-60 Cycle, AC-DC 


Speed 30 bn ene 850 Blows per Minute 
Weight of Blow.............. 40 Lb./Ft. 
Bearings Baier crores coco be it: Ball 
Overall Length ................. 36%" 
Net Weight: (Lbs:) 55h, ncccceianes 77 
Shipping Weight (Lbs.)............. 144 


STANDARD EQUIPMENT 


Model H—Basic Machine, 9’ 3-Conduc- 
tor Cord, 26305 15” Bull Point, 26310 
15” Chisel, 25937 Allen Key, 26662 Oil, 
and Instruction Manual. Packed in 
Wood Carrying Case. 


ACCESSORY EQUIPMENT 
y/ / 


o 










No. 26305 







No. 39968 
15” Tapered Point 15” Bull Point 
No, 38969 No. 26306 










18” Tapered Point 18” Bull Point 





No. 26310 
15” Chisel 
No, 26311 
18” Chisel 

















No. 26317 3” Width 
Asphalt Cutter. 
Long Blade 

No. 26318 5” Width 
Asphalt Cutter, 
Long Blade 








No. 26315 3” Width 
Asphalt Cutter. 
Short Blade 

No. 26316 5” Width 
Asphalt Cutter. 
Short Blade 












No. 26319 Spade. 
44” x BY". 












NO 
No. 39844 
18” Frost Wedge 






No. 26320 8” Diam. 
Back Fill Rammer, 





No. 39782 Special Allen Key 
No. 39784 Oil Filler Plug Wrench 
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ROCKWELL KANGO HAMMER ACCESSORIES 


HAMMER ACCESSORIES 
FOR USE WITH THE 
DISCONTINUED MODEL 
M, K AND L 


UNIVERSAL DRILL HOLDERS 
For use with Star and Flat Drill\|Ends 
on Model K and M Hammers. 








265727 CAPE CHISEL 
12° long. For cutting grooves, keyways. 
etc. For use with K Hammer. 





ROCKWELL KANGO roe ne = 
mame 32S 008 a Sse nine crulliog an pelted 





CHUCKS AND TURNING WRENCHES 


M-K 
L | 


45937 TURNING WRENCH ONLY 
For above listed chucks. 


26529 DRIFT KEY. 
For removing Star Drills from 26528 and 












For Star Drill 


V," to 144" 
¥2 to 1% 









CONCRETE CHISELS 
Round Shank 





Round Shank 





FLAT WOOD CHISELS 
For wood gouging and shaping. For "‘L™ 
Hammers only. 








26702 Chucks. No. Length | For Hammer 
26721 L 
26564 K-M SPADES 
26565 K-M For occasional trenching of earth, clay. 
EEE =s 76566 K-M etc. Square shank (non-rotating). For M 
76567 K-M and K Hammers. 
STAR DRILLS 
For Square Shank (Non-Rotating) 
Hammer No. Length For Hammer 
K-L ta | ane 


= 
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**See Star and Flat Drill Ends. 








OFFSET CONCRETE CHISEL 
For cutting in awkward places. 





=e) 
COLD CHISELS 


For chipping, edging and removing weld 
splatter. 





27025 FLOOR CLEANING TOOL 

For removing dirt, grease, paint, etc. 
Square shank (non-rotating) for M and 
K Hammers. 





COMBS 

Use with 26590, 27030 or 26740 Comb 
Holders for slotting, grooving, scaling 
and concrete cutting. All combs are 
double-edged to provide two of the same 
cutting tools in one unit. 











Application 


Coarse 





Slotting, Grooving 
Comb Cut-Outs 
26592 Fine Slotting, Grooving 
Comb Cut-Outs 
26586 1° For Removing 
] Scaling scale 
sp Spalinietetdigt Leads AAs Lt 26587 Concrete Slotting, Chipping, 


Use with 39003, 39004 or 39005 Univer- 
sal Drill Holder for drilling 114"to 34" 
diam, holes, 


Star Drill Ends 











SCALING CHISEL 
For removing scale, rust and paint. 












Cutting Edging, Channeling 





COMB HOLDERS 
For use with Combs 
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ROCKWELL PORTABLE POWER TOOLS 





ROCKWELL KANGO HAMMER ACCESSORIES 





ROLLER BUSH 
HAMMERING TOOLS 


Complete with Hammering Head (26635). 


For fast, efficient bush hammering. 


No. For Hammer 
26634 K 
26730 L 


26635 REPLACEMENT ROLLER BUSH 
HAMMERING HEAD ONLY 


LL Ef 
26600 BUSH HAMMERING DISC 
Use with 26599 or 26747 Bush Ham- 


mering Tool Holder. For surfacing and 
roughing concrete and brick. 


26599 BUSH HAMMERING DISC 
HOLDER... For K Hammer. 


26747 BUSH HAMMERING DISC 
HOLDER... For L Hammer. 


SSE —  —— 


TOOL BLANKS 
For making up your own tool heads. For 
M and K Hammers. 


No. & Shank Type | Length 


27000 Square 11” 
(Non-Rotating) 
27001 Square 14° 


(Non-Rotating) 
27002 Square 


(Non-Rotating) 17” 
27578 Round 17” 
27003 Square 23" 


(Non-Rotating) 





“ELECTRODE DRIVERS 
For driving grounding rods. For use with 
M Hammer only. 


No. Size (Electrode) 
26630 VY," 
26631 /,” 
26632 V," 
26633 3" 





RIBBED SCALING TOOLS 

For use with 26744 Channeling Tool 
Holder on L Hammer only. For defouling 
marine hulls, scaling corrosion on decks, 
tanks, etc. 





Scaling Head 


Round 
Square 










OIL 
FOR M, K AND L HAMMERS 
For use above 32°F.: 
26115 Gallon Can 
26662 Pint Can 
For use below 32°F.; 
42415 Pint Can 
42414 Gallon Can 








TAMPING TOOL 
PADS AND SHANKS 


nd 


Used in combination for 
tamping mixes with low 
water content. Where tool rotation 
is not essential, use square tool shank, 





Tamping Tool Pads 
For all Tamping Tool Shanks 


No. Size 
26603 oY xa" 
26604 3” x 4” 
26605 4” « 6" 
48972 4" x44" 





Tamping Tool Shanks 


No. & Type | Length | For Hammer 


26606 Round Shank 


27020 Square Shank 
(Non-Rotating) 
26607 Round Shank 
27021 Square Shank 
(Non-Rotating) 
26608 Round Shank 
27022 Square Shank 
(Non-Rotating) 


26762 Round Shank 


CHANNELING BITS 
AND BIT HOLDERS 


Used in combinations indicated for chan- 
neling in brick, concrete, building block, 
etc. where precise depth control is essen- 
tial, use guided typechannelingtoo! holder. 





Required Channeling 


Channeling Bit Tool Holder 


No. | Width | No. &Type | yarn 
45929 
45939 (Conventional) K 
45930 
(Guided Type) 
45929 
45928 (Conventional) K 
45930 
(Guided Type) 
(c 26593 
onventional) 
26595 26596 K 
(Guided Type) 
26744 L 


(Conventional) 


26665 ALLEN WRENCH 
For K, L and M Hammers. 


26680 AUXILIARY HANDLE 
Detachable. 
For K and M Hammers. 








26594 DRIFT KEY 
For removing Channeling Tools from 
Channeling Tool Holder. 


VIBRATING TOOLS 












V-Shaped with Swivel 
Head for Use on Corners 





26624 Fiat Swivel Head 


26767 L 
26625 Rubber Head K 
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For use throughout industry and the construction trades | 
for efficient and economical heavy duty production 
or custom routing applications: 













Model 536 | 
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Model 537 | 
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ROCKWELL ROUTERS 


ROCKWELL 
QUALITY CONSTRUCTION 


1. Non-Marking Base—a glass-smooth 
plastic base panel that will not scratch 
or mar the work. 


2. Micrometer Dial Depth Adjustment— 
extremely accurate, yet simple to use— 
no delicate gears or pinions to get oul 
of order. 


3. Exclusive D-Handle—on Models 150 
and 537, provides instant trigger switch 
power control and convenient, safe 
router handling in any position. 

4. Ball Bearings—permanently sealed, 
precision ball bearings for quieter op- 
eration and longer life. 

5. Aluminum Alloy Housing—strong, yet 
feather-light—router can be used over 
long periods of time without operator 
fatigue. 


6. Totally Failure Protected Motors on 
Models 536, 537 and 514—Cuts down 
time and minimizes troublesome serv- 
icing problems. Armature windings 
feature a new scientifically developed 
high temperature coating and bonding 
—unaffected by frequent, prolonged 
overload, harmful abrasives, moisture 
conditions or other causes of motor 
failure. All commutator-coil connec- 
tions are welded making them stronger 
and more resistant to heat than con- 
ventional soldered leads. 


7. Interchangeable Mortor Feature on 
Most Models—permits use of router 
motor with plane or shaper table at- 
tachments for often required planing or 
shaping operations. 

8. High Speed—all routers in the 20,000 


rpm plus” range for smooth, fast, chip- 
free routing. 


9. Precision Collet Type Chuck—virtually 
eliminates bit ‘run-out’. Assures accu- 
racy; makes bit and cutter changing 
fast and easy. Adapters permit use of 
various shank diameter bits. 


10. Strain-Relief Protection—U-L ap- 
proved 3-conductor Cord features 
“strain-relief" protector at handle to 
prevent kinking and dangerous wear. 


@ 


MODEL 536 
144 HP 
ROUTER 
with 
Conventional 
Dual-Knob 
Handles 

and Recessed 
Double Pole 
Switch 


MODEL 537 — 142 HP ROUTER 
with Exclusive 

D-Handle Design 

and 

Trigger Switch 





Only Rockwell offers users a heavy- 
duty 1'/2 HP router in a choice of 
handle designs. Whether you choose 
the conventional dual-knob or ex- 
clusive D-handle model, unmatched 
Rockwell versatility is still yours. 
Each router will handle an almost 
infinite variety of jobs from basic 
decorative cutting to laminate trim- 
ming. 

To order motor only, specify; 

Model 537M Router Motor—Includes 12” 
3-Conductor Cord, 24616 14” Collet, 
24615 14” Collet and 24617 Wrench Set 


CATALOG LISTING 
AND SPECIFICATIONS 


Model No. 537 536 
Motor Amps. 
















“ ie VY, it 


Collet Capacity | chit Type 





Trigger Recessed 
| w/Lock Button | Double Pole 


Height 9%” 9%" 
et 14 12 


N 
Wt. ra a Fr 
Shpg. 16 14 


MOTORS—Universal Type, 115 Volt. 25-60 
Cycle, AC-DC. 





Switch 





STANDARD EQUIPMENT 


Both Models—Basic Machine, 537M Mo- 
tor with 12” 3-Conductor Cord, 24615 
%” Collet, 24616 %” Collet, 24617 
Wrench Set; 10’ 3-Conductor Extension 
Cord; Base Assembly (536B with SRB44 
Sub Base for 536; 537B with PR153 Sub 
Base and 10’ 3-Conductor Cord for 537) 
and Operating Manual. 
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MODEL 514D—2'% HP ROUTER 


The largest and most powerful rout- 
er in the Rockwell line! Built for con- 
tinuous, rugged operation—with full 
2'/e hp motor and big '/e” collet 
capacity—it has the “beef” and stam- 
ina needed to handle your most de- 
manding routing applications. 


CATALOG LISTING 
AND SPECIFICATIONS 
ModaliNo: esicncwsvreraemeunwexcr bla 


Motor....12 Amp., Universal Type, 115 
Volt, 25-60 Cycle, AC-DC, 


No Load Speed (RPM)..........20,000 
Collet Capacity... ... 46", Split-Type 
Switch: ace c. Recessed Double Pole 
Maight cis aswle de kac ceases Ae ey <td 
Net WeIBNE (LDS:) clea aera ane yiaias 23 
Shipping Weight (Lbs.)..............25 


STANDARD EQUIPMENT 


Model 514D—Basic Machine, 514DM 
Motor with 14” 3-Conductor Cord, 24616 
16” Collet, 24617 Wrench Set, 514B Base 
Assembly including SRC33 Sub Base, 
10’ 3-Conductor Extension Cord and 
Operating Manual. 


ACCESSORY EQUIPMENT 

No. 26793 Carrying Case—Heavy gauge 
steel, Holds either Model 537 or 536 
Router and accessory parts. 

No. 27684 Auxiliary Switch—For chang- 
ing swilch position of Model 514D 
Router. 

Router Edge Guides—Easy to mount ad- 
justable guides for accurate straight (or 
curved) edge planing; parallel groov- 
ing, dadoing or slotting operations. 

No. SRB7Y—For Model 536. 

No. 39120—For Model 537. 

No. 5043—For Models 536 and 537. 

No. SRC7Y—For Model 514D. 

Alternate Position Adapters—For use 
with Router Edge Guides. 


For Router Bits, Shaper Cutters, Accessories and 
Attachments, Refer to Accessory Section M4. 





For use throughout the building trades for efficient and economical 
heavy duty production or custom routing applications 















Cutting a wide variety 
of decorative edges and 
often-used wood joints. 


Smooth, accurate, 
trimming of veneers and 
plastic laminates. 


© Fast, economical 
production 
| door-hanging jobs... 
| and more. 






MODEL 64 
14 HP ROUTER 
The First, 
Double-!Insulated Router 
In the Industry 
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ROCKWELL ROUTERS 


MODEL 350—1% HP ROUTER 


MODEL 150—1)}, HP ROUTER 


with Exclusive 
D-Handle 
Design 


MODEL oa HP ROUTER 


1 ee oe? 5 





HP ROUTER 





Here are four popular routers of 
varying horsepower for a wide va- 
riety of building trades routing ap- 
plications. They'll handle everything 
from hinge butt routing of doors and 
jambs to edge trimming of plastic 
laminates and wood veneers. The 
detachable motors of Models 100 
and 150 Routers can even be used 
with accessory plane attachments 
for on-the-job door fitting applica- 
tions. All four models are in the 
20,000 RPM plus speed range for 
smooth, chip-free rouling results and 
feature such quality features as 
permanently sealed ball bearing con- 
struction . . . micrometer dial depth 
of cut control .. . non-marking base 
panel design... and more! 

The Mode] 64 Router is double in- 
sulated, too. Constructed of a non- 
conductive, unbreakable thermo- 
plastic—it more completely protects 
the user from electrical shock from 
product malfunction. 


STANDARD EQUIPMENT 


All Models—Basic Machine, Motor, Base 
Assembly including a Sub-Base, 3-Con- 
ductor Cord; Collet, Wrench Set and Op- 
erating Manual—as follows: Model 350- 
350M Motor with 10' 3-Conductor Cord: 
350B Base Assembly including 39098 
Sub-Base, 42591 14" Capacity Collet 
and 42596 & 42914 Wrenches. Model 
150—150M Motor with 1’ 3-Conductor 
Cord; 150B Base Assembly with 10° 
3-Conductor Cord and SRB44 Sub-Base, 
PR26 4%” Collet and PR27 Wrench Set. 
Model 100—100M Motor with 10’ 3-Con- 
ductor Cord, 100B Base Assembly in- 
cluding PR153 Sub-Base, PR26 \%” 
Collet and PR27 Wrench Set. Model 64 
—64M Motor with 7° 2-Conductor Cord, 
64B Base Assembly, %” Collet and 
44754 Wrench Set. *2-wire on Model 64 


CATALOG LISTING 
AND SPECIFICATIONS — 


Model No, , 
Motor Amps. — 
No Load 


Speed 
(RPM) 


Collet * 
Capacity rhe 

re Tea) Recessed Trigrer 

Switch Double | w/Lock 






Height _ 


MOTORS— Universal Type, 115 Volt, 25-60 
Cycle, AC-DC. 


To order motors only, specify: 

Model 350M Router wie eee 10' 
3-Conductor Cord, 44” Capacity Collet 
and 42596 & 42914 Praennes 

Mode! 150M Router Motor—Includes 1’ 
3-Conductor Cord, PR26 14” Capacity 
Collet and PR27 Wrench Set. 
Model 100M Router Motor—Includes 10’ 
3-Conductor Cord, PR26 %” Capacity 
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Collet and PR27 Wrench Set. 

Model 64M Router Motor—Includes 7’ 
2-Conductor Cord, 4” Capacity Collet 
and 44745 Wrench Set. 


ACCESSORY EQUIPMENT 
No. 26793 Carrying Case—Heavy gauge 
steel. Holds either Model 350, 150 or 100 
Router and accessory parts. 

No. 24606 Carrying Case—Heavy gauge 
steel. Holds Model 150 Router and 150P 
Plane Attachment or Model 100 Router 
and 100P Plane Attachment. 





Router Edge Guides—Easy to mount ad- 
justable guides for accurate straight (or 
curved) edge planing; parallel groov- 
ing, dadoing or es operations. 
No. 2064—For Mode! 6 


No. PR47¥—For et 350, 150 and 
100. 

No. 5043—For Models 350, 150 and 100 
Routers plus all other Rockwell router 
models except the Model 514. 

No. 43000 14," Collet. For mounting 4” 
shank router bits to Model 350 Router. 
No. 43001 34” Collet. For mounting 45” 
shank router bits for Model 350 Router. 
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ROUTER BIT KITS 

No. PR138Y Router Bit Kit. Includes 
E412 $s” Corner Round, L412] “4” Rab- 
beting and A408] 14" Straight Router 
Bils plus 25 CG Grinder Wheel. 

No. 50025 Router Bit Kit. Includes 
1412] Rabbeting, E408] 4” Corner 
Round and A408] 14” Straight Router 
Bits, 


For Complete Information on 
Router Bits, Shaper Cutters 


Accessories and Attachments, 
Refer to Accessory Section M4. 






















A NEW AND COMPLETE 
LAMINATE TRIMMING SYSTEM 


to meet the needs of every user 
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ROCKWELL LAMINATE TRIMMERS 


THE MOST POWERFUL 
FASTEST CUTTING LAMINATE TRIMMERS 
IN THE INDUSTRY 








1. Powerful 3.8 Amp, 27,500 RPM Motor—removes |aminate 
overhang in a single pass with smooth chip-free results that 
eliminate need for primary “step down" trimming or second- 
ary filing operations. 
2. Double-Sealed Ball Bearing Construction—features an ex- 
clusive centrifugal slinger barrier to keep out harmful dust 
particles and a plyoseal oil ring to retain lubricant. 
3. Positive Hold Collet Chuck—offers twice the holding power 
under load; less than .002” run out for smooth chatter-free 
trimming. 
4, Flat Top Housing Design—permits safe, easy “up-right”" bit 
changes and adjustments. 
5. Sliding On-Off Switch—allows safe fingertip “use-hand” 
power control. 
6. Non-Marking Plastic Base—full 354” square on the ‘310’ for 
full support and greater stability on all production trimming 
jobs with the added advantage of built-in chip shield to di- 
rect cuttings away from the operator. 

Exclusive triangular-shaped base on the Offset Model 311 
and 312 Trimmers for in-corner trimming flexibility. 


@ 








7. Exclusive Solid-Carbide Trimming Bits—included as stand- 
ard equipment on the Model 311 and 312 Trimmers. Positive- 
guide Model 312 is equipped with a combination flush and 
10” bevel trimming bit. Model 311 features a unique self- 
piloting 7" bevel trimming bit. Self-piloting flush trimming 
bit available as an accessory extra. | 
Model 310 Production Trimmer includes a carbide-tipped 
combination 22” bevel flush trimming bit. 
8, Light Weight Design—trimmers weigh less than 4 pounds— 
the lightest power per pound trimmer line in the industry— 
permitting non-tiring, one-hand control in any position... 


on any job. 
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Precision Guide-Bearing Adjustment Control (on the Model 
310)—with positive-hold lock knob permits precise depth of 
cul settings to within .015”. 

Easy-To-Use Micrometer Ring Adjustment Control (on the 
Model 310)—accurate to .015”, for fast, easy bit alignment for 
bevel or flush trimming. 
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Unique Dual Edge Guide (on the Model 312)—ecliminates over- 
cutting and gouging on turns and corner work. Flush and 
bevel trim guide ends are especially engineered to match the 
like cutting diameters of the combination bit furnished. 

Positive Guide Centering (on the Model 312 only)—does away 
with trial and error adjustments, assures precision guide-to- 
bit alignment—the first time! Flush and bevel guide ends ad- 
just independently using a full-proof gauge pin method. 


Z 
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ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 





ROCKWELL LAMINATE TRIMMERS 





The most powerful, 
fastest cutting laminate 
trimmer in the industry! 
Offers more power.. . 


more speed ... more of 
everything you need in 
the way of functional 
features for fast, effi- 
cient, one-hand, one- 
pass, flush and bevel 
trimming of laminates 
on a production basisv 


CATALOG LISTING AND SPECIFICATIONS 


Model 310 





MOG Ne. ae ie.6:e:0:6:456/0:6 21609910 Ne FS STE S NAT oT Tae 310 
MIOCOF oso ain wiurvia WRia-pra wine a Maen 3.8 Amp, Universal Type, 
115 Volt, 25-60 Cycle, AC-DC 
SPCC 55 a3a oS eie v's 6S Nis wa Boe yo lease aver Eee ae 27,500 RPM 
COMCU CANA CITY... 0.0.5 .0:0:p:2 nje.c isis n mcorecele as ETO ATa TERETE aTe > eal 
BOSC SIZC e555 pce genie oe ROE eS 358" Square 
gi)". | i rE OR ri esis SMCOT nT, 7 bos 
Net Weight (LBS; aic.sccicevcv creteivicle ns wiovs otarers eisttheltierateldtacniere 3% 


STANDARD EQUIPMENT 


Model 310—310M Motor; 310B Trimmer Base Assembly with 
45792 Chip Shield, 45582 Nylon Roller Guide and 45583 Steel 
Roller Guide; 44858 Carbide-Tipped Combination Flush and 
22° Bevel Trimming Bit; 44745 Wrench Set and 3-Conductor 
Cord. 


ACCESSORY EQUIPMENT 


Offset Trimmer Conversion Kits for use with the Model 310M 
Power Unit. 





Available with, or without positive guide control, for use 
with conventional, or new, self-piloting type trim bits! For 
corner and backsplash trimming applications not possible 
with the standard in-line Model 310 Trimmer: 

No. 5022 Offset Base with positive guide control for use with 
(VTC408C) Solid-Carbide Combination Flush/Bevel Trim- 
ming Bit. 

No. 5031 Offset Base Only, for use with (VT408C Flush and 
VTB408C Bevel) Solid-Carbide, Self-Piloting Type Bits. 





Model 311 Model 312 

Two Versatile Models—a unit with unique positive guide 
control for flush and bevel trimming or the same power 
and base unit, equipped with a revolutionary new self- 
piloting trim bit! 

Now, a totally new concept in laminate trimmer design 
—a trimmer with an offset drive spindle and a unique 
triangular base that permits a variety of job-site trim- 
ming jobs not possible with in-line trimmers! 

Only wth a new Rockwell Offset Trimmer can you 
trim in and out of 90° corners... handle backsplash 
trimming jobs that previously required special cutters or 
laborious hand trimming and filling... trim sheet over- 
hang flush with corner wall surfaces close to baseboards 
and floors ... scribe and trim counter-tops flush to irreg- 
ular walls in a single operation... and more! 


CATALOG LISTING AND SPECIFICATIONS 


Model, NUumD@rs «(0.0 cie-ectsie. crease o's 5/0 saleic ein sare inigaars 311 and 312 
CAS OES CRIC ER ID OC LSU COREL 3.8 Amp, Universal Type, 

115 Volt, 25-60 Cycle, AC-DC 
SOON a vicronivielaiols a2eidiwivicle(chanaeraialelarerciere a nlawratatesyats 27,500 RPM 
DIVO 2 ain. 0i5.15:nu foceresw.o-aiese Siole giene-eta:a\pidra elwroinlars-o/ kre Mia Meas Cog Belt 
Collet. Capacity’ s soc.ccccGineieciesculcercembaew ec calpulcaaeaee is 
BOG oo a icinisiacecevesa/sieis@nin ee aie pinvatatat wn) nin'e wel we seein Triangular 
Heleht cc aicdiso escie ena win in sma oi Ov nalelg realare a enietee 612” 
Net: Weight: (LD6:) ) oc nis:cvecc octhece ctx oternlate a a'mae Suan lopetetteer a ner aaa 4 


STANDARD EQUIPMENT 


Both Models: 310M Motor, Trimmer Base Assembly (5031 on 
Model 311 with VTB408C Solid-Carbide Self-Piloting 7° 
Beveling Bit and 5022 on Model 312 with VTC 408C Solid- 
Carbide Combination 10° Bevel and Flush Trimming Bit); 
44745 Wrench Set and 3-Conductor Cord: 











ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 


ROCKWELL LAMINATE TRIMMERS 


THE FIRST 
DOUBLE INSULATED 
LAMINATE TRIMMER 
IN THE INDUSTRY! 





Full 144 HP (3.5 Amp) 28,000 RPM 
Motor furnishes plenty of power and 
speed for fast, smooth, chip-free bevel 
and flush trimming. 


Unique Dual Edge Guide—with both the 
flush and bevel trimming ends espe- 
cially engineered to match the like cut- 
ting diameters of combination bit fur- 
nished—eliminates over cutting and 
gouging of laminates on turns and cor- 
ner work. Guide is removable for trim- 
mer use with new accessory, self-pilot- 
ing trim bits. 


@ 








Positive Guide Centering. Flush and 
bevel trimming ends of the dual guide 


adjust independently using a fool-prool | 


gauge pin method to assure precision 
guide-to-bit alignment. 





Compact, Lightweight Design — weighs 
only 34% pounds; measures 344” in 
diameter—permits non-tiring, one-hand 
control in any position... on any job. 


PLUS THESE EXTRAS 


® Collet Type Chuck @ Ball Bearing Con- 
struction ™ Non-Marking Plastic Base 
® Solid Carbide Combination Flush 
Bevel Bit. 





No. 64B Router Conversion Kit—Con- 
verts the Mode] 364 Laminate Trimmer 
Into an efficient, high speed router ca- 
Pable of handling a wide variety of 
-€xtra" jobs from basic decorative edg- 
ing to cutting often-used wood joints. 


“J wee eee ey 
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Model 364 





The first double insulated laminate 
trimmer in the industry! Constructed 
of a non-conductive, unbreakable 
thermoplastic —it more completely 
protects the operator from electrical 
shock from product malfunction. 

Although low in price (under 
$50.00), it ranks with high priced 
trimmers in flexibility of operation. 
The ‘364’ will handle all of the bevel 
and flush trimming jobs related to 
standard in-line trimmers. Its com- 
pact and lightweight design even 
permits trimming hard-to-reach 
overhang in places inaccessible to 
larger machines. 


CATALOG LISTING 
AND SPECIFICATIONS 


Morel Nose ce ote cr tags 364 
Motor .......3.5 Amp, Universal Type, 

115 Volt, 25-60 Cycle, AC-DC 
Speed fsa iaaiea/e cs tale 28,000 RPM 
CotletiCanacityie. ee Aa 
Base Size......... SOM ORROr 314” Dia, 
al 1] dp St apearnrererise ore rere ditiet ice? acarereteteee Gin 
Net Weight (Lbs. ) scars pisisteliviave alate ie One 


ACCESSORY EQUIPMENT 


Model 364—-64M Motor; 364B Trimmer 
Base Assembly; 49750 Guide Unit; VTC 
408C Solid-Carbide Combination Flush 
and 10° Bevel Trimming Bit; 44745 
Wrench Set and 2-Conductor Cord. 
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ROCKWELL ROUTER BITS, CUTTERS aN ACCESSORIES 


ROUTER BITS 


Choice of exclusive screw-type or 
conventional one-piece bits. All 
made of high quality steel, specially 
heat treated for hardness to retain 
their precision ground cutting edges 
over longer periods of operation. 


J 
a 


ONE-PIECE UNITS 


Conventional one-piece units com- 
plete with shank, cutting head and 
when necessary, a pilot guide. All 
are 2-flute bits, except smaller diam- 
eter straight bits (4%” or less) which 
feature a single flute. 


f 


aja i © of, ——— . 


SCREW-TYPE BITS 


3-fluted bits, threaded for use with 
a separate arbor (shank) and, when 
required for edge routing opera- 
lions, a separate pilot guide. Advan- 
lages—3 culling edges, not 2, for 
50% faster routing ... larger, more 
massive cutting head design for 
easier, smoother cutting... and be- 
cause you can use the same arbor 
(and pilot) for a variety of screw- 
type bits, you save money. Versatile 
screw-type bits cost less than com- 
plete one-piece units. 





Straight Spiral (Down)—For through cut 
ting plastics and non-ferrous metals; 
also for deep slotting operations in 
wood. 

ONE PIECE 














i f 


straight—For general stock removal, 
slotting, grooving, rabbeting. 
ONE PIECE 


a—{ pH 


No. A 





A404)* 


Straight Spiral (Up)—For slotting and A406J* | tig" 
















isi ; me | LAs 
morlising operations, particularly in Aaoss | 4" | Ve 136° 
non-ferrous metals such as aluminum A408sJ | Ly" il | LA" 
. *AAO8 Le i? va 
ONE PIECE p “| A410S | %e"|  ” Ma" | 14" 
No; Ag eB ee Cae #A412J me" | a" 4" | 144" 
SSS aS So A412L ee 1 LA” 7 
oT lee A812 el aye | ier | 1 Ye" 
su408 iy" wy" | 14" 114°" Ad14) Fiat | Yar “Ze Lia" 
SU610 56" wm" | 3" | 1" eso “aren Where oe 
sueize| %" | 1" | 4 | 2" Ratan (nice leek eeemlieee 
Fs) ss ee 81 " 2 ve" | LtAs” 
“Use 0-812 Adapter to mount to 4" collet ASl6L ee | [pea | Wa" | L%6" 
A516 | in | 134" She" 14" 
A418 Me}! Aas La? | 1s" 
Cc—e #—— A420 =; an le be 1" | 146" 
CAS24 | "| MH | "| Lhe" 
| ET A724 | %* | 14" “As" | le" 
D A824 148 | |* | i | 156" 
Aeae mr ie | me re 
A : ‘ 
4 “Single Fiute 
SCREW TYPE 
; No.2 [224A Baca 
: AS516 5" 19a" | | 
AS520 | %" | '%A2" | 
| ASS22 | MA6"| %2" | | 
ae | Sl ge] 
: tL : ~ LS a2 +4 
| AS528 i," 3g" | al ‘gh a 
AS530 He") 1%" | Threaded 
Pilot Spiral (Down)—For operations ASS32..—si" 19/55" reed 
where plunge cutting is required in con- Naaae | VAs" |) aa 
junction with templet routing, using the aease | nk 194," 
pilot guide. AS540 144" 1a" | 
ONE PIECE __ ASS44 | Pe z= 
No. 
PSD408 
PSD612* | 


Bead—For decorative edging. 
ONE PIECE 





a No. | A B | cy OD 

A 4 Pa F408) | MPR, PA ee ee 

* ® - = ‘ 4A} u* a ay +5" 4" 144" 

lot Seca (UP) WiMoriing, Boring. || “raze | nh ee Boe 
Sa SURES : SCREW TYPE 


is necessary to pull chips up out of the 
sae y p ps up Nos 4 ry a 


ONE ae . FS504 = %%"R.| 1943" 
FSS08 | 44"R. a 


@ Dealer Note: Add (M) to catalog number (eg., A-408/ Mi 4 
1 (M)), if you desire router bit on hang-up display card. 





ROCKWELL PORTABLE POWER TOOLS | 


ROCKWELL ROUTER BITS, CUTTERS AND ACCESSORIES 






























p—-A—q 
Stair Router—For routing stair tread 
and riser grooves. 













SCREW TYPE 
Corner Round. For edge rounding. No. | A | 
ONE PIECE _stT520_—| 1g" ii 1G” 
No. | oA Use BAAIL Arbor Veining—For decorative free-hand roul- 
E406 Ae"R. ing such as carving, inlay work. Use 
Sentai ey with adapters. 
®E416 Vy" R. 2 a gc ONE PIECE 
SCREW TYPE NO. ee es 






BB402 













No. | ERE ae: BB403 

ES5SOB | 4"R. | %" All with BB404 

ES512 | %"R. | 5%" Threaded BB405 | 

ES516 | '4’R. V4"-28 Hole BB406 | 
B404)* i 7a | 


*Single end, V/, " shank 





ba 





D Dovetail—For dovetailing joints. Use 
with dovetail templet. | ) 
ONE PIECE | | 
B No. ef ai Cc——e |}, —— D 
4 DT4085 
—'— °DT416J 
_ z anal 
f B 


Rabbeting—For rabbeting or step-cul- 
ting edges. 


ONE PIECE Panel Pilot-For cutting openings and 











No. | A | _ | Rabbet Cut Width all through-culling. 
el4ai2s | 1” mar) Te] %" ONE PIECE 
L408 | %" __No, | A) B | C , D | Cutting Edge 
pA epp403) | “| 1%" | Kw" | 1K" | 4” 


PP812 | %” | 1%6"| 4" 


| 1s” | "a" 





Mortise—For stock removal, dados, rab- 
bets, hinge butt mortising. 
ONE PIECE 


lot 
* with SP420 Pilot 








—A—4 Le 
Roman Ogee—For decorative edging. V-Groove-For simulating plank con- Sash Bead—For beading inner side of 























ONE PIECE struction on panels. window frames. 
No... 1+ A | D ONE PIECE | ONE PIECE 

@NRA455J | 442"R. | 12" No. oe Cc D 

®NRA48B "RR. | 1/53" , 





BA4O6) 


@ Dealer Note: Add (M) to catalog number (eg., A-408J 
(M)), if you desire router bit on hang-up display card. 2 














ROCKWELL PORTABLE POWER TOOLS 





ROCKWELL ROUTER BITS, CUTTERS AND 





Sash Cope—For coping window rails to 
match bead cut. 
ONE PIECE 

No. A B Cc D 
CA406J) | 








arf 


Straight Double-End—For general rout- 
ing, strip inlay, scroll work, Use with 
adapters. 

ONE PIECE | 





Core Box—For reeding, fluting and gen- 
eral ornamentation. 


ONE PIECE 





All with 
W".28 
Threaded 
Hole 
















“s 
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Cove—For cutting inverted radii. 
ONE PIECE 












| a" 
%" R. | %A6™ 
16" R. | 7143" 
SCREW TYPE | 
"-28 
GS508 4" R, | 19/y9" i 
GS512 Ye" R. | 19/5" iifesued 








45° Bevel Chamfer—For bevel cutting. 
ONE PIECE 





14"-28 


HS524 a Threaded Hole 





Spiral—For outside and inside curve cut- 
ling operations. Standard equipment 
with Model 5057 Router Scroll Saw 
Attachment. 





ACCESSORIES 





SEE YOUR 
INDUSTRIAL DISTRIBUTOR 
FOR ALL YOUR 
ROCKWELL 
PORTABLE POWER TOOL 
AND ACCESSORY NEEDS 


cele 





He can provide you with: 


= Assistance in your production plan- 
ning. His years of experience and tech- 
nical know-how have equipped him to 
give you expert advice on your produc- 
tion problems. 

= Fast delivery from local stocks. He- 
cause Of his knowledge of local mar- 
kets, he stocks the products you need 
—delivers your orders quickly and 
keeps your working capital free. 

= Prompt information on new and old 
products. He is in constant touch with 
manufacturers who supply him with 
information on new products and de- 
velopments. 

™ One source for many types of prod- 
ucts. One source ordering simplifies 
your purchasing procedure and re- 
duces your accounting costs. 


@ Dealer Note: Add (M) to catalog number (eg., A-408/ 
3 (M)), if you desire router bit on hang-up display card. 





ROCKWELL PORTABLE POWER TOOLS 





ROCKWELL ROUTER BITS, CUTTERS AND ACCESSORIES 


SHAPER CUTTERS 


All with 36” hole for use with a sep- 
arate spindle and collars, primarily 
with the shaper table attachment. 





Straight Face—For grooving. 





No. A B 
M604 15%" My" 
M606 13%" je" 
M608 15%" 1/4" 
M612 1%" ¥5" 
M616 1%" y" 
M624 | : 


M632 





Weather Strip—For narrow groove 
cutting. 
%a”" HOLE 

No. 


W505 
W506 
W508 
ws5os 
W510 
W512 
W514 
W516 
W517 
w518 


CARBIDE-TIPPED ROUTER 
BITS AND SHAPER CUTTERS 


Recommended for production cut- 
ting operations or when working 
with tough, more abrasive materials 
such as hard wood, plastic lami- 
nates, glue bonded plywood and 
composition materials. 





Mortising 
ONE PIECE 
No. 


HBe4c 26" 
®HBS5cC “6” 
_ _HBSsec As" 


Mortising SCREW TYPE 











a 114" 
14” 114" 
14" 
























No. ra eT 
AS516C All with 
AS520C 4,"-28 
AS524C Threaded 
___AS532C Hole 


Le 











Dove Tail 
ONE PIECE 





Rabbeting—Has }4,"-28 threaded hole for 
use with Pilot, 


ONE PIECE 





| Rabbet Cut Width’ 


“q* with SP412 Pilot 
“ie” with SP416 Pilot 
44” with SP420 Pilot 










| “| 1345” 
LS42 4" M7) 156" 








Corner Round—Complete with ES412P 
Pilot. Can be converted to Beading Bit 
using FS412P Pilot. 
ONE PIECE 


eee EEE 


No. 


ES408C 
® ES412C 
ES416C 


SS — 


Panel Pilot g 
ONE PIECE P—A 


Cutting 
“ | Edge 
¥LG 













| | @ Dealer Note: Add (M) to catalog number (eg., A-408J 
(M)), if you desire router bit on hang-up display card. 4 
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45° Bevel Chamfer 
ONE PIECE 





Solid Carbide ds -— 


Straight—Single Flute Bit. Complete with 
D404E Eccentric Adapter to vary width 
of cut. 

ONE PIECE 


Solid 
Carbide 
Core Box 
ONE PIECE 


Bead—Complete with FS412P Pilot. Can 
be converted to Corner Round Bit using 
ES412P Pilot. 

ONE PIECE 


FS408C 
FS412C 
FS416C 













Ss 


= 






Straight 
ONE PIECE 
















A406C* 
®A4O0O8C 
A408CD 
A410C 
A412LC 
A812C 
® A416C 
A816C 
AB16LC 
A418C 
A420C 
A824C 








*Sinrgle Flute 
(| —— o——_— | 
D 
| 
SB 
ws = 
A »— 


Stagger Tooth—For through cutting op- 
erations such as sink cutouts and door 
lights. 

‘ONE PIECE 


S 


C812C Ya" 114" 
SC816C i" 




















¢——-. o—__ D 
ae B 
ey eS 
V-Groove os 
ONE PIECE 


ee 


No. 
V4s0Cc J 









ie 
Slotting Cutter—Used to install spines 


and “T"' moldings. 
wie” HOLE 







SL504CJ 
SLS505CJ 
SL506CJ 
SL516CJ 





Door Lip Cutter Kit 
Y¥," HOLE 







Includes 


Corner Round Cutter (39145) 
and Rabbeting Cutter (39150) 








BITS AND CUTTERS 
FOR TRIMMING 
PLASTIC LAMINATES 






Self-Piloting Solid Carbide Flush and 
Bevel Trimming Bits—Newest method of 
trimming laminates! Use in the same 
manner as edge routing bits. 
ECONOMICAL-—Less expensive than 
ball bearing trimming bit assemblies. 
»« CONVENIENT—No guide adjustment 
assembly required. 
VERSATILE-No guide limitations for 
backsplash and tight trimming appli- 
cations. 
COMPLETE-No other attachments 
needed ... only the bits are required 


for laminate trimming. 






VT408C; Flush Cut 
VTB408C; 7° Bevel 





Solid-Carbide 
Combination Flush/ Bevel Trimming Bit— 
with 4,” diameter shank. 


: Flush 
Cutting Edge 
No. Length rs Bevel 





VTC408C 





Carbide-Tipped Combination Flush/Bev- 
el Trimming Bits—With \” diameter 
shank for use with No. 5023 Trimming 
Kit or No. 310 Laminate Trimmer 








Carbide-Tipped Bevel Trimmer Bits— 
With 44” diameter shank for use with 
No. 5023 Trimming Kit or No. 310 Lami- 
nate Trimmer. 

No. 25481—10° Bevel Cut 

No. 25475—25° Bevel Cut 





Carbide-Tipped Ball Bearing Flush Trim- 
ming Bits—Use with No. 25742 Bearing 
Guide. 





Cutting| Cutting Edge | Shank 
No. | “Dia: Length Dia. 
25741 | %%° 1” 4" 
25957 py" 7a” 4" 


Carbide-Tipped Trimming Cutters—With 
5,,” diameter hole. 


No. Type Used With 
25621) Flush Cut! No. 25646 Arbor 
25629; 10° Bevel Ca" shank) or 


No. 25643 Arbor 
25625 25° Bevel 2, shank) and 
04-X Bearing Guide 





Carbide-Tipped 25° Bevel Trimmer Kits 
No. | Includes 
25653 25° Bevel Cutter, No. 25646 Arbor 


44" shank) and No, 504-X Bearing 
uide. 


25656 25° Bevel Cutter, No. 25643 Arbor 
C2 Se keel and No. 504-X Bearing 
uide 








Carbide-Tipped 15° Backsplash Trimmer 
—With 5:¢” diameter hole. 


No. Used With 


25953 No. 25646 Arbor (has shank) or No. 

25643 Arbor (42" shank) and No. 
504-X Bearing Guide. Wood cleats 
are mounted us router subbase to 
control depth of cut. 










@ Dealer Note: Add (M) to catalog number (eg., A-408/ 


5 (M)), if you desire router bit on hang-up | 


display card. 
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ROCKWELL PORTABLE POWER TOOLS 
ROCKWELL ROUTER BITS, CUTTERS AND ACCESSORIES 


SPINDLES, ARBORS, ADAPTERS, BUSHINGS, 
GUIDES, COLLARS AND PILOTS FOR USE WITH 
ROUTER BITS, CUTTERS AND TRIMMERS 


Spindles—For use with shaper cutters. Includes 4 collars and nut unless 
otherwise noted. 


ics =e ll|F 
‘a a | Wileecrr ‘les 









> acca 




























TYPE P TYPE T 
| E 
| Thd., For Router(s) 
No. Type A B 17 eC D Leth. Models(s) 
PR82Y | T | %e"-24thd. | %*-20thd. | 2%" %" | 1%e" | 100, 150, 155 
IBS4Y p | $4 4"-24 thd. ie" yer | oy 447 | 4537, 4514, 4350 
*SL1Y P /_7-24 thd Y,” y” 1%” %.” | 100, 150, 155 
| | 537, $514 5350 
SRB21Y | P | %e"-24thd. | = 4” 2%° | %" | 1%" | 537, 350 
SRC2SY | P| 567-24 thd. | “” 2%," 1.” 1%" 537, 514, 350 
SRB20Y P ¥,"-24 thd. y," 2%," 204," 1% 537, 350 
SRC28Y | P ¥%”-24 thd. y" 2%” 1c” 1% . 537, 514, 350 
215099 | T %4°-24thd, | %e*-20thd. | 1%” %* 1%" 100, 150, 155 
353299 P Yy"-24 thd | yy” | 16" 29/2" 1%” 537, 350 





‘Equipped with 3 collars and a nut. ® *Equipped with 1 collar and a nut. 
3Order collars (8BC604, BC606, BC608, BC612) and nut (BS1A) separately. 
‘Adapter D810 required. ® “Adapter D808 required. 


Shaper Collars Bearing Guides 


Hole | Outside | ' No. Used With 
__ No. | Diam. _|_Diam.__| Width _ 25742 | Nos. 25741 and 25957 
Flush Trimmers 


Nos. 25646 and 25643 
Arbors 


504X 





Bushings—Used to re- 
duce hole diameter of 
shaper cutters to Si¢” 
diameter for mounting 
to spindle. All with 
%8” outside diameter. 


Arbors—For use with screw-lype 
router bits. 
No. A B Cc 













SL1 6-24 thd. | 2%." 
No. BAAIL M4"-28 thd. | 1!%e" 
%"-28 thd. | 1'%e6" 

Eman Y,"-28 thd. 
PR101 — 
Bie Arbors—For use with trimming cut- 
PR104 ters. 
PR105 
























25646 
25643 





ad 
yA" 





| 


"Ag"-24 thd.| 26" 





Adapters—Use to increase diameter 
of shank to fit various diameter 
router collets. 
























Nosie i RAs Tale 4B c 
D402. | Yer | 1” Pilots—To control horizontal depth 
D403 | 2" Vi" if of cut of router bits. For use with 
D404 | 4" 4" 12 w type bit 
D405A | */," ve 1/4" scre yp iis except type AS 
D406A ss ju," ed 1%" series numbers, 
D508 4," he" 1” 
D708 Vg the" 114" No» B Cc 
D710 6 lAg” 114” 4,".28 thd. 
psos A" ne 134" SP416 "28 thd. | Y%" 
D810 Aa" y," 114” *ES412P = ¥," 
D812 Ye" Yn" 4" *FS412P = Ye" 
DB14 he” Vd 134" SP420 “%"-28 thd. | ¥%" 





DS405 For G13 Grinding Whee! Only 


*Furnished with 48-32 thd. mounting screw 








Rockwell 


MANUFACTURING COvPanr 





weet i A Cat Me, 002% em HORA 





ROUTER BIT KITS 


No. PR138Y Router Bit Kit. Includes 
E412 38” Corner Round, L412] *4” Rab- 


beting and A408] %4” Straight Router 


Bits plus 25 CG Grinder Wheel, 

No. 50025 Router Bit Kit. Includes 
L412] Rabbeting, E408] %” Corner 
Round and A408] %4” Straight Router 
Bits. 





SHAPER TABLE ATTACHMENTS 


Used with detachable motors of routers 
for stationary tool convenience. Han- 
dles straight, angle or bevel shaping 
and jointing operations, especially on 
narrow hard-to-handle materials. Maxi- 
mum depth of cut: 4” for shaping, 442” 
for jointing. 

Includes 20” x 8%” Table, 150303Y 
Fence Assembly, Spindle (150 99 for 
1505; 53299 for 532S), BS1A Retaining 
Nut, BC604 %” Collar, BC606 ‘%.,” Col- 
lar, BC608 4” Collar, BC612 *&%” Collar 
and Operating Manual, Net Wt. 35 lbs., 
Shpg: Wt. 50 lbs. 

No. 150S. For Router Motors 100M, 
150M, and 350M 

No. 532S. For Router Motor 537M 


ACCESSORIES 
No, 150308Y Auxiliary Guard 
No. 150307Y Circle Guide Bracket 


No. 5056A Shaper Table. For use with 
all Rockwell Routers, except Model 
514D. Shapes narrow pieces of stock 
that are often difficult to handle with 
a router or other tool. Heavy cast iron 
construction, 
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LAMINATE TRIMMING KIT 
Model 5023—For edge trimming of plas- 
tic laminates and wood veneers. Car- 
bide-tipped combination bit handles 
both flush and bevel trimming opera- 
lions. Micrometer adjustment control 
of non-marking nylon roller guide as- 
sures smooth, accurate cutting. 
Includes Roller, 50233Y Carrier Assem- 
bly, 50236 Sub-Base, 50238 Carbide 
Tipped Combination Bil and Operating 
Manual, Net Wt. 4 lb., Shpg. Wt. % Ib. 





BIT AND CUTTER 
SHARPENING ATTACHMENTS 
For fast, accurate sharpening of router 
bits and cutters. Adjustable for one, 
(wo or three cutting edge bits with 4” 
or 45" shanks, also 3%” hole cutters. 
Using accessory adapters; 5ig”, “16” 
and “4” shank bits can also be sharp- 

ened. 

Includes Attachment, 7CG Arbor, 25CG 
Grinding Wheel, D808 44" Bit Adapter, 
239X Wrench, 1627X Wrench, Tripod 
Router Stand and Operating Manual. 
Net Wt. 1 lb,, Shpg. Wt. 2 lbs. 

No. 5011B. For Models 100, 150, 350 


No. 5011511. For Models 536 and 537 
No. 5011514, For Model 514D. 


ACCESSORIES 
No. 15CG Dressing Stone. 
®No. 25CG Grinding Wheel. 1" shank. 

No. G13 Grinding Wheel. 59" hole. 

No. BG21 Grinding Wheel. 3x” hole. 

NO: D810 Adapter. For 5 ¢” shank diam. 
its. 

No. D814 Adapter. For 744” shank diam. 
its, 

Ne, D812 Adapter. For x” shank diam. 
its, 
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DOVETAIL TEMPLET 


An easy-to-use guide for cutting perfect 
dovetail joints. Handles stock up to 12” 
wide: 5,¢" to 1” thick. Cuts 4%” stand- 
ard dovetails and rabbet dovetails. 
Model 5028. Includes Templet, 50437 
Metal Finger Templet and Operating 
Manual. 


ACCESSORIES 

No. PR139Y Dovetail Accessory Kit. In- 
cludes DT416] 44" Dovetail Bit, B93 
Router Templet Guide and 14017 Lock 
Nut. 

No. B93 Router Templet Guide. For 42" 
dovetails. 

No, B116 Router Templet Guide. For 1," 
dovetails. 

No. 14017 Lock Nut. For attaching tem- 
plet guides to router. 

No. 10DT Finger Templet. For 14" dove- 
tails. 

No. 11DT Finger Templet. For |," dove- 
tails. 

No. 12DT Finger Templet. For \" rab- 
bet dovetails only. 


_ STAIR TEMPLET | 

Model UST—For large scale builders and 
contractors to save valuable time on 
production stair work. Simple to set 
and operate—only two major templet 
sections to adjust. Use with ST520 Bit. 
Includes Templet, B91 Router Templet 
Guide, B19 Wrench, 14017 Lock Nut and 
Operating Manual. Net Wt. 30 lbs. 
Shpg. Wt. 50 lbs. 


@ Dealer Note: Add (M) to catalog number (25CG (M)), 
7 if you desire grinding wheel on hang-up d. 


RIES 


ROUTER ACCESSORIES AND 
ATTACHMENTS FOR DOOR 
OPERATIONS 














Hinge Butt Templets—For fast. economi- 
cal hinge butt routing of doors and 
jambs. Eliminates time consuming 
measuring, layout, etc. Readily adjust- 
able for mounting either 2 or 3 various 
size hinges to doors and jambs of vary- 
ing heights. Recommended for use with 
HB93 Bit on Wood and SU type Bits on 
non-ferrous or aluminum doors and 
jambs. 


——— 7 Attommotstess 


Model Tari 5 } 
No. and | Hinges 
| Doors | 


50372¥ Left Templet Section, 


| | 44" 50373 Center Temoplet 
6'6", sie Section, 50374Y Right 


Includes 


o37 | 88" | gy;e | Templet Section, 503710 
and | male End Gauge Assembly, 50377 
he 3" (2) Adjusting Rods. 785% 


| Wrench and Operating 
Manual 





5 Gauges, (3 
All 3", Gauges, (3) HBSOY 31:7 
5518 sizes | 444" Jamb Gauges, (3) HB54 
upto; 47", | Jamb Gauge Screws, 8103 
| 8 | 34" Templet Guide, 1627 


and Wrench and Operating 
| 3? Manual, 
Gauges for Model 5518 Templet 
to accommodate 5” and 3” hinges avail- 
able as accessories. 


ACCESSORIES 

No. HB47Y 5” Jamb Gauges. For Model 
9518 (3 required). 

No. HB51Y 3” Jamb Gauges. For Mode! 
5518 (3 required). 

No. GHT24 Carrying Case. For Model 
9918. 

No. 503729 Carrying Case. For Model 
5037. 

No. B103 Router Templet Guide. I[n- 
cluded with Model 5518. 

No. 14017 Lock Nut. For attaching 
Guide to Router. 

No. UKC Corner Chisel. For squaring 
hinge mortises. 


iS ai F ce Fal is 
' i — i 
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Model 5037K Hinge Butt Templet Kit 
—Includes 5037 Hinge Butt Templet. 
HB93 Mortising Bit. B1i03 Templet 
Guide, 14017 Lock Nut, Operating In- 
structions and 503729 Carrying Case. 





ispiay card. 
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ROCKWELL ROUTER BITS, CUTTERS AND ACCESSORIES 
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Model ULMY1 Lock Mortising Attach- 
ment—Used with detachable motors of 
routers. Permits builders and contrac- 
tors to quickly cut true, accurate mor- 
tises for door box locks. Attachment is 
fully adjustable for cutting mortises 
varying in size up to 7” long, 1%." wide 
and 5” deep (using AS544 Bit). 
Includes Attachment, BM75Y Height 
Rod, 38363 Spline Shaft, AS524 %4” 
Straight Bit, AS528 4%” Straight Bit. 
Gi3 Grinding Wheel and Operating 
Manual. Net Wt. 26 lbs., Shpg. Wt. 34 
Ibs. 


Model 513 Lock Mortising Kit—Includes 
Model ULMY1 Lock Mortising Attach- 
ment complete plus 537M Router Motor. 











Model ULF Lock Face Templet—Used to 
quickly rout lock faces on door after 
the mortise for the box lock itself has 
been completed. Automatically self- 
centering and self-beveling. 

Includes Templet, B92 Templet Guide 
and Operating Manual. Net Wt. 234 Ibs., 
Shpg. Wt. 3 Ibs. 





Door Hanging Kits—For handling the 
operations connected with door hang- 
ing—hinge butt mortising, planing, etc. 


Includes Router, Plane Attachment, 
5037 Hinge Butt Templet, B103 Router 
Templet Guide, HB93 Mortising Bil, 
14017 Lock Nut, PR47Y Edge Guide 
and 27282 Carrying Case. Net Wt. 36 
Ibs., Shpg. Wt. 38 Ibs. 

No. 1OODK. Includes Model 100 Router 
and 100P Plane Attachment. 

No. 150DK. Includes Model 150 Router 


_ and 150P Plane Attachment. 





Templet Guides—For use in pattern and 
templet routing operations as listed. 











No. | Purpose Diam | “Blom 


Stair Routing (14% " 













thick treads) 1%” 
B92 Lock Face Routing % 
B93 | %*~ Dovetailing and 

General Routing he” 
B94 General Routing x 
B95 General Routing yy,” 
B96 General Routing ¥,” 
B97 Hinge Butt Routing 79/4," 
B103 Hinge Butt Routing 1M,” 
B104 For use with Stanley 

T-3 Templet + 
B105 For Hinges with 4%” 

Corner Radius 1334" 
B1l16 4%” Dovetailing 41 
45101 Stair Routing (1'6” 

thick treads) 16” 





No, 14017 Lock Nut. Used to attach all 
templet guides to router bases. 
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ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 
ROCKWELL VERSA-PLANE 


(Left) Extra Powerful 10.0 Amp Motor—the most powerful on 
any plane—transmits plenty of power and speed to cutter 
thru an extra-wide, non-slip cog belt drive. 

(Right) Top-Side Calibrated Depth Scale with Finger-Tip Ad- 
justment Control—change depth instantly from 0 to 4” any- 
lime as needed—even while planing! 











Exclusive, Spiral-Type, 
High Speed Steel Cutter— 
shearing action of spiral 
cutter gives clean, smooth 
planing results-even on 
tough end grains! 





o> 
= = 's « 2 ee ie 
(Left) Dual-Position, Extra-Large Chip Exhaust—for right or 
left side. non-clogging chip deflection. 
(Rizht) Balanced “‘Non-Tipping"’ Design—weight of tool is 
centered laterally over the work shoe, for better handling 
and control—especially on narrow edge planing jobs. 


D-Handle Control (with Trigger Switch On-Off Power Control) 
with full grip front-position handle for added contro! espe- 
cially on beveling operations. 

Cord-Directional Post—an extra convenience fealture—posi- 
tions cord out-of-the-way to right or left side of machine: no 
nuisance cord interference when planing. 

All Ball Bearing Construction—for smoother, frictionless oper- 
ation: longer trouble-free service. 

Full 3x16” Heavy Gage, Metal Fence mounts to right or left 
side of tool for edge planing; is easily removed for surfacing 
operations. Offers a 60° beveling range from —15 to +45. 
Extra-Large Shoe—a full 18” long; with approximately 54 in. 
of surface area, for maximum stability, especially on edge 
planing operations. 


@ 














Model 653 Versa-Plane .. . a combination surface, edge 
and bevel plane all in one! By far, the most powerful, 
fastest cutting plane ever, with full 1'/2 HP stall-free 
motor ... 15,000 rpm cutter speed! Planes a full 3°; 
up to 4/s” deep, in a single pass! 

Designed with the user in mind. . . offering such 
convenience and performance features for better han- 
dling and control as top-side calibrated depth scale with 
finger-tip adjustment control... balanced “non-tipping” 
design ... D-handle contro] with full grip front-position 
handle... and more! 





Model 653K Plane Kit—Includes Model 653 Plane; 
5039 Cutter Sharpening Altachment; and 49568 
Carrying Case. 

Model 653CK Plane Kit—Includes Model 653 Plane 
with 49567 Carbide-Tipped, Spiral Type, Plane 
Cutter and 49568 Carrying Case. 


CATALOG LISTING AND SPECIFICATIONS 


CHENG TING arerceal erate cece aisle eve ieie elecatetdceoe ble eres ie twlacne"acecelerpieseiese 653 
Motor......10 Amp, Universal Type, 115 Volt, 25-60 Cycle, 
AC-DC, 
Cutter Speed.............. .15,000 RPM or 30,000 Cuts/Min. 
Maximum iDbenth inp tie. teres leo oets acalp ls ah wie ia neice piece 1," 
Maximum \Widthiiot Gute acsa nes ocaen avis aes merce eee) 
Bevel Adjustment. .:..6 ccc e cng ee ec ee ee ees —15° to +45° 
ERG ATES aac ees cet gw nee cess ask alae pa coa iw cuiiye wipe wa ete etare aa Ball 
Vergthiicocnes sien are hic ea ree eas ABASIC ee eat 18” 
Net Weiler Cs.) rie ccc recy oo nas su /aces/cle-w olaaslece SCI RrOe EOVE O 15 
SHINING Welsh CL DS yin ee carcaierivee-ng aloo Gala beleoy ane 18 


STANDARD EQUIPMENT 


Basic Machine with Bevel Planing Fence; 49566 High-Speed 
Steel, Spiral-Type Plane Cutter; 239X Nut Wrench; 48779 
Shoe Adjustment Wrench Set; 3-Conductor Cord and Oper- 
ating Manual. 


ACCESSORY EQUIPMENT 


Plane Cutter Sharpening Attachment 
Model 5039—For perfect contour sharpening of spiral-type, 
high-speed steel plane cutters only. Simple to mount—unit 
fastens directly to plane... no extra grinding equipment to 
buy. Easy to use—built-in guides automatically assure ac- 
curately ground edges. 

Includes Attachment, 49557 Grinding Wheel, 49553 Arbor 
and Instructions, Net Wt. 4% Lbs., Shpg. Wt. 5 Lbs. 
No. 49566 High-Speed Steel Plane Cutter. Spiral type, 3” cut- 
ting width. 
No. 49567 Carbide-Tipped Plane Cutter. Especially recom- 
mended for production cutting operations. Spiral type, 3” 
culting width. 
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ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 





ROCKWELE 16” PORTA: PLANE AND BEANE ATTACHMENTS 
ea ACCESSORY EQUIPMENT 


Model 126 
16” Porta Plane 


The fastest-working, lightest-weight 
production plane made. Heavy-duty 
7 amp motor offers plenty of power 
for efficient planing. Cutter Speed 
25,000 RPM makes it especially ideal 
for glue-bonded doors and panels. 
Depth of cut, up to a maximum of 
40” can be regulated anytime during 
operation. Maximum width of cut 
21%g2”. Narrow shoe throat prevents 
gouging. 

Model 126K Plane Kit — Includes 126 
Plane, 24-PL Carrying Case, 5014 Cut- 
ter Sharpener, 22-PL Grinding Wheel. 
Shpg. Wt. 29 lbs. 

Model 126CK Plane Kit — Includes 126 
Plane, 24-PL Carrying Case, 1740-X 
Wrench, 2182-X Wrench, 27846 Spiral 
Carbide Cutter. 


CATALOG LISTING 
AND SPECIFICATIONS 


FOCUS srrcrr ooh a ooic Soremeteoeeete Reais 126 
PAOEOIZATTIDGS fos.5 os oie ce 3S Siew ote eiay letaueiace 7 
CUtte ree oes sea gia ae .... Spiral 
Speed RPM yo on5 oc oo sass eee 25,000 
LETTE Aree eee te see ete All-Ball 
Maximum Depth of Cut ........... 342" 
Maximum Width of Cut ......... 21490” 
ROMS one ere ee ares ere dna ns ote eae 16" 
Net Weight:(Lbs:) 2.22.23 cee 944 
Shipping Weight (Lbs.) ............. 14 


Motor—Universal type, 115 Volt, 25-60 
Cycle, AC-DC. 


STANDARD EQUIPMENT 


Model 126—Basic Machine, 3-Conductor 
Cord, 17-PL Spiral-type Cutter, 1740-X 
Shaft Wrench, 2182-X Nut Wrench and 
Operating Manual. 


\VWas 











Model 100P 
16” Plane Attachment 


Model 150P 
16” Plane Attachment 


The Model 150P Plane Attachment 
is for use with the Model 150-M 
Router Motor. The Model 100P Plane 
Attachment is for use with the Model 
100-M Router Motor. Both attach- 
ments plane stock up to 244” wide, 
‘se deep and offer 60° beveling 
range. Quality features include an 
extra-long stainless stee] shoe, pat- 
ented chip disposal, finger tip depth 
adjustment control and more. The 
Model 150P has a trigger switch, the 
100P does not. 

To Order 160-M Motor, Spocify: 
Model 150-M Router Motor. Includes 
1° 3-Conductor Cord, 1/1” Collet and 
Wrenches. 

To Order 100-M Motor, Specify: 
Model 100-M Router Motor, Includes 
10° 3-Conductor Cord, '/s” Collet and 
Wrenches. 


CATALOG LISTING 
AND SEESIICATIONS 





ater Ampr fia 6.5 


Cutter 7 Spiral z Spiral | 
Speed RPM 22,000 20,000 


Maximum Widthof Cut | 24" 24" 
Maximum Depth of Cut | Ar” Yin" 
Bevel Adjustment 15° to “45° |—15° to -+-45° 
Length , = 16" | 16” + 
Net Weight (Lbs.) 4 4% 


Shipping Weight (Lbs.) | 7 | 7 


*Ralings for motors. 


STANDARD EQUIPMENT 


Both Models—Attachments, 23444 Spiral 
Cutter, 23539 Wrench, 3-Conductor Cord 
(Model 150P only) and Operating Man- 
ual. 
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PLANE CUTTER 
SHARPENING ATTACHMENTS 


For perfect contour sharpening of 
spiral-type high-speed steel plane cut- 
ters only. Simple to mount—units fasten 
directly to planes ...no extra grinding 
equipment to buy. Easy to use—built-in 
guides automatically assure accurately 
ground edges. 


Standard Equipment Used 
Includes With 


Altachment, Grinding Model JOOP 
Wheel (22-PL), Arbor and 150P 
5034 (25650) and instructions. Plane 
Net Weight 44 Ibs | Attachments 
Shipping Weight 5 lbs. | 


| 
ch et haa rthe, ibe thle ED EE 
Attachment, Grinding | 
Wheel (22-PL), Spacers Model [26 
(21-PL) and instructions. | Porta-Plane 
Net Weight 444 Ibs. 
shipping Weignt 5 Ibs. 


GRINDING WHEEL 


No. Bs Type of Mounting | Used With 







Attachment 
No. 








5014 





PLANE CUTTERS 


Spiral type (SP) cutters for use with 
the Model 126 Power Plane and Router- 
Plane Attachments. 


== - - 






| For Use With 
Plane No, 


| 100P, 150P 


Cutting 


No. Width 









CARBIDE-TIPPED PLANE CUTTERS 
Straight (S) and spiral type (SP) es- 
pecially recommended for production 
culting operations. 






| For Uso With 
Plane No. 


= | 150P, 100P 








100P, 150P 
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vylyme deni Power planes surfaces and edges—flat, contoured, beveled or mitered 
wide in a single pass...cuts V grooves... trims rabbet cuts...and more! 


up to UH. 
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ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 





ROCKWELL POWER BLOCK PLANE 


FEATURES THAT MAKE THE 
POWER BLOCK PLANE 
AN OUTSTANDING VALUE 





RABBET CUTS PLANES BROAD SURFACES 


Flexibility Unlimited— 
The 167A power 
planes surfaces and 
edges —flat, con- 


beveled or 
. cuts V- 
trims rab- 
and more! 


toured, 
mitered . . 
grooves... 
bet cuts... 


CUTS V-GROOVES 





= New Extra-Wide Cog Belt—drive assures positive non-slip 
transmission of power to cutter. 


s New Increased Depth Adjustment Range—permits more 
cutter sharpenings for longer life. 


= Big Capacity Cutter—permits you to plane any edge up to 
1146” wide in a single pass ... steel fence is easily re- 
moved for wide surfacing jobs. 


& Straight Side Design—(cutter flush with side of plane) lets 
you plane rabbeted or step cuts, flush to 90° surface. 


B Powerful—2.5 amp. 21,000 RPM motor. 


@ Positive Lock Depth Adjustment Control—assures constant, 
uniform depth of cut. 


CATALOG LISTING AND SPECIFICATIONS 


IOGGD INOS carts ain 6 sta se wie aie ial wa wv Scab area pons eel aioe as 167A 
MOTOISANIDS ogee tio ee es ovale were ors Seer tier eteharall artes 2.5 
Cutter ese neve sae as orieiera late aiatiates te arae "ery aie aaa sap /as Spiral 
SO Oe a FOP lise tard cece sw ihe ter ces Gin ta isis Ge ace pA Slam Go 21,000 
BOATING oie ac ee ees ees is ota ant le 3 Ball; 1 Anti-Friction 
Max Dept iOti Gut jee ecescee tee state atase cis ealie g's xt Gieteciee ney ee 
Max. Width of Cut ...... sea aCa Ratna Car vate aa ead trata gle availa asians 11a” 
EST fai) arose pe sees arse aiece tain Wen iulacy aise Gealbsoretcts cece ei 744" 
Netwe (Lbs>) aeeevee erie econ pal aac asiae ce. « 3% 
Shoes Wt (bbs) bore cscaistaler ele aaboliatnialslin pcilpie sia Micies tere oeee 5M 


Motor—Universal type, 115 Volt, 25-60 Cycle, AC-DC. 


| T Dealer Note: Add (M) to catalog number (eg., 41224 
2 (M)), if you desire cutter on hang-up display card. 





ye 
> Model 167A 


Power Block Plane 


Designed to take the drudgery out of jobs requiring 
laborious planing operations. Use it to rough plane flat 
surfaces prior to finish sanding. Use it to plane any edge 
from 2-inch dressed stock to cupboard doors. Light in 
weight and perfectly balanced, it fits in the palm of your 
hand to give you solid control and complete flexibility. 
High speed cutter does a clean smooth job on wood, 
plastic, composition, aluminum—even on tough end 
grains. 


Model 167AK 
Power Block Plane Kit 


Includes Model 167A Plane, 


46460 Sharpening Attach- 
ment, 39190 Carrying Case. 
Net Wt. 12 Ibs. Shpg. WIL. 
14 lbs. 





STANDARD EQUIPMENT 


Model 167A—Basic Machine, 3-Conductor Cord, 39496 
Adapter Plate for wood fence, 41224 Spiral-type Cutter, 
240-X Wrench and Operating Manual. 


ACCESSORY EQUIPMENT 


Model 46460 Plane Cutter Sharpening Attachment—For perfect 
contour sharpening of spiral-type high-speed steel plane cut- 
ters only. Simple to mount—unit fastens directly to plane.. . 
no extra grinding equipment to buy. Easy to use—built-in 
guides automatically assure accurately ground edges. 
Includes Attachment, BPG-13 Grinding Wheel and Instruc- 
tion Manual. Net Weight !/2 Ib., Shipping Weight °/s Ib. 


No. BPG-13 Grinding Wheel—With '/1” diam. mounting hole. 


Hanns 41224 Spiral Type Plane Cutter—Has cutting width of 
1 Lt Fu iy 


TNo. 39217 Spiral Type Carbide-Tipped Plane Cutter—Especial- 
ly recommended for production cutting operations. Has cut- 
ting width of 11444”. 


No, 46902 Bevel Plan- 


ing Fence — Permits 
accurate bevel plan- 
ing operations from 
O* to 45°, 
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ROCKWELL 
QUALITY FEATURES 
ASSURE SMOOTH 
GRINDER PERFORMANCE 





Modern Thin-Line Motor Desig nro. 
vides ample clearance for grinding long 
stock, even after wheel wear. 





Small End Bells— Tapered end bells give 
you the extra clearance you need, be- 
tween the motor and grinding wheels, 
for grinding odd-shaped work pieces 
easily and quickly. 


Fully Adjustable Tool Rests—adjust both 
horizontally and vertically .. . tilt for 
exact angle desired. Designed with 
wrap-around ledges you can grind on 
the sides as well as the face of wheel. 





Excellent Safety Features—Al! Rockwell 
grinders comply with U.L. & C.S.A. 
Safety codes and are unmatched for 
safety in design. Heavy cast iron wheel 
guards, adjustable spark deflectors, re- 
movable end plates and accessory flex- 
ible eyeshields provide maximum safe- 
ty for the operator. 

Totally Enclosed Construction—All grind- 
ers feature totally enclosed motors 
with shielded, lubricated-for-life ball 
bearings to keep out harmful abrasive 
dust; and assure dependable, trouble- 
free performance. 
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Model 566 6”—14 HP 
Shown with Accessory Eyeshields 


Model 547 7”—14 HP 
Model 549 8”—34 HP 


Model 558 10”—1 HP 
Shown with Accessory Safety Shields 


CATALOG LISTING 
AND SPECIFICATIONS 


—1/, HP Grinder 
















No Load | 
Motor | Speed 
(RPM) 


| Wt. (Lbs.) 
Model Wheel - 
No. Size iNet Shpe. 










566 14 HP, 115V, 
60 Cy., Sel. Ph. 


7"—1, HP Grinders 





















Wt. (Lbs.) 





Net Shpg. 





% HP, 115/ 
230V, 60 Cy., 


| Sel. Ph. . 








220/4 40V, 
50/60 Cy., 
Ph. 



















T 1 HP. 115/ 10” Dia.x| 114 130 


| 230V, 60 vers : 





| 220/440v, 
| 50/60 Cy., 
13 Ph. 


STANDARD EQUIPMENT 


All Models —Basic Machine, Two Grind- 
ing Wheels, Wheel Guards, Spark De- 
flectors, Tool Rests and Operating Man- 


ual. Models 558 and 558-8 also include 
Water Pot. All models except 558-3 
include On-Off Switch, Cord and Plug. 
Mode! 558-3 has 16” motor leads for 
power connection only; switch must 
be ordered separately. 


ROCKWELL QUALITY 
ACCESSORIES FOR 
ADDED SAFETY 
AND VERSATILITY 


No. 25587 Eye Shields, One pair. For 
7" and 8" Grinders only. 

No. 25588 Illuminated Eye Shield. (Two 
required) Complete with cord lead 
wires for 115 volt operation, For 7” 
and 8” Grinders only. 

No. 23800 Eye Shields, One pair. For 6” 
Grinder only. 

No, 46285 Twin-Lite® Safety Shield. 
(Two required) With mounting block 
and box connector, less bulbs. For 10” 
Grinder only. 


Grinding Wheels 






No. For Model Size Grit 
38398 6” Diam. Fine 
38399 566 %” Face Medium 
38400 |%* Hole | Coarse 
25393 Fine 
25394 Medium 
25395 : Coarse 
25396 7* Diam, | Fine 
25397 1” Face Medium 
25398 4” Hole | Coarse 
25399 8” Diam, Fine 
25400 549 1* Face Medium 
25401 | y, xd Hole . Coarse 
25402 | Fine 
25403 558 Medium 
25404 Coarse 





Buffing Wheels 









25584 | 6° 
25585 | 7° 
25586 | 10° 





25581 
ie 25582 


%" | 25583 10" 




















Do Face Nailing 
Operations of 

Roof Sheathing, 
Side-Wall Sheathing 
and Sub-Flooring 

with Equal Time Saving 
Efficiency! 

















ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 





ROCKWELL PORTA-NAILER 










One Nailer for Four Nailing Jobs—thal's what makes the 
400A unique among portable nailers! It reduces nailing 
time up to 65% on 79:2” and “42” hardwood T & G 
flooring, and with a quick change of the face plate, per- 
forms with equal time-saving efficiency on face nailing 
of roof sheathing, side-wall sheathing and sub-flooring. 


* Does a better job 


at lower cost. 


"Easy to use; 
| ey makes even an in- 
| 4) experienced man a 
oe h floor-nailing expert. 
*" Holds approxi- 
mately 150 nails; 
> takes but seconds 
pee §«=««to load 


seas 
as 


== ies ae | j 

FLOORING 
® Nails and sets 
with one blow (or 
multi-blows if de- 
sired). 


= Applicator can 
properly tension the 
flooring for better 
holding, less sand- 
ing, 


* Prevents splil- 
ling, squeaking, 
buckling, nail-pop- 
ping. 


Pa 


SIDE-WALL SHEATHING 


Pas * 


" Hardened nails 
can be hand ham- 
mer-driven for end 
courses without 
splitting. 


"= Non-marrin 4] 
plate prevents 
scratching  pre-fin- 
ished floors. 


Lighter blow re- 
quired; less opera- 
lor fatigue, greater 
control. 





ROOF SHEATHING t t 

Magnesium cast- 
ingforlighter 
weight with greater 
strength. 


PORTA-NAILS 
MEET FHA 
REQUIREMENTS 





SUB-FLOORING 















Model 400A 
For Nailing 
25/32" and 33/32" 
Hardwood 

T&G Flooring 





Approved New York Staite 
B.3.A,. Approval 4742 






The Rockwell Porter-Cable Model 400A Porta-Nailer is 
ideal for builder's use. You don't have to be experienced 
to use it; the Porta-Nailer nails and sets at the same time, 
draws nails tighter, prevents splitting, squeaking, buck- 
ling, nail popping. Its magnesium casting guarantees 
greater strength without weight, and the light blow it 
requires assures greater operator control with less fa- 
tigue. The Porta-Nailer is versatile, too—change the face 
plate and the Porta-Nailer is perfect for roof sheathing, 
side-wal] sheathing and sub-flooring, 


STANDARD EQUIPMENT 


Model 400A—Basic Machine, 40061 Extension Handle, 40008 
Hammer, Package of Spare Moving Parts, one each 239X, 
240% and 1740X% Wrench. 


ACCESSORY EQUIPMENT 





No. 40008 Hammer, 

No. 40030 Rubber Cap for Nailer, 
No. 40061 Extension Handle. 

No. 40063 Rubber Cap for Hammer. 
No. 40064 Hammer Handle only. 


No. 40076 Carrying Case—Heavy gauge steel. Holds 
Porta-Nailer and Accessory equipment. 


No. 40158 Face Nailing Kit. For converting Porta- 


Nailer to Face Nailer. Includes 40066 Adapter and 
40075 Shear Plate. 


No. 40189 Brace Protector Kit includes 10390 Brace 
Protector and Fastening Hardware. 


PORTA-NAILS 


No. 40077 Carton of 5-5000 2” Nails (25,000 Nails) 
No. 40078 Carton of 30-1000 2” Nails (30,000 Nails) 





AS SEEN 
ON TV 



















ARNOLD PALMER says, 


“Play itsafe ...gofor the green— 
Green Line Power Tools by Rockwell, 
The World's Safest.” 





Now, a complete line 

0) fm ole) a t- le) (=m ele)\,-) mi cele) | 
Wiliam MUlal(ele(-merelstle}iar-liiels 
of safety and 

endurance features 

never before available 

in a power tool line 
regardless of price! 
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ROCKWELL 
Portable _—_- 
POWER TOOLS 


For Home and Professional Use 







Sold through franchised tndustrial dealers, 
building materials dealers, leading hard- 
ware and department stores everywhere. 
Look to the dealer nearest you for all your 
Rockwell Power Tool needs. 





SHOCKPROOF ! Constructed of a non-conductive mir- 
acle material, all tools are double insulated to protect 
the user against electrical shock from product mal 
function. Furnished with two-prong plug—no ground- 
ing type three-wire plug or adapter needed, 
BREAKPROOF! Tools are housed in a new material 
with a unique combination of hardness, toughness 
and rigidity. Resists acids, alkalis and oils! Free re- 
placement if the housing ever breaks, cracks or splits. 
FAILUREPROOF! All tools feature high temperature 
insulated motors that are protected against over- 
load burnout. 





SAFETY ENGINEERED 
FOR YOUR PROTECTION 


Safety barriers are placed between a possible electrical 
leak and your hand: A non-metallic integral housing 
provides 1) non-conductive case, 2) structural frame 
and 3)structural gear housing; 4) non-conductive arma- 
ture shaft sleeve; 5) non-conductive phenolic brush 
holders; 6) hard nylon fan; 7) rernote control safety 
switch with non-conductive thermo-plastic shield. 


@ 








ROCKWELL DRILLS 


Now get the exact speed you need—forward or 
reverse—for any drilling or driving applica- 
tion, Drill hard and soft woods, ferrous and 
non-ferrous metals, masonry, plastics, even 
problem materials like ceramics and glass. 
Use as a Screwdriver or power wrench to 
drive or remove screws and nuts. Make 
threaded holes. Grind. Sand. Polish. Do these 
and dozens of other operations all using con- 
ventional drill accessories. 

With a Rockwell Variable Speed Reversing 
Drill, you simply vary the finger pressure on 
the trigger switch to increase or decrease the 
speed for optimum performance. Want left 
hand chuck rotation? Simply twist the dial 
built into the trigger switch and you're set. 

And like all Green Line Tools, the Variable 
speed Reversing Drills are Shockproof, Break- 
proof and Failureproof. Other features in- 


————— 


Model 74 ROCKWELL %*" VARIABLE 

SPEED DRILL. Possesses the same fea- 
tures as the Model 79 only without reversing 
feature. Powerful 3.0 amp motor, 0 to 1000 
rpm variable speed range with unique elec- 
tronic trigger control, oil impregnated sin- 
tered bearings, high torque, double reduc- 
tion gear drive. high quality 4" capacity key 
chuck and auxiliary side handle. 


Model 73 ROCKWELL 3¢"—1000 RPM DRILL. 
For the man who has bigger, more demanding 
jobs to do, this drill offers the extra capacity 
and power of a %” chuck and full 3.0 amp 
motor. In addition to the Shockproof, Break- 
proof and Failureproof advantages, you get 
such features as oil impregnated sintered 
bearing construction, high torque, double 
reduction gear drive, built-in cord strain- 
relief protector, and more. 


Model 71 ROCKWELL '4” VARIABLE SPEED 
DRILL. Offers an infinite choice of speeds 
from 0 to 2000 rpm for drilling holes or driv- 
ing screws in woods, metals, plastics and 
compositions. Features full 2.5 amp motor, 
double reduction gear drive and oi! impreg- 
nated sintered bearings. 


Model 7O ROCKWELL %%4"—2000 RPM 

DRILL. Most versatile portable power tool 
made—at a price anyone can afford. Ideal for 
drilling, sanding, polishing, grinding and 
dozens of other jobs. Features include full 
<.5 amp motor, all-purpose 2000 rpm speed, 
trigger switch, reduction gear drive plus 
Green Line safety and endurance. 
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clude @ Oil Impregnated Bronze Bearings &) 
High Torque, double reduction gear drive 
® High quality key chuck # Built-in cord strali 
relief protector ...and mere. 


' Model 79 ROCKWELL %”* vARIREUE 

SPEED REVERSING DRILL. Industrially- 
rated 3.0 amp motor with a variable speed) 
range, forward or reverse, from O to 1000 
rpm. Offers the extra power, torque and 
capacity needed for more demanding drilling) 
and driving applications. 


My Model 72 ROCKWELL 14” VARIABLE 
SPEED REVERSING DRILL. Features @ 
full 2.5 amp motor plus an infinite chasde of 
speeds—forward or reverse—from O 00° 
rpm. Drills any material from wood Pass 

. drives or removes screws and nuts... 
Brinds, sands, polishes. 








INOCUWCI! DAVONCT Caw 

ROCKWELL BAYONET SAWS 

Model 60 ROCKWELL BAYONET SAW. Un- 
equalled in saw flexibility! Handles a wide 
variety of jobs from intricate inside curve cutting 
to big capacity straight line sawing. Features full 
2.3 amp motor, 3300 SFM blade speed, with 
24" cutting capacity in wood. 


Model 60K ROCKWELL BAYONET SAW KIT. 
Includes Model 60 Bayonet Saw, Rip and Circle 
Cutting Guide, (3) Saw Blades—all in a handy 
carrying case. 


Model 61 ROCKVW/ELL 2-SPEED BAYONET SAW. 
Lets you match the speed—2500 or 3300 
spm—to the material you're cutting! Cuts metal, 
plastic and other problem materials as easily as 
wood! Features a full 2.3 amp motor, finger-tip 
speed selector switch, 45° tilting base, exclusive 
chip deflector and more. 


NNPUWKI | 
RU CKY EL L. 
Model 91 ROCKWELL 3” x 21” BELT SANDER. 
For a wide variety of sanding jobs—rapid, heavy 
stock removal, paint removing, fine straight-line 
finishing, flush sanding to vertical surfaces and 
more. Full 6 amp motor; positive, belt/spur gear 
drive, 900 sfpm belt speed, ball and lubricant- 
impregnated bearings, trigger switch with lock 
button, unique belt tensioning device that also 
permits fast, effortless belt-changing—all in 
addition to the Green Line Shockproof, Break- 
proof and Failureproof features. 

Model 90 ROCKWELL 3” x 21” DUSTLESS BELT 
SANDER. Combines all of the outstanding fea- 
tures of the model 91 with the addition of an 
efficient, internal dust vacuum system that fea- 
tures a big capacity collector bag. 


REIT SANDERS 
BEL | DANI Ad 
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= Be 





ROCKWELL FINISHING SANDER 


Model 65 ROCKWELL FINISHING SANDER. Per- 





R OCKW FLL ER fect for all those sanding jobs that would take 
ra abet i hours to do by hand. Great for finishing wood of 
Model 64 ROCKWELL 2HP ROUTER. all types, smoothing plaster, paint removing 
Ideal for jobs ranging from basic chores and more. Powerful 2.3 amp motor and 
decorative edging to cutting often- | 4 324 x 9° (4% Sheet) sanding pad with a 4500 
used wood joints, the Model 64 has OPM pad speed, assures fast, efficient stock 
extra-large. dual knobs for nontiring removal: velvet-like finishing. Interference-free 
operation. Especially ideal for intri- side construction even permits sanding in cor- 
cate routing applications. Rugged 4% ners flush to vertical surfaces. 

HR, 28,000 rpm, motors “A” collet No. 2065 DUSTLESS SANDER KIT. Converts the 
capacity, ball bearing cons\ruchion, Model 65 Sander to a dustless unit. Picks up 
easy-to-use depth control plus Green | nuisance wood dust—keeps workshop clean; 
LIne safety, endurance, Double: in: prevents abrasive grit clogging—increases sand- 
sulated, too. ing efficiency. For use with any canister type 


vacuum cleaner. Includes skirt and 1:4” inside 
diameter 5’ flexible hose. 












GRASS AND SHRUB SHEAR 


HEDGE TRIMMERS 


ELECTRIC CHAIN SAWS 


HEDGSHEAR 


TRENCHER! TRIMMER! 


Py ee 
ay i 


‘ 
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Model 40 ROCKWELL EDGER TRIMMER, 3 tools in 1: edger, trim- 
mer and trencher! For grass trimming on steep slopes where mower 
is hard to manage... along walks, drives... flush to walls, converts 
to 90° edger or 45° trencher for furrowing jobs around flower beds, 
shrubs and trees. 2.7 amp motor, 7000 rpm, 7” diameter blade, 
safely guard, reduction gear drive and more. 











ie = 
— 3 


= 


ROCKWELL PORTABLE POWER TOOLS —™S 
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ROCKWELL GENERAL ACCESSORIES & TUBRICANTS? 


LUBRICANTS FOR 


ROCKWELL PORTABLE POWER TOOLS 





Lubricant No, 
for Other 
Mechanisms 


Recommended 





Use No. 149X¥ Lubricant in 
Blade Mechanism Housing 


| Tool(s) Model No.(s) lakelcant No, 
for Gear Chamber 


ALL-PURPOSE SAWS 





| Use a good grade of SAE-30 
nondetergent Motor Oi! on 
Wiper and Reservoir Felts in 

| Blade Mechanism Housing. 







ANGLE GRINDERS 















es Use No. 149YX Lubricant in 
BAYONET SAWS ee iad | Blade Mechanism Housing. 
45571 





BELT SANDERS 


pshie Use No, 154% Lubricant in 


Chain Case. 


| Use No, 26662 Lubricant in 
Breaker for operation above 
37°F. and No, 42415 fos 
operation below 32°F. 





BREAKER 





CHIPPER/CLEANER 


CIRCULAR SAWS 
} Ail Other Models | Other Models 


"D- 6, 304 134A 





DISC SANDERS 





[54¥x 
Use in Transmission 
of Model 509 only 


=a 





FINISHING SANDERS 








Use No, 26662 Lubricant in 
Hammers for operation 
above 32°F. and No, 42415 
for operation below 32°F. 





HAMMERS 






Lee 800 








Coal moving parts of Im- 
| pact Mechanism lightly with 
| same lubricant, 







Coat moving parts of Clutch | 
[Assembly lightly with same | 





GENERAL: For all machines avine oil holes, after each 25 hours of opera- 
tion, add 3 or 4 drops of a good grade bearing oil or best grade non-detergent 
SAE-20 motor oil. Use No. 154YX as a common bearing lubricant on all 
Rockwell Portable Power Tools. {") Signifies obsolete units. 
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No. 57690 Lubricant. 12— 
No. 35YX 61% oz. tubes. 
No. 57691 Lubricant. 12— 
No. 149YX 64% oz. tubes. @ 
No. 57692 Lubricant. 12— | 
No. 52557 6'4 oz. tubes. , 
No. 57736 Lubricant Assortment. 4—No. 
149YX; 4—No. 35YX; 2—No. 154YX and 2— 
No. 52557. 

No. 2211X Adapter. Adapts 3-prong ground- 
ing plugs for use in standard 2-prong outlets. 


No. 5019 Extension Cord. 50’, 14-gauge, 3- 


conductor type with grounding type 115 volt 


plug. 

No. 25747 Extension Cord. 100’, 16-gauge, 
3-conductor type with grounding type 115 
volt plug. 


RECOMMENDED EXTENSION CORD SIZES 
FOR USE WITH ROCKWELL PORTABLE 
POWER TOOLS 

CORD LENGTH IN FEET 


_50 sis [ss a 
[ts | is | is | 16 | 16 | 


a CC 
CB 
pe fae a2 fiz] 2 | to | to] 8 | 








z: coRD LENGTH IN FEET 
275] 300 [325] 350 | 375 | +00 | «25 | «80 [475] soa] 





For rubber Types S, SO, SR, SJ], SJO,SV1, SP & 
Thermoplastic Types ST, SRT. SJT. SVP, SPT. 
Wire sizes are for 3-CDR Cords, one CDR of 
which is used to provide a continuous ground- 
ing circuit from too] housing to receptacle. 
Wire sizes shown are A.W.G. (American Wire 
Gauge). Based on 115V power supply: Ambient 
Temperature of 30°C, 86°F. 
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ROCKWELL PORTABLE POWER TOOLS 
ROCKWELL FACTORY SERVICE CENTERS 





CONVENIENTLY LOCATED AUTHORIZED SERVICE STATIONS AND FACTORY SERVICE 
CENTERS in the United States and Canada assure prompt, efficient servicing and repair of 
Rockwell products using genuine Rockwell replacement parts and factory-approved methods. 





FACTORY SERVICE CENTERS 


CALIFORNIA 

Buena Park 90620 
6363 Knott Avenue 
Phone: (714) 523-4000 
Los Angeles 90007 
2400 South Grand Avenue 
Phone: (213) 749-0386 
Oakland 9460) 

445 Lesser Street 
Phone: (415) 535-2424 
Santa Clara 95050 


2305 De La Cruz Boulevard 
Phone (408) 241-9790 


COLORADO 
Denver 80207 
4900 East 39th Avenue 
Phone: (303) 388-5803 


FLORIDA 

N. Miami Beach 33160 
2320 Northeast 17 1st Street 
Phone: (305) 945-7644 
Tampa 33609 


4536 W. Kennedy Blvd. 
Phone: (813) 877-9585 


GEORGIA 

Atlanta 30301 

1495 Northside Drive, N. W. 
Phone: 351-5434 





ILLINOIS 

Melrose Park 60160 
4533 North Avenue 
Phone: (3)2) 921-2650 
MASSACHUSETTS 
Boston 07134 

414 Cambridge Street (Allston) 
Phone: (61/7) 782-1700 
MICHIGAN 
Southfield 48075 
18650 W. 8 Mile Rd. 
Phone: (313) 358-1000 
MINNESOTA 
Minneapolis 55416 
4310 West 361 Street 
Phone: (612) 920-3087 
MISSOURI 

Kansas Cily 64108 
1649 Jarboe Street 
Phone: (816) 221-2070 
St. Louis, Mo. 63139 
2348 Hampton Avenue 
(314) 644-3166 

NEW JERSEY 
Union (Newark) 07083 
945 Ball Avenue 
Phone: (2701) 964-1730 
NEW YORK 

New York 10013 

132 Lafayette St. 
Phone: (212) 966-2726 
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Long Island City 11106 
23-56 Broadway 
Phone: (212) 72)-3536 
Syracuse 13201 

700 Marcellus Street 
Phone: (315) 476-4231 


NORTH CAROLINA 


Charlotte 28209 
3601 S. Blvd, 
Phone: (704) 525-4410 


OHIO 

Cleveland 44114 

1234 East 26th Street 
Phone: (216) 621-6329 
Cincinnati 45203 

906 Dalton Avenue 
Phone: (513) 241-2737 
Columbus 43214 

4560 Indianola Ave. 
Phone: (614) 263-0929 
OREGON 

Portland 97232 

2755 Northeast Broadway 
Phone: (503) 288-6888 


PENNSYLVANIA 


Philadelphia 19] 20 
4433-37 Whitaker Ave 
Phone: (215) 455-7907 


Pittsburgh 15208 
400 North Lexington Avenue 
Phone: (412) 241-8400 
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RHODE ISLAND 

East Providence 02914 
973 Waterman Avenue 
Phone: (401) 434-3620 
TEXAS 

Dallas /5247 

2934 lron Ridge Street 
Phone: (214) 631-1850 
WASHINGTON, D.C. 20018 
1717 Hamlin Street, N. E. 
Phone: (202) 529-5145 
WASHINGTON 
Seattle 9810] 

1918 Minor Avenue 
Phone: (206) 622-4576 
WISCONSIN 

Milwaukee 53222 

10/700 W. Burleigh St. 
Phone: (414) 774-3650 
CANADA 

Calgary, Alberta 

441] Manatoba Street, S. E. 
Montreal, Quebec 

7609 St. Hubert Street 
Quebec City, Quebec 
1199 — 4th Avenue 
Rexdale, Ontario 

171 Carlingview Drive 


Vancouver, B. C. 
1970 Pine Street 


— CT 





ROCKWELL PORTABLE POWER TOOLS 


ROCKWELL AUTHORIZED SERVICE STATIONS 
AUTHORIZED SERVICE STATIONS 


ALASKA 
ANCHORAGE 9950]. 


ARIZONA 
PHOENIX 85014 
TUCSON 85719.. 


ARKANSAS 
LITTLE ROCK 72201 


CALIFORNIA 
EUREKA 95501 
FRESNO 93703 
FRESNO 93703 
MODESTO 95351 __,.. 
MONTEREY 93940. 
OAKLAND .. 
SACRAMENTO 95818. 


SAN DIEGO 97101... _.. 


VENTURA 93003. 


CONNECTICUT 
NEW HAVEN 06519. 


FLORIDA 
JACKSONVILLE 32206. 
ORLANDO 32801 
PENSACOLA 3250] 


HAWAII 
HILO 96720 = 
HONOLULU 96813 


IDAHO 
BOISE 33706 


INDIANA 
INDIANAPOLIS 46204 
LEWISTON 83501 


IOWA 
DAVENPORT 57801 
DES MOINES 50314. 


KANSAS 
WICHITA 67202. . 


KENTUCKY 
LOWISVILLE 40204 


LOUISIANA 


NEW ORLEANS 70113. . 


SHREVEPORT 71101 


MAINE 
PORTLAND 04101.. 


MARYLAND 
BALTIMORE 21202, . 


SALISBURY 21801...... 


MASSACHUSETTS 
SPRINGFIELD 01105 


MICHIGAN 
FLINT 48506.. 


GRAND RAPIDS 40506 _ 


MINNESOTA 
ROCHESTER 55901 


MISSISSIPPI 
JACKSON 39202 


MISSOURI 


SPRINGFIELD 65802, .. 


MONTANA 
LIVINGSTON 59047. 


NEBRASKA 
LINCOLN 68510. . 
OMAHA 68102 


NEVADA 
LAS VEGAS 89102. 
RENO 89502... 


NEW HAMPSHIRE 
KEENE 03431, 


‘Le fo. 


oa yeaa wuleible Aero Services Co. Box 1554 


.Glenn’s Armature Service, 1326 East Indian School Road 
reek .. Electric Motor Co, 1028 E. Broadway 


Wooley Electric Co., 1023 W. 7th Street 


Senn Electric Co. 


‘Blackstone § Electric Motor Shop, 1251 Blackstone Avenue 


R&R Electric Motor, 1919 E. Home Avenue 

.. Stanislaus Electric Motor Works, 504 River Road 
Peninsula Power Tool, 551 Del Monte Avenue 
...] & P Power Tools, 10308 E. 14 Street 

Van Alstyne & Son Electric, 7512 Broadway 

. California Electric Works, 424 Eighth Avenue 

.. Channel Electric, 1982 Thompson Boulevard 


.New Haven Electric Machine, 689 Congress Avenue 


_ . Turner Electric Co,, 1020 E. & Street 
Orlando Armature Works, 600 W. Central Avenue 
Electric Motor Svc., Inc., 124 N. Devilliers Street 


. Hawaii Planing Mill, P. 0, Box 337 
Asco Service Co., 876 Curtis Street 


Boise Ignition Co., 111 N. 23 Street 


Ollo Klingstein, 612 No. Delaware Street 
Clif Flanary Service, 411 D Street 


Industrial Engineering Equipt., 122 E. 4th Street 
Puckett Electric Tool Repair, 1104 Keo Way 


Richmond Electric Co., 1002 W. Maple Street 
Ellingsworth Auto Electric Co,, 1009 E. Broadway 


Beerman Precision Motor Works, 2021 Thalla Street 
MeClamrock Machinery Co., 939 Louisiana Avenue 


M & W Electric, 37 Portland Street 


Roland Electrical Co., 418 East Pratt Street 
.. Salisbury Electric Co., Belmar Road 


_. Saw Center Inc., 446 Main Street 


_..... Moore Bros., 2602 Leith Street 
J. T. Hoeksema, 2323 Lee Street, 5. W. 


.. Major Supply, 116 - 6th Street, N. W. 

.. Flannigan Electric Motor Shop, Box 8657 

.. Springfield Electric Co., 1640 E. Trafficway Street 
J, Manzari, P. 0. Box 652 


Colin Electric Motor Service, 230 S. 19th Street 
..... Thacker Electric Co., 2209 Cuming Street 


.. Stewart Electric Motors, 2113 Western 
.Brown-Milberry, 180 Airport Road 


wake eia yp hes .G & R Electric Motor Repairing, 17 Dunbar Street 


NEW MEXICO 
ALBUQUERQUE 87107. 


NEW YORK 


BINGHAMTON ee te ranlanle 


BUFFALO 14211... 
KINGSTON 13401.. 


ROCHESTER 14605. sete 


ROCHESTER 14609..... 


SCHENECTADY 12304....... 
TUCKAHOE 10707........... 


UTICA 13502.. 


NORTH CAROLINA 


DURHAM 27701... .......... 
FAYETTEVILLE 28302... .. 


GREENSBORO 27405 . 


WINSTON-SALEM 2/101.. as: 


OHIO 


DAYTON 45403. .....005 


NO. CANTON 44720 . 
TOLEDO 43606... 


YOUNGSTOWN 44512... 


OKLAHOMA 


OKLAHOMA CITY 73106. .. 


TULSA 74120... 


OREGON 
EUGENE 97401. 


PENNSYLVANIA 
ALLENTOWN 18101 .. 
STEELTON 17092. 


SOUTH CAROLINA 
CHARLESTON 29403 
COLUMBIA 20203... 
GREENVILLE 25602. 


WEST COLUMBIA 29169....._ 


SOUTH DAKOTA 
RAPID CITY 57704... 
SIOUX FALLS 57104. 


TENNESSEE 
KNOXVILLE 37901 
MEMPHIS 38126. ... 
NASHVILLE 37203 . 


TEXAS 
AMARILLO 79107 ... 


CORPUS CHRISTI 78405... 


EL PASO 79950. 
FORT WORTH 7/6111. 
HOUSTON 77003, 
LUBBOCK 77007.. 


SAN ANTONIO 78207... 


UTAH 


SALT LAKE CITY 84107... 


VIRGINIA 
NORFOLK 23504 
RICHMOND 23230 
ROANOKE 24016. . 


WASHINGTON 
SPOKANE 99201 .. 
YAKIMA 98902 ... 


WEST VIRGINIA 


CHARLESTON 25301.. .. 


CANADA 


FORT WILLIAM, ONTARIO.... 


FREDERICTON, N. B. 

HALIFAX, WN. &.. 
HAMILTON, ONTARIO. 
KINGSTON, ONTARIO... 


LONDON, ONTARIO. . 


OTTAWA, ONTARIO. 
REGINA, SASK... 

ST. JOHN, N.B........ 
SASKATOON, SASK... 
SUDBURY, ONTARIO 
VICTORIA, B. C 


WINDSOR, ONTARIO ._ . 


WINNIPEG, MAN. 
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rer err Telco Electric Inc., 2905 Fourth Street, N. W. 


wid wtules ears be etna cada H. P. Marsh, 65 Glenwood Avenue 


"United Electric Motors, Inc., 611 Winslow Avenue 
.P. J. Gallagher Sons, 17 Spring Street 


fortes 7 , “ "....-.-.Power Specialists, 74 University Avenue 
ish wdeaa ba eale piaa einicieels 0. G. Schwarz, 430 Atlantic Avenue 
rr tee os... Barrett Electric Service, Inc., 108 Henry Street 


Authorized Appliance Repair Service, 95 Lake Avenue 


oot ates een Mather, Evans, & Diehl, 509 Lafayette Street 


Ste case TiSnehe Electric Motors, 947-953 E. Main Street 


. Highland Lumber Co., Drawer 390 


wes em Serene Power Tool Service, 267 Huffman Street 
sae arcades .Power Tool Service, Inc., LOL? Ivy Avenue 


caus eke eee M & R Electric Service, 1516 E. 5th Street 
Lis shies caesar eckoe .,.. Mo, Canton Repair, 110 - 6th Street 


Electric Tool Supply, 3156 Upton Avenue 
_Moff-Master Power Tools, Inc., 5224 Market Street 


..Hohmann-Brown Appliance Service, 535 N. Virginia 
. Hammond Electric, 1510 East Third Street 


. Eugene Tool Maintenance Co., Box 771 


ar elt Curio Electric, 825 So. Sth Avenue 
a sala _. Electric Service & Machine 


_. Delta Industrial Electric Co., 990 E. Bay Street 
-cee@uataets Haile Electric Co., 3912 Ensor Avenue 
Service Repair Co., P.O. Box 751 

... Service Repair Co., P. 0. Box 732 


_ Industrial Electric & Supply Co., Inc., 1130 W. Omaha Street 


. Malloy Electric Motor, 713 5. Cliff Street 


Tennessee Armature & Electric Co, 312 W. Jackson Avenue 
. Tri-State Armature & Electric Co., 321 E. Butler Avenue 


. Tennessee Electric Motor Co., 408 - 6 Avenue, 5. 


.G. E. Jones Electric Co., 212 N. Polk Street 
Smith Shields Electric Works, 4307 Agnes Street 
._. Francis Wagner Co., P. 0. Box 1886 


veuss vevnuseceis Modern Tool Repair, 2704 East Belknap 


_.....Welders Supply of Houston, 3301 Polk 
Brandon E. Clark Elec., 2314 Fourth Street 
.. Loyd Electric, 511 Ef Paso 


., Electric Motor & Supply Co. 351 W. Fourth Street 


Caddell Electric Co, 1250 Bolton Street 


sd is an Roy’ s Electric Motor Service, 3201 Norfolk Street 


.. Lloyd Electric Co., 521 West Salem Avenue 


..K & WN Electric Motors, Inc., 1311 N, Washington Street 


.. Cooper Electric Motor Service, 205 S, 4th Avenue 


Ketter Electric Co. 103 Clendenin Street 


Ace Motor Electric, 815 Simpson Street 
Electric Motor Service, Box 33 


_........ Acme Electric & Machine Shop, 5335 Bilby Street 


_. Electric Motor Service Ltd, 152 Cannon Street, E. 
Boyd Electric Co., Ltd., 825 Portsmouth Avenue 
ahs Toll-Morris Electric, 287 Adelaide Street, 3. 
.,.. Cam Grant Electric, 204 Lebreton Street 
Electric Motor Service, 1234 Scarth Street 

_ E. 5. Stephenson & Co. Ltd,, 15 Dock Street 

_.. Saskatoon General Electric, 415 - 42nd Street 
_M..G. Burke Electric Motors, 34 Alder Street, $. 
John Stefanice Ltd. 2021 Douglas Street 
Willoughby- Boyle Electric, 558 Tuscarora Street 


_. Lukes Electric Motor & Machinery Ltd., 318 Notre Dame Avenue 





MANUFACTURING PLANT 
CUSTOMER SERVICE AND SALES 
ROCKWELL MFG. CO.—POWER TOOL DIVISION 700 Marcellus St., Syracuse, N.Y. 13201 
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ROCKWELL...fFor Power and Precision 
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